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CERTIF ICATES AND DOCUMENTS

 

 

 

CERTIFICATE 

 
The Certification Body 

of TÜV SÜD Management Service GmbH 
certifies that 

 
SIMPA ELEKTRIK MALZEMESI SAN. VE TIC. A.S. 

DES SANAYI SITESI 105 (YAPRAK) SOK. B11 BLOK NO:16 
34776 Y. DUDULLU - ÜMRANIYE- ISTANBUL 

Turkey 

has established and applies 
a Quality Management System for 

MANUFACTURING AND SALES OF  
ELECTRIC CRIMPS AND BUS BARS. 

An audit was performed, Order No. 70760258. 
Proof has been furnished that the requirements 

according to 

ISO 9001:2015 

are fulfilled. 
The certificate is valid from 2022-02-04 until 2025-02-03. 

Certificate Registration No.: 12 100 37688 TMS. 

 

 

  

 
Head of Certification Body 

Munich, 2022-01-10 
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•	 WE RESERVE THE RIGHTS TO CHANGE THE CODES, THE MEASUREMENTS AND THE PRICES OF CATALOG PRODUCTS, 
WITHOUT ANY WARNING. 

•	 RETURN IS NOT POSSIBLE WITHOUT PRIOR AGREEMENT.

•	 CONSIGNMENT CHARGE BELONGS TO THE BUYER.

•	 VAT TAX IS NOT INCLUDED IN OUR PRICES, IT’S ADDITIONAL.

BASIC REFERENCE MODEL

TYPE OF CABLE LUG CABLE SECTION (mm2) - BOLT SIZE (METRIC) STANDARD BOLT HOLE

SKP-A 150-M12 SD

TRADE POLICIES	
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INDEXINDEX
SKP- E ECONOMIC T YPE TUBUL AR CABLE SKP- E ECONOMIC T YPE TUBUL AR CABLE 
LUGSLUGS

SKP-A VISIBLE T YPE TUBUL AR CABLE LUGSSKP-A VISIBLE T YPE TUBUL AR CABLE LUGS

SKP- S1 EUROPE T YPE TUBUL AR CABLE LUGSSKP- S1 EUROPE T YPE TUBUL AR CABLE LUGS

SKP- S3 LONGER BARREL TUBUL AR CABLE SKP- S3 LONGER BARREL TUBUL AR CABLE 
LUGSLUGS

SKP- D1 DIN 46234 T YPE CABLE LUGSSKP- D1 DIN 46234 T YPE CABLE LUGS

SKP- L45S /  SKP- L90S STANDARD T YPE SKP- L45S /  SKP- L90S STANDARD T YPE 
ANGUL AR CABLE LUGSANGUL AR CABLE LUGS

SEM -A STANDARD T YPE BUT T CONNECTORSSEM -A STANDARD T YPE BUT T CONNECTORS
SEM - D DIN 46267 T YPE BUT T CONNECTORSSEM - D DIN 46267 T YPE BUT T CONNECTORS
SEM - S1 EUROPE T YPE BUT T CONNECTORSSEM - S1 EUROPE T YPE BUT T CONNECTORS

SKP- C TUBUL AR CABLE LUGS WITH T WO SKP- C TUBUL AR CABLE LUGS WITH T WO 
CONNECTION HOLESCONNECTION HOLES

AKP- DY ALUMINIUM CABLE LUGS WITH OXIDE AKP- DY ALUMINIUM CABLE LUGS WITH OXIDE 
PROTECTION OILPROTECTION OIL

SKP- S/GD TUBUL AR CABLE LUGS WITH SKP- S/GD TUBUL AR CABLE LUGS WITH 
INSPECTION HOLEINSPECTION HOLE

SKP- S STANDARD T YPE TUBUL AR CABLE LUGSSKP- S STANDARD T YPE TUBUL AR CABLE LUGS

SKP- S2 LONG BARREL TUBUL AR CABLE LUGSSKP- S2 LONG BARREL TUBUL AR CABLE LUGS

SKP- D DIN 46235 T YPE TUBUL AR CABLE LUGSSKP- D DIN 46235 T YPE TUBUL AR CABLE LUGS

SKP- DG TUBUL AR CABLE LUGS FOR SWITCH SKP- DG TUBUL AR CABLE LUGS FOR SWITCH 
GEAR CONNECTIONSGEAR CONNECTIONS

SKP- F FORK T YPE TUBUL AR CABLE LUGSSKP- F FORK T YPE TUBUL AR CABLE LUGS

AKP- D DIN 46239 T YPE ALUMINIUM CABLE AKP- D DIN 46239 T YPE ALUMINIUM CABLE 
LUGSLUGS

AKP- DK ALUMINIUM CABLE LUGS TIN PL ATED AKP- DK ALUMINIUM CABLE LUGS TIN PL ATED 
& WITH OXIDE PROTECTION OIL& WITH OXIDE PROTECTION OIL

SKP- L90S1 /  SKP- L45S1 EUROPE T YPE SKP- L90S1 /  SKP- L45S1 EUROPE T YPE 
ANGUL AR CABLE LUGSANGUL AR CABLE LUGS

66
77

1010

1414

1818

2222

34-3534-35

3737

24-2624-26

3030

88

1212

1616

2020

2323

2828

3232

3434

SKP- L90 - D DIN 46235 T YPE 90° ANGLED SKP- L90 - D DIN 46235 T YPE 90° ANGLED 
CABLE LUGSCABLE LUGS

3838

SKP- L45 - D DIN 46235 T YPE 45° ANGLED CABLE SKP- L45 - D DIN 46235 T YPE 45° ANGLED CABLE 
LUGSLUGS

3939
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INDEXINDEX
AEM - D DIN 46267 T YPE ALUMINIUM AEM - D DIN 46267 T YPE ALUMINIUM 
BUT T CONNECTORSBUT T CONNECTORS

BEM - D BIMETALLIC BUT T CONNECTORS BEM - D BIMETALLIC BUT T CONNECTORS 
(AL- CU)(AL- CU)

BPK- D BIMETALLIC PIN T YPE BPK- D BIMETALLIC PIN T YPE 
CONNECTORS (AL- CU)CONNECTORS (AL- CU)

K Y NON INSUL ATED CABLE END - SLEE-K Y NON INSUL ATED CABLE END - SLEE-
VESVES

SP-YK INSUL ATED RING T YPE TERMINALSSP-YK INSUL ATED RING T YPE TERMINALS

SP- IK INSUL ATED PIN T YPE CONNECTORSSP- IK INSUL ATED PIN T YPE CONNECTORS

SP- FE INSUL ATED TABSSP- FE INSUL ATED TABS
  

SP- ET INSUL ATED MALE BULLET SP- ET INSUL ATED MALE BULLET 
CONNECTORSCONNECTORS

SP- DT INSUL ATED FEMALE BULLET SP- DT INSUL ATED FEMALE BULLET 
CONNECTORSCONNECTORS

BKP- D BIMETALLIC CABLE LUGS (AL- CU)BKP- D BIMETALLIC CABLE LUGS (AL- CU)

INSUL ATED - NON INSUL ATED BUSBARSINSUL ATED - NON INSUL ATED BUSBARS
  

IK Y/2 INSUL ATED T WIN CABLE IK Y/2 INSUL ATED T WIN CABLE 
END - SLEEVESEND - SLEEVES

SP- CK INSUL ATED FORK T YPE TERMINALSSP- CK INSUL ATED FORK T YPE TERMINALS

SP- FD INSUL ATED RECEPTACLESSP- FD INSUL ATED RECEPTACLES
  

SP- IBU /  INSUL ATED BL ADE T YPE SP- IBU /  INSUL ATED BL ADE T YPE 
TERMINALSTERMINALS

SP- IEM INSUL ATED BUT T CONNECTORSSP- IEM INSUL ATED BUT T CONNECTORS

SP- FEG INSUL ATED RECEPTACLES, MULTI SP- FEG INSUL ATED RECEPTACLES, MULTI 
T YPET YPE

SP- IFD FULLY INSUL ATED RECEPTACLESSP- IFD FULLY INSUL ATED RECEPTACLES

IK Y INSUL ATED CABLE END - SLEEVESIK Y INSUL ATED CABLE END - SLEEVES

4040

4242

5050

5252

5454

5555

5656

5656

5757

4141

4343

4949

5151

5353

5454

5555

5656

5757

44-4744-47
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ORDER CODE
CABLE

SECTION
(mm)

BOLT DIMENSIONS BOX
PCS.

BOX
WEIGHT

PARCEL
PCS.

BOX
WEIGHT

d1 d4 a d2 b c1 c2 L

SKP-E/016-M05
16

M5 5,5 7,0 12,5 5,5 10,5 7,5 7,5 24,0  500    ~2,0 kg.  5.000    ~20 kg.
SKP-E/016-M06/SD M6 5,5 7,0 12,5 6,5 10,5 7,5 7,5 24,0  500    ~2,0 kg.  5.000    ~20 kg.
SKP-E/025-M05

25
M5 7,0 9,0 17,5 5,5 14,0 8,5 8,5 30,5  300    ~2,4 kg.  3.000    ~24 kg.

SKP-E/025-M06 M6 7,0 9,0 17,5 6,5 14,0 8,5 8,5 30,5  300    ~2,4 kg.  3.000    ~24 kg.
SKP-E/025-M08/SD M8 7,0 9,0 17,5 8,5 14,0 8,5 8,5 30,5  300    ~2,4 kg.  3.000    ~24 kg.
SKP-E/035-M06

35
M6 8,5 10,5 18,5 6,5 16,0 9,5 9,5 34,0  200    ~2,2 kg.  2.000    ~22 kg.

SKP-E/035-M08/SD M8 8,5 10,5 18,5 8,5 16,0 9,5 9,5 34,0  200    ~2,2 kg.  2.000    ~22 kg.
SKP-E/050-M06

50
M6 10,0 12,0 20,0 6,5 18,0 11,0 11,0 39,5  125    ~1,8 kg.  1.250    ~18 kg.

SKP-E/050-M08 M8 10,0 12,0 20,0 8,5 18,0 11,0 11,0 39,5  125    ~1,9 kg.  1.250    ~19 kg.
SKP-E/050-M10/SD M10 10,0 12,0 20,0 10,5 18,0 11,0 11,0 39,5  125    ~1,8 kg.  1.250    ~18 kg.
SKP-E/070-M06

70
M6 11,5 14,0 22,0 6,5 21,0 11,0 11,0 42,0  80    ~1,7 kg.  800    ~17 kg.

SKP-E/070-M08 M8 11,5 14,0 22,0 8,5 21,0 11,0 11,0 42,0  80    ~1,7 kg.  800    ~17 kg.
SKP-E/070-M10/SD M10 11,5 14,0 22,0 10,5 21,0 11,0 11,0 42,0  80    ~1,7 kg.  800    ~17 kg.
SKP-E/095-M08

95
M8 13,5 16,0 25,0 8,5 24,5 12,0 12,5 48,0  60    ~1,8 kg.  600    ~18 kg.

SKP-E/095-M10 M10 13,5 16,0 25,0 10,5 24,5 12,0 12,5 48,0  60    ~1,9 kg.  600    ~19 kg.
SKP-E/095-M12/SD M12 13,5 16,0 25,0 13,0 24,5 12,0 12,5 48,0  60    ~1,8 kg.  600    ~18 kg.
SKP-E/120-M08

120
M8 15,5 18,0 27,0 8,5 27,0 14,0 14,0 52,0  50    ~1,8 kg.  500    ~18 kg.

SKP-E/120-M10 M10 15,5 18,0 27,0 10,5 27,0 14,0 14,0 52,0  50    ~1,8 kg.  500    ~18 kg.
SKP-E/120-M12/SD M12 15,5 18,0 27,0 13,0 27,0 14,0 14,0 52,0  50    ~1,8 kg.  500    ~18 kg.
SKP-E/150-M08

150
M8 16,5 20,0 29,0 8,5 29,0 14,0 14,0 54,5  35    ~2,0 kg.  350    ~20 kg.

SKP-E/150-M10 M10 16,5 20,0 29,0 10,5 29,0 14,0 14,0 54,5  35    ~2,0 kg.  350    ~20 kg.
SKP-E/150-M12/SD M12 16,5 20,0 29,0 13,0 29,0 14,0 14,0 54,5  35    ~2,0 kg.  350    ~20 kg.
SKP-E/185-M10

185
M10 18,5 22,0 32,0 10,5 32,0 14,5 14,5 61,5  25    ~1,8 kg.  250    ~18 kg.

SKP-E/185-M12/SD M12 18,5 22,0 32,0 13,0 32,0 14,5 14,5 61,5  25    ~1,8 kg.  250    ~18 kg.
SKP-E/185-M16 M16 18,5 22,0 32,0 16,5 32,0 14,5 14,5 61,5  25    ~1,8 kg.  250    ~18 kg.
SKP-E/240-M10

240
M10 21,5 25,5 36,5 10,5 37,5 16,0 16,0 69,0  20    ~2,2 kg.  200    ~22 kg.

SKP-E/240-M12/SD M12 21,5 25,5 36,5 13,0 37,5 16,0 16,0 69,0  20    ~2,2 kg.  200    ~22 kg.
SKP-E/240-M16 M16 21,5 25,5 36,5 16,5 37,5 16,0 16,0 69,0  20    ~2,2 kg.  200    ~22 kg.

ECONOMIC TYPE TUBULAR CABLE LUGS

SKP-E SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS MEDIUM
CABLE ENTRY STANDARD

THE CABLE LUGS WHICH ARE INDICATED IN BOLD FONT, ARE STANDART PRODUCTS OF Simpa®

All rights reserved.
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L

SKP-S/GD/016-M06/SD 16 M06 5,5 7,5 12,5 6,5 12,0 7,5 7,5 24,0  400    ~2,0 kg. 3.200 ~16,0 kg 
SKP-S/GD/025-M08/SD 25 M08 7,0 9,5 17,5 8,5 14,0 8,5 8,5 30,5  300    ~2,5 kg. 2.400 ~20,0 kg 
SKP-S/GD/035-M08/SD 35 M08 8,5 11,0 19,0 8,5 16,5 9,5 9,5 34,5  200    ~2,6 kg. 1.600 ~20,8 kg 
SKP-S/GD/050-M10/SD 50 M10 10,0 13,0 20,0 10,5 19,0 11,0 11,0 39,5  125    ~2,6 kg. 1.000 ~20,8 kg 
SKP-S/GD/070-M10/SD 70 M10 11,5 14,5 21,5 10,5 21,0 11,0 11,0 41,5  80    ~2,1 kg. 640 ~16,8 kg 
SKP-S/GD/095-M12/SD 95 M12 13,5 16,5 25,0 13,0 24,0 12,5 12,5 48,0  60    ~1,9 kg. 480 ~15,2 kg 
SKP-S/GD/120-M12/SD 120 M12 14,5 18,0 27,0 13,0 26,5 14,0 14,0 52,0  50    ~2,4 kg. 400 ~19,2 kg 
SKP-S/GD/150-M12/SD 150 M12 16,5 21,0 29,0 13,0 30,5 15,0 15,0 57,0  30    ~2,4 kg. 240 ~19,2 kg 
SKP-S/GD/185-M12/SD 185 M12 18,5 23,0 33,0 13,0 33,5 16,0 16,0 63,0  20    ~1,9 kg. 160 ~15,2 kg 
SKP-S/GD/240-M12/SD 240 M12 21,0 26,0 37,0 13,0 38,0 16,5 16,5 70,0  20    ~2,7 kg. 160 ~21,6 kg 

TUBULAR CABLE LUGS WITH INSPECTION HOLE

THE CABLE LUGS WHICH ARE INDICATED IN BOLD FONT, ARE STANDART PRODUCTS OF Simpa®

SKP-S/GD SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS THICK
CABLE ENTRY STANDARD

All rights reserved.
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L

SKP-A/006-M04
6

M4 4,0 5,5 9,5 4,3 9,0 6,5 6,5 18,0 1.000 ~2,2 kg. 8.000  17,6 kg.
SKP-A/006-M05/SD M5 4,0 5,5 9,5 5,3 9,0 6,5 6,5 18,0 1.000 ~2,2 kg. 8.000  17,6 kg.    
SKP-A/010-M04

10
M4 4,5 6,0 11,5 4,3 9,0 7,0 7,0 20,0 800 ~2,2 kg. 6.400  17,6 kg.    

SKP-A/010-M05/SD M5 4,5 6,0 11,5 5,3 9,0 7,0 7,0 20,0 800 ~2,2 kg. 6.400  17,6 kg.    
SKP-A/016-M05

16
M5 5,5 7,5 13,0 5,3 11,5 7,5 7,5 23,5 400 ~2,1 kg. 3.200  16,8 kg.    

SKP-A/016-M06/SD M6 5,5 7,5 13,0 6,5 11,5 7,5 7,5 23,5 400 ~2,0 kg. 3.200  16,0 kg.    
SKP-A/025-M05

25
M5 7,0 9,5 17,5 5,3 14,0 8,5 8,5 28,5 300 ~2,7 kg. 2.400  21,6 kg.    

SKP-A/025-M06 M6 7,0 9,5 17,5 6,5 14,0 8,5 8,5 28,5 300 ~2,7 kg. 2.400  21,6 kg.    
SKP-A/025-M08/SD M8 7,0 9,5 17,5 8,5 14,0 8,5 8,5 28,5 300 ~2,7 kg. 2.400  21,6 kg.    
SKP-A/035-M06

35
M6 8,5 11,0 19,5 6,5 16,5 9,5 9,5 33,0 200 ~2,6 kg. 1.600  20,8 kg.    

SKP-A/035-M08/SD M8 8,5 11,0 19,5 8,5 16,5 9,5 9,5 33,0 200 ~2,7 kg. 1.600  21,6 kg.    
SKP-A/035-M10 M10 8,5 11,0 19,5 10,5 16,5 10,0 10,0 33,0 200 ~2,5 kg. 1.600  20,0 kg.    
SKP-A/050-M06

50

M6 10,0 13,0 21,0 6,5 19,0 11,0 11,0 37,5 125 ~2,6 kg. 1.000  20,8 kg.    
SKP-A/050-M08 M8 10,0 13,0 21,0 8,5 19,0 11,0 11,0 37,5 125 ~2,8 kg. 1.000  22,4 kg.    
SKP-A/050-M10/SD M10 10,0 13,0 21,0 10,5 19,0 11,0 11,0 37,5 125 ~2,6 kg. 1.000  20,8 kg.    
SKP-A/050-M12 M12 10,0 13,0 21,0 13,0 19,0 11,0 11,0 37,5 125 ~2,5 kg. 1.000  20,0 kg.    
SKP-A/070-M06

70

M6 11,5 14,5 24,0 6,5 21,5 11,0 11,0 40,0 80 ~2,2 kg. 640  17,6 kg.    
SKP-A/070-M08 M8 11,5 14,5 24,0 8,5 21,5 11,0 11,0 40,0 80 ~2,1 kg. 640  16,8 kg.    
SKP-A/070-M10/SD M10 11,5 14,5 24,0 10,5 21,5 11,0 11,0 40,0 80 ~2,1 kg. 640  16,8 kg.    
SKP-A/070-M12 M12 11,5 14,5 24,0 13,0 21,5 11,0 11,0 40,0 80 ~1,9 kg. 640  15,2 kg.    
SKP-A/070-M14 M14 11,5 14,5 24,0 14,5 21,5 11,0 11,0 40,0 80 ~1,9 kg. 640  15,2 kg.    
SKP-A/095-M08

95
M8 13,5 16,5 27,0 8,5 24,0 12,0 12,5 45,5 60 ~2,0 kg. 480  16,0 kg.    

SKP-A/095-M10 M10 13,5 16,5 27,0 10,5 24,0 12,0 12,5 45,5 60 ~2,0 kg. 480  16,0 kg.    
SKP-A/095-M12/SD M12 13,5 16,5 27,0 13,0 24,0 12,0 12,5 45,5 60 ~1,9 kg. 480  15,2 kg.    
SKP-A/120-M08

120

M8 14,5 18,0 30,0 8,5 26,5 14,0 14,0 50,5 50 ~2,4 kg. 400  19,2 kg.    
SKP-A/120-M10 M10 14,5 18,0 30,0 10,5 26,5 14,0 14,0 50,5 50 ~2,4 kg. 400  19,2 kg.    
SKP-A/120-M12/SD M12 14,5 18,0 30,0 13,0 26,5 14,0 14,0 50,5 50 ~2,4 kg. 400  19,2 kg.    
SKP-A/120-M14 M14 14,5 18,0 30,0 14,5 26,5 14,0 14,0 50,5 50 ~2,3 kg. 400  18,4 kg.    
SKP-A/120-M16 M16 14,5 18,0 30,0 16,5 26,5 14,0 14,0 50,5 50 ~2,3 kg. 400  18,4 kg.    
SKP-A/150-M08

150

M8 16,5 21,0 31,5 8,5 30,5 14,0 14,0 54,5 30 ~2,4 kg. 240  19,2 kg.    
SKP-A/150-M10 M10 16,5 21,0 31,5 10,5 30,5 14,0 14,0 54,5 30 ~2,4 kg. 240  19,2 kg.    
SKP-A/150-M12/SD M12 16,5 21,0 31,5 13,0 30,5 15,0 15,0 54,5 30 ~2,3 kg. 240  18,4 kg.    
SKP-A/150-M14 M14 16,5 21,0 31,5 14,5 30,5 15,0 15,0 54,5 30 ~2,3 kg. 240  18,4 kg.    
SKP-A/150-M16 M16 16,5 21,0 31,5 16,5 30,5 15,0 15,0 54,5 30 ~2,2 kg. 240  17,6 kg.    
SKP-A/150-M20 M20 16,5 21,0 31,5 21,0 30,5 15,0 15,0 54,5 30 ~2,1 kg. 240  16,8 kg.    
SKP-A/185-M10

185

M10 18,5 23,0 34,5 10,5 33,5 16,0 16,0 61,0 20 ~1,9 kg. 160  15,2 kg.    
SKP-A/185-M12/SD M12 18,5 23,0 34,5 13,0 33,5 16,0 16,0 61,0 20 ~1,9 kg. 160  15,2 kg.
SKP-A/185-M14 M14 18,5 23,0 34,5 14,5 33,5 16,0 16,0 61,0 20 ~1,8 kg. 160  14,4 kg.    
SKP-A/185-M16 M16 18,5 23,0 34,5 16,5 33,5 16,0 16,0 61,0 20 ~1,8 kg. 160  14,4 kg.    
SKP-A/185-M20 M20 18,5 23,0 34,5 21,0 33,5 16,0 16,0 61,0 20 ~1,7 kg. 160  13,6 kg.    

VISIBLE TYPE TUBULAR CABLE LUGS

All rights reserved.
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ORDER CODE
CABLE 

SECTION
(mm)

BOLT DIMENSIONS BOX
PCS.

BOX 
WEIGHT

PARCEL 
PCS.

BOX
WEIGHT

d1 d4 a d2 b c1 c2 L

SKP-A/240-M10

240

M10 21,0 26,0 39,0 10,5 38,0 16,5 16,5 65,5 20 ~2,5 kg. 160  20,0 kg.    
SKP-A/240-M12/SD M12 21,0 26,0 39,0 13,0 38,0 16,5 16,5 65,5 20 ~2,5 kg. 160  20,0 kg.    
SKP-A/240-M14 M14 21,0 26,0 39,0 14,5 38,0 16,5 16,5 65,5 20 ~2,5 kg. 160  20,0 kg.    
SKP-A/240-M16 M16 21,0 26,0 39,0 16,5 38,0 16,5 16,5 65,5 20 ~2,4 kg. 160  19,2 kg.    
SKP-A/240-M20 M20 21,0 26,0 39,0 21,0 38,0 16,5 16,5 65,5 20 ~2,4 kg. 160  19,2 kg.    
SKP-A/300-M12

300

M12 23,5 28,5 42,5 13,0 42,0 19,0 22,0 77,0 16 ~2,8 kg. 128  22,4 kg.    
SKP-A/300-M14 M14 23,5 28,5 42,5 15,0 42,0 19,0 22,0 77,0 16 ~2,8 kg. 128  22,4 kg.    
SKP-A/300-M16/SD M16 23,5 28,5 42,5 17,0 42,0 19,0 22,0 77,0 16 ~2,8 kg. 128  22,4 kg.    
SKP-A/300-M20 M20 23,5 28,5 42,5 21,0 42,0 19,0 22,0 77,0 16 ~2,7 kg. 128  21,6 kg.    
SKP-A/400-M12

400

M12 27,0 33,0 47,0 13,0 48,0 20,0 20,0 84,0 6 48
SKP-A/400-M14 M14 27,0 33,0 47,0 15,0 48,0 20,0 20,0 84,0 6 48
SKP-A/400-M16/SD M16 27,0 33,0 47,0 17,0 48,0 20,0 20,0 84,0 6 48
SKP-A/400-M20 M20 27,0 33,0 47,0 21,0 48,0 20,0 20,0 84,0 6 48

THE CABLE LUGS WHICH ARE INDICATED IN BOLD FONT, ARE STANDART PRODUCTS OF Simpa®

SKP-A SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING OR SOLDER
THICKNESS THICK
CABLE ENTRY STANDARD
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L

SKP-S/006-M04

6

M4 4,0 5,5 9,5 4,3 9,0 6,5 6,5 19,0 1.000 ~2,3 kg. 8.000 ~18,4 kg. 
SKP-S/006-M05/SD M5 4,0 5,5 9,5 5,3 9,0 6,5 6,5 19,0 1.000 ~2,2 kg. 8.000 ~17,6 kg. 
SKP-S/006-M06 M6 4,0 6,0 11,0 6,4 11,0 7,0 7,0 21,0 700 ~2,4 kg. 5.600 ~20,0 kg. 
SKP-S/006-M08 M8 4,0 6,0 11,0 8,4 13,5 8,0 8,0 22,5 600 ~2,2 kg. 4.800 ~17,6 kg. 
SKP-S/010-M04

10

M4 4,5 6,0 10,5 4,3 9,0 7,0 7,0 21,0 800 ~2,3 kg. 6.400 ~18,4 kg. 
SKP-S/010-M05/SD M5 4,5 6,0 10,5 5,3 10,0 7,0 7,0 21,0 800 ~2,3 kg. 6.400 ~18,4 kg. 
SKP-S/010-M06 M6 4,5 6,5 12,0 6,4 11,0 7,0 7,0 23,0 700 ~2,9 kg. 5.600 ~23,2 kg. 
SKP-S/010-M08 M8 4,5 6,5 12,0 8,4 14,0 8,0 8,0 24,5 600 ~2,5 kg. 4.800 ~20,0 kg. 
SKP-S/010-M10 M10 4,5 6,5 12,0 10,5 16,0 9,0 9,0 28,0 500 ~2,2 kg. 4.000 ~17,6 kg. 
SKP-S/016-M05

16

M5 5,5 7,5 12,5 5,3 12,0 7,5 7,5 24,0 400 ~2,2 kg. 3.200 ~17,6 kg. 
SKP-S/016-M06/SD M6 5,5 7,5 11,5 6,5 12,0 7,5 7,5 24,0 400 ~2,1 kg. 3.200 ~16,8 kg. 
SKP-S/016-M08 M8 5,5 7,5 13,0 8,4 13,5 8,0 8,0 25,5 500 ~2,6 kg. 4.000 ~20,8 kg. 
SKP-S/016-M10 M10 5,5 7,5 13,0 10,5 16,0 9,0 9,0 27,0 400 ~2,2 kg. 3.200 ~17,6 kg. 
SKP-S/025-M06

25

M6 7,0 9,5 17,5 6,5 14,0 8,5 8,5 30,5 300 ~2,8 kg. 2.400 ~22,4 kg. 
SKP-S/025-M08/SD M8 7,0 9,5 17,5 8,5 14,0 8,5 8,5 30,5 300 ~3,0 kg. 2.400 ~24,0 kg. 
SKP-S/025-M10 M10 7,0 9,5 17,5 10,5 16,0 10,0 10,0 31,5 250 ~2,4 kg. 2.000 ~19,2 kg. 
SKP-S/025-M12 M12 7,0 9,5 17,5 13,0 18,0 11,0 11,0 35,0 200 ~2,2 kg. 1.600 ~17,6 kg. 
SKP-S/035-M06

35

M6 8,5 11,0 19,0 6,5 16,5 9,5 9,5 34,5 200 ~2,9 kg. 1.600 ~23,2 kg. 
SKP-S/035-M08/SD M8 8,5 11,0 19,0 8,5 16,5 9,5 9,5 34,5 200 ~2,7 kg. 1.600 ~21,6 kg. 
SKP-S/035-M10 M10 8,5 11,0 19,0 10,5 17,0 10,0 10,0 34,5 200 ~2,6 kg. 1.600 ~20,8 kg. 
SKP-S/035-M12 M12 8,5 11,0 19,0 13,0 18,5 11,0 11,0 36,5 150 ~2,1 kg. 1.200 ~16,8 kg. 
SKP-S/050-M06

50

M6 10,0 13,0 20,0 6,5 19,0 11,0 11,0 39,5 125 ~2,9 kg. 1.000 ~23,2 kg. 
SKP-S/050-M08 M8 10,0 13,0 20,0 8,5 19,0 11,0 11,0 39,5 125 ~2,9 kg. 1.000 ~23,2 kg. 
SKP-S/050-M10/SD M10 10,0 13,0 20,0 10,5 19,0 11,0 11,0 39,5 125 ~2,8 kg. 1.000 ~22,4 kg. 
SKP-S/050-M12 M12 10,0 13,0 20,0 13,0 19,0 11,0 11,0 39,5 125 ~2,6 kg. 1.000 ~20,8 kg. 
SKP-S/050-M14 M14 10,0 13,0 20,0 14,5 21,0 13,0 13,0 42,0 100 ~2,3 kg. 800 ~18,4 kg. 
SKP-S/070-M06

70

M6 11,5 14,5 21,5 6,5 21,5 11,0 11,0 41,5 80 ~2,3 kg. 640 ~18,4 kg. 
SKP-S/070-M08 M8 11,5 14,5 21,5 8,5 21,5 11,0 11,0 41,5 80 ~2,1 kg. 640 ~16,8 kg. 
SKP-S/070-M10/SD M10 11,5 14,5 21,5 10,5 21,5 11,0 11,0 41,5 80 ~2,1 kg. 640 ~16,8 kg. 
SKP-S/070-M12 M12 11,5 14,5 21,5 13,0 21,5 11,0 11,0 41,5 80 ~2,1 kg. 640 ~16,8 kg. 
SKP-S/070-M14 M14 11,5 14,5 21,5 14,5 23,0 13,0 13,0 44,0 70 ~2,0 kg. 560 ~16,0 kg. 
SKP-S/070-M16 M16 11,5 14,5 21,5 16,5 23,0 16,0 16,0 46,5 70 ~2,0 kg. 560 ~16,0 kg. 
SKP-S/095-M06

95

M6 13,5 16,5 25,0 6,5 24,0 12,0 12,5 48,0 60 ~2,2 kg. 480 ~17,6 kg. 
SKP-S/095-M08 M8 13,5 16,5 25,0 8,5 24,0 12,0 12,5 48,0 60 ~2,2 kg. 480 ~17,6 kg. 
SKP-S/095-M10 M10 13,5 16,5 25,0 10,5 24,0 12,0 12,5 48,0 60 ~2,2 kg. 480 ~17,6 kg. 
SKP-S/095-M12/SD M12 13,5 16,5 25,0 13,0 24,0 12,0 12,5 48,0 60 ~2,1 kg. 480 ~16,8 kg. 
SKP-S/095-M14 M14 13,5 16,5 25,0 14,5 26,0 14,0 14,0 50,0 50 ~1,9 kg. 400 ~15,2 kg. 
SKP-S/095-M16 M16 13,5 16,5 25,0 16,5 26,0 16,0 16,0 52,0 50 ~1,9 kg. 400 ~15,2 kg. 
SKP-S/120-M08

120

M8 14,5 18,0 27,0 8,5 26,5 14,0 14,0 52,0 50 ~2,4 kg. 400 ~19,2 kg. 
SKP-S/120-M10 M10 14,5 18,0 27,0 10,5 26,5 14,0 14,0 52,0 50 ~2,4 kg. 400 ~19,2 kg. 
SKP-S/120-M12/SD M12 14,5 18,0 27,0 13,0 26,5 14,0 14,0 52,0 50 ~2,4 kg. 400 ~19,2 kg. 
SKP-S/120-M14 M14 14,5 18,0 27,0 14,5 26,5 14,0 14,0 52,0 50 ~1,8 kg. 400 ~14,4 kg. 
SKP-S/120-M16 M16 14,5 18,0 27,0 16,5 26,5 14,0 14,0 52,0 50 ~1,8 kg. 400 ~14,4 kg. 
SKP-S/120-M20 M20 14,5 18,0 27,0 21,0 29,0 16,0 16,0 54,0 40 ~1,9 kg. 320 ~15,2 kg. 

STANDARD TYPE TUBULAR CABLE LUGS

All rights reserved.
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SKP-S/150-M06

150

M6 16,5 21,0 29,0 6,5 30,5 14,0 14,0 57,0 30 ~2,5 kg. 240 ~20,0 kg. 
SKP-S/150-M08 M8 16,5 21,0 29,0 8,5 30,5 14,0 14,0 57,0 30 ~2,5 kg. 240 ~20,0 kg. 
SKP-S/150-M10 M10 16,5 21,0 29,0 10,5 30,5 14,0 14,0 57,0 30 ~2,5 kg. 240 ~20,0 kg. 
SKP-S/150-M12/SD M12 16,5 21,0 29,0 13,0 30,5 15,0 15,0 57,0 30 ~2,5 kg. 240 ~20,0 kg. 
SKP-S/150-M14 M14 16,5 21,0 29,0 14,5 30,5 15,0 15,0 57,0 30 ~2,3 kg. 240 ~18,4 kg. 
SKP-S/150-M16 M16 16,5 21,0 29,0 16,5 30,5 15,0 15,0 57,0 30 ~2,3 kg. 240 ~18,4 kg. 
SKP-S/150-M20 M20 16,5 21,0 29,0 21,0 30,5 15,0 15,0 57,0 30 ~2,2 kg. 240 ~17,6 kg. 
SKP-S/185-M10

185

M10 18,5 23,0 33,0 10,5 33,5 16,0 16,0 63,0 20 ~2,0 kg. 160 ~16,0 kg. 
SKP-S/185-M12/SD M12 18,5 23,0 33,0 13,0 33,5 16,0 16,0 63,0 20 ~2,0 kg. 160 ~16,0 kg. 
SKP-S/185-M14 M14 18,5 23,0 33,0 14,5 33,5 16,0 16,0 63,0 20 ~1,9 kg. 160 ~15,2 kg. 
SKP-S/185-M16 M16 18,5 23,0 33,0 16,5 33,5 16,0 16,0 63,0 20 ~1,9 kg. 160 ~15,2 kg. 
SKP-S/185-M20 M20 18,5 23,0 33,0 21,0 33,5 16,0 16,0 63,0 20 ~1,8 kg. 160 ~14,4 kg. 
SKP-S/240-M10

240

M10 21,0 26,0 37,0 10,5 38,0 16,5 16,5 70,0 20 ~2,8 kg. 160 ~22,4 kg. 
SKP-S/240-M12/SD M12 21,0 26,0 37,0 13,0 38,0 16,5 16,5 70,0 20 ~2,7 kg. 160 ~21,6 kg. 
SKP-S/240-M14 M14 21,0 26,0 37,0 14,5 38,0 16,5 16,5 70,0 20 ~2,6 kg. 160 ~20,8 kg. 
SKP-S/240-M16 M16 21,0 26,0 37,0 16,5 38,0 16,5 16,5 70,0 20 ~2,6 kg. 160 ~20,8 kg. 
SKP-S/240-M20 M20 21,0 26,0 37,0 21,0 38,0 16,5 16,5 70,0 20 ~2,5 kg. 160 ~20,0 kg. 
SKP-S/300-M10

300

M10 23,5 28,5 41,0 10,5 42,0 19,0 22,0 80,0 16 ~2,8 kg. 128 ~22,4 kg. 
SKP-S/300-M12 M12 23,5 28,5 41,0 13,0 42,0 19,0 22,0 80,0 16 ~2,8 kg. 128 ~22,4 kg. 
SKP-S/300-M14 M14 23,5 28,5 41,0 15,0 42,0 19,0 22,0 80,0 16 ~2,7 kg. 128 ~21,6 kg. 
SKP-S/300-M16/SD M16 23,5 28,5 41,0 17,0 42,0 19,0 22,0 80,0 16 ~2,6 kg. 128 ~20,8 kg. 
SKP-S/300-M20 M20 23,5 28,5 41,0 21,0 42,0 19,0 22,0 80,0 16 ~2,5 kg. 128 ~20,0 kg. 
SKP-S/400-M12

400

M12 27,0 33,0 46,0 13,0 48,0 20,0 20,0 90,0 6 ~1,7 kg. 48 ~13,6 kg. 
SKP-S/400-M14 M14 27,0 33,0 46,0 15,0 48,0 20,0 20,0 90,0 6 ~1,7 kg. 48 ~13,6 kg. 
SKP-S/400-M16/SD M16 27,0 33,0 46,0 17,0 48,0 20,0 20,0 90,0 6 ~1,6 kg. 48 ~12,8 kg. 
SKP-S/400-M20 M20 27,0 33,0 46,0 21,0 48,0 20,0 20,0 90,0 6 ~1,7 kg. 48 ~13,6 kg. 
SKP-S/500-M16

500
M16 30,0 38,0 56,0 17,0 55,0 22,0 22,0 100,0 5 ~2,2 kg. 40 ~17,6 kg. 

SKP-S/500-M20/SD M20 30,0 38,0 56,0 21,0 55,0 22,0 22,0 100,0 5 ~2,1 kg. 40 ~16,8 kg. 
SKP-S/625-M16

625
M16 34,0 42,0 60,0 17,0 61,0 23,0 23,0 113,0 4 ~2,3 kg. 32 ~18,4 kg. 

SKP-S/625-M20/SD M20 34,0 42,0 60,0 21,0 61,0 23,0 23,0 113,0 4 ~2,3 kg. 32 ~18,4 kg. 

SKP-S SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS THICK
CABLE ENTRY STANDARD

THE CABLE LUGS WHICH ARE INDICATED IN BOLD FONT, ARE STANDART PRODUCTS OF Simpa®
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SKP-S1/002,5-M04
2.5

M4 2,3 4,2 6,0 4,3 7,5 4,0 5,0 13,0 1000 ~1,2 kg. 6000 ~7,2 kg.
SKP-S1/002,5-M05/SD M5 2,3 4,2 6,0 5,3 8,5 4,75 5,5 14,0 1000 ~1,3 kg. 6000 ~7,8 kg.
SKP-S1/002,5-M06 M6 2,3 4,2 6,0 6,5 9,5 6,5 6,5 16,0 1000 ~1,5 kg. 6000 ~9,0 kg.
SKP-S1/004-M05/SD

4
M5 3,0 5,0 8,0 5,3 9,0 4,75 6,0 18,0 700 ~1,6 kg. 4200 ~9,6 kg.

SKP-S1/004-M06 M6 3,0 5,0 8,0 6,5 10,0 6,5 6,5 19,0 700 ~1,8 kg. 4200 ~10,8 kg.
SKP-S1/004-M08 M8 3,0 5,0 8,0 8,5 13,0 8,5 9,5 22,0 700 ~2,2 kg. 4200 ~15,4 kg.
SKP-S1/006-M06/SD

6

M6 3,5 6,5 9,0 6,5 12,0 6,5 7,5 21,0 500 ~2,4 kg. 3000 ~14,4 kg.
SKP-S1/006-M08 M8 3,5 6,5 9,0 8,5 15,0 10,0 10,0 23,0 500 ~2,8 kg. 3000 ~16,8 kg.
SKP-S1/006-M10 M10 3,5 6,5 9,0 10,5 17,0 12,0 12,0 25,0 500 ~3,0 kg. 3000 ~18,0 kg.
SKP-S1/006-M12 M12 3,5 6,5 9,0 13,0 19,0 13,0 13,0 28,0 500 ~3,5 kg. 3000 ~21,0 kg.
SKP-S1/010-M05

10

M5 4,5 7,0 10,0 5,5 12,0 6,5 7,5 22,0 500 ~2,1 kg. 3.000 ~12,6 kg.
SKP-S1/010-M06/SD M6 4,5 7,0 10,0 6,5 12,0 6,2 7,5 22,0 500 ~2,1 kg. 3.000 ~12,6 kg.
SKP-S1/010-M08 M8 4,5 7,5 10,0 8,5 15,0 10,0 10,0 25,0 400 ~2,4 kg. 2.400 ~14,4 kg.
SKP-S1/010-M10 M10 4,5 7,5 10,0 10,5 17,0 12,0 12,0 27,0 400 ~2,6 kg. 2.400 ~15,6 kg.
SKP-S1/010-M12 M12 4,5 7,5 10,0 13,0 19,0 13,0 13,0 29,0 400 ~2,7 kg. 2.400 ~16,2 kg.
SKP-S1/016-M05

16

M5 5,5 8,5 13,0 5,5 12,0 5,5 6,5 26,0 400 ~2,2 kg. 2.400 ~13,2 kg.
SKP-S1/016-M06 M6 5,5 8,5 13,0 6,5 12,0 6,2 7,5 27,0 400 ~3,4 kg. 2.400 ~20,4 kg.
SKP-S1/016-M08/SD M8 5,5 8,5 13,0 8,4 15,0 8,5 9,5 29,0 300 ~2,8 kg. 1.800 ~16,8 kg.
SKP-S1/016-M10 M10 5,5 8,5 13,0 10,5 17,0 10,5 11,5 31,0 300 ~3,0 kg. 1.800 ~18,0 kg.
SKP-S1/016-M12 M12 5,5 8,5 13,0 13,0 19,0 13,0 13,0 33,0 250 ~2,6 kg. 1.500 ~15,6 kg.
SKP-S1/025-M05

25

M5 7,0 10,0 15,0 5,5 14,0 7,5 7,5 30,0 200 ~2,5 kg. 1.200 ~15,0 kg.
SKP-S1/025-M06 M6 7,0 10,0 15,0 6,5 14,0 7,5 7,5 30,0 200 ~2,4 kg. 1.200 ~14,4 kg.
SKP-S1/025-M08/SD M8 7,0 10,0 15,0 8,4 16,0 10,0 10,0 32,0 200 ~2,7 kg. 1.200 ~16,2 kg.
SKP-S1/025-M10 M10 7,0 10,0 15,0 10,5 18,0 12,0 12,0 34,0 200 ~2,8 kg. 1.200 ~16,8 kg.
SKP-S1/025-M12 M12 7,0 10,0 15,0 13,0 19,0 13,0 13,0 35,0 200 ~2,8 kg. 1.200 ~16,8 kg.
SKP-S1/035-M06

35

M6 8,5 12,0 17,0 6,5 17,0 7,5 7,5 32,0 125 ~2,3 kg. 750 ~13,8 kg.
SKP-S1/035-M08/SD M8 8,5 12,0 17,0 8,4 17,0 10,0 10,0 34,0 125 ~2,5 kg. 750 ~15,0 kg.
SKP-S1/035-M10 M10 8,5 12,0 17,0 10,5 19,0 12,0 12,0 37,0 125 ~2,7 kg. 750 ~16,2 kg.
SKP-S1/035-M12 M12 8,5 12,0 17,0 13,0 21,0 13,0 13,0 38,0 125 ~2,7 kg. 750 ~16,2 kg.
SKP-S1/035-M16 M16 8,5 12,0 17,0 17,0 26,0 16,0 16,0 42,0 100 ~2,9 kg. 600 ~17,4 kg.
SKP-S1/050-M06

50

M6 10,0 14,0 19,0 6,5 20,0 10,0 10,0 37,0 80 ~2,4 kg. 480 ~14,4 kg.
SKP-S1/050-M08 M8 10,0 14,0 19,0 8,5 20,0 10,0 10,0 37,0 80 ~2,3 kg. 480 ~13,8 kg.
SKP-S1/050-M10/SD M10 10,0 14,0 19,0 10,5 20,0 12,0 12,0 39,0 80 ~2,5 kg. 480 ~15,0 kg.
SKP-S1/050-M12 M12 10,0 14,0 19,0 13,0 23,0 13,0 13,0 43,0 80 ~2,7 kg. 480 ~16,2 kg.
SKP-S1/050-M14 M14 10,0 14,0 19,0 15,0 23,0 14,5 14,5 45,0 80 ~2,7 kg. 480 ~16,2 kg.
SKP-S1/050-M16 M16 10,0 14,0 19,0 17,0 28,0 16,0 16,0 46,0 80 ~2,8 kg. 480 ~16,8 kg.
SKP-S1/050-M20 M20 10,0 14,0 19,0 21,0 30,0 19,0 19,0 48,0 80 ~2,7 kg. 480 ~16,2 kg.
SKP-S1/070-M06

70

M6 12,0 16,5 21,0 6,5 23,0 10,0 10,0 43,0 60 ~2,8 kg. 360 ~16,8 kg.
SKP-S1/070-M08 M8 12,0 16,5 21,0 8,5 23,0 10,0 10,0 43,0 60 ~2,7 kg. 360 ~16,2 kg.
SKP-S1/070-M10/SD M10 12,0 16,5 21,0 10,5 23,0 12,0 12,0 44,0 60 ~2,8 kg. 360 ~16,8 kg.
SKP-S1/070-M12 M12 12,0 16,5 21,0 13,0 23,0 13,0 13,0 46,0 60 ~2,9 kg. 360 ~17,4 kg.
SKP-S1/070-M14 M14 12,0 16,5 21,0 15,0 23,0 14,5 14,5 48,0 60 ~2,9 kg. 360 ~17,4 kg.
SKP-S1/070-M16 M16 12,0 16,5 21,0 17,0 28,0 16,0 16,0 50,0 50 ~2,6 kg. 300 ~15,6 kg.
SKP-S1/070-M20 M20 12,0 16,5 21,0 21,0 30,0 19,0 19,0 53,0 50 ~2,6 kg. 300 ~15,6 kg.

EUROPE TYPE TUBULAR CABLE LUGS

All rights reserved.
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SKP-S1/095-M08

95

M8 13,5 18,0 25,0 8,5 26,0 12,0 12,0 48,0 50 ~2,9 kg. 300 ~17,4 kg.
SKP-S1/095-M10 M10 13,5 18,0 25,0 10,5 26,0 12,0 12,0 48,0 50 ~2,9 kg. 300 ~17,4 kg.
SKP-S1/095-M12/SD M12 13,5 18,0 25,0 13,0 26,0 13,0 13,0 49,0 50 ~2,8 kg. 300 ~16,8 kg.
SKP-S1/095-M14 M14 13,5 18,0 25,0 15,0 26,0 14,5 14,5 51,0 50 ~2,9 kg. 300 ~17,4 kg.
SKP-S1/095-M16 M16 13,5 18,0 25,0 17,0 28,0 16,0 16,0 54,0 50 ~3,0 kg. 300 ~18,0 kg.
SKP-S1/095-M20 M20 13,5 18,0 25,0 21,0 36,0 22,0 22,0 60,0 40 ~2,8 kg. 240 ~16,8 kg.
SKP-S1/120-M08

120

M8 15,0 19,5 26,0 8,5 28,0 14,0 14,0 51,0 40 ~2,7 kg. 240 ~16,2 kg.
SKP-S1/120-M10 M10 15,0 19,5 26,0 10,5 28,0 14,0 14,0 51,0 40 ~2,7 kg. 240 ~16,2 kg.
SKP-S1/120-M12/SD M12 15,0 19,5 26,0 13,0 28,0 14,0 14,0 51,0 40 ~2,6 kg. 240 ~15,6 kg.
SKP-S1/120-M14 M14 15,0 19,5 26,0 15,0 28,0 15,0 15,0 52,0 40 ~2,6 kg. 240 ~15,6 kg.
SKP-S1/120-M16 M16 15,0 19,5 26,0 17,0 30,0 16,0 16,0 54,0 40 ~2,7 kg. 240 ~16,2 kg.
SKP-S1/120-M20 M20 15,0 19,5 26,0 21,0 36,0 22,0 22,0 63,0 30 ~2,4 kg. 180 ~14,4 kg.
SKP-S1/150-M08

150

M8 16,5 21,0 30,0 8,5 31,0 14,0 14,0 56,0 30 ~2,4 kg. 180 ~14,4 kg.
SKP-S1/150-M10 M10 16,5 21,0 30,0 10,5 31,0 14,0 14,0 56,0 30 ~2,4 kg. 180 ~14,4 kg.
SKP-S1/150-M12/SD M12 16,5 21,0 30,0 13,0 31,0 15,0 15,0 57,0 30 ~2,4 kg. 180 ~14,4 kg.
SKP-S1/150-M14 M14 16,5 21,0 30,0 15,0 31,0 15,0 15,0 57,0 30 ~2,4 kg. 180 ~14,4 kg.
SKP-S1/150-M16 M16 16,5 21,0 30,0 17,0 31,0 16,0 16,0 58,0 30 ~2,3 kg. 180 ~13,8 kg.
SKP-S1/150-M20 M20 16,5 21,0 30,0 21,0 36,0 22,0 22,0 66,0 30 ~2,7 kg. 180 ~16,2 kg.
SKP-S1/185-M10

185

M10 19,0 24,0 30,0 10,5 35,0 18,0 18,0 65,0 20 ~2,5 kg. 120 ~15,0 kg.
SKP-S1/185-M12 M12 19,0 24,0 30,0 13,0 35,0 18,0 18,0 65,0 20 ~2,4 kg. 120 ~14,4 kg.
SKP-S1/185-M14 M14 19,0 24,0 30,0 15,0 35,0 18,0 18,0 65,0 20 ~2,3 kg. 120 ~13,8 kg.
SKP-S1/185-M16/SD M16 19,0 24,0 30,0 17,0 35,0 18,0 18,0 65,0 20 ~2,3 kg. 120 ~13,8 kg.
SKP-S1/185-M20 M20 19,0 24,0 30,0 21,0 39,0 22,0 22,0 69,0 20 ~2,4 kg. 120 ~14,4 kg.
SKP-S1/240-M10

240

M10 21,0 26,0 35,0 10,5 39,0 21,5 19,0 72,0 20 ~3,0 kg. 120 ~18,0 kg.
SKP-S1/240-M12 M12 21,0 26,0 35,0 13,0 39,0 21,5 19,0 72,0 20 ~3,0 kg. 120 ~18,0 kg.
SKP-S1/240-M14 M14 21,0 26,0 35,0 15,0 39,0 21,5 19,0 72,0 20 ~3,0 kg. 120 ~18,0 kg.
SKP-S1/240-M16/SD M16 21,0 26,0 35,0 17,0 39,0 21,5 19,0 72,0 20 ~2,9 kg. 120 ~17,4 kg.
SKP-S1/240-M20 M20 21,0 26,0 35,0 21,0 39,0 21,5 19,0 72,0 20 ~2,8 kg. 120 ~16,8 kg.
SKP-S1/300-M12

300

M12 23,5 29,5 44,0 13,0 43,0 24,0 24,0 87,0 8 ~1,9 kg. 48 ~11,4 kg.
SKP-S1/300-M14 M14 23,5 29,5 44,0 15,0 43,0 24,0 24,0 87,0 8 ~1,9 kg. 48 ~11,4 kg.
SKP-S1/300-M16 M16 23,5 29,5 44,0 17,0 43,0 24,0 24,0 87,0 8 ~1,9 kg. 48 ~11,4 kg.
SKP-S1/300-M20/SD M20 23,5 29,5 44,0 21,0 43,0 24,0 24,0 87,0 8 ~1,9 kg. 48 ~11,4 kg.
SKP-S1/400-M12

400

M12 27,0 34,0 44,0 13,0 49,0 24,0 24,0 90,0 6 ~2,0 kg. 36 ~12,0 kg.
SKP-S1/400-M14 M14 27,0 34,0 44,0 15,0 49,0 24,0 24,0 90,0 6 ~2,0 kg. 36 ~12,0 kg.
SKP-S1/400-M16 M16 27,0 34,0 44,0 17,0 49,0 24,0 24,0 90,0 6 ~2,0 kg. 36 ~12,0 kg.
SKP-S1/400-M20/SD M20 27,0 34,0 44,0 21,0 49,0 24,0 24,0 90,0 6 ~1,9 kg. 36 ~11,4 kg.

SKP-S1 SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS VERY THICK
CABLE ENTRY STANDARD

THE CABLE LUGS WHICH ARE INDICATED IN BOLD FONT, ARE STANDART PRODUCTS OF  Simpa®
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L

SKP-S2/010-M05  

10

M5 4,5 7,0 14,0 5,5 12,0 6,5 7,5 26,0 400 ~2,6 kg. 3.200 ~20,8 kg. 
SKP-S2/010-M06/SD M6 4,5 7,0 14,0 6,5 12,0 6,2 7,5 26,0 400 ~2,4 kg. 3.200 ~19,2 kg. 
SKP-S2/010-M08 M8 4,5 7,5 14,0 8,5 15,0 10,0 10,0 29,0 400 ~2,7 kg. 3.200 ~21,6 kg. 
SKP-S2/010-M10 M10 4,5 7,5 14,0 10,5 17,0 12,0 12,0 31,0 400 ~2,9 kg. 3.200 ~23,2 kg. 
SKP-S2/010-M12  M12 4,5 7,5 14,0 13,0 19,0 13,0 13,0 33,0 300 ~3,0 kg. 2.400 ~24,0 kg. 
SKP-S2/016-M05

16

M5 5,5 8,5 17,0 5,5 12,0 5,5 6,5 30,0 250 ~2,5 kg. 2.000 ~20,0 kg. 
SKP-S2/016-M06 M6 5,5 8,5 17,0 6,5 12,0 6,2 7,5 31,0 250 ~2,6 kg. 2.000 ~20,8 kg. 
SKP-S2/016-M08/SD   M8 5,5 8,5 17,0 8,4 15,0 8,5 9,5 33,0 250 ~2,7 kg. 2.000 ~21,6 kg. 
SKP-S2/016-M10 M10 5,5 8,5 17,0 10,5 17,0 10,5 11,5 35,0 250 ~2,9 kg. 2.000 ~23,2 kg. 
SKP-S2/016-M12   M12 5,5 8,5 17,0 13,0 19,0 13,0 13,0 37,0 250 ~3,1 kg. 2.000 ~24,8 kg. 
SKP-S2/025-M05

25

M5 7,0 10,0 19,0 5,5 14,0 7,5 7,5 34,0 175 ~2,4 kg. 1.400 ~19,2 kg. 
SKP-S2/025-M06 M6 7,0 10,0 19,0 6,5 14,0 7,5 7,5 34,0 175 ~2,4 kg. 1.400 ~19,2 kg. 
SKP-S2/025-M08/SD M8 7,0 10,0 19,0 8,4 16,0 10,0 10,0 36,0 175 ~2,6 kg. 1.400 ~20,8 kg. 
SKP-S2/025-M10 M10 7,0 10,0 19,0 10,5 18,0 12,0 12,0 38,0 175 ~2,8 kg. 1.400 ~22,4 kg. 
SKP-S2/025-M12  M12 7,0 10,0 19,0 13,0 19,0 13,0 13,0 39,0 175 ~2,7 kg. 1.400 ~21,6 kg. 
SKP-S2/035-M06   

35

M6 8,5 12,0 23,0 6,5 17,0 7,5 7,5 38,0 100 ~2,2 kg. 800 ~17,6 kg. 
SKP-S2/035-M08/SD M8 8,5 12,0 23,0 8,4 17,0 10,0 10,0 40,0 100 ~2,3 kg. 800 ~18,4 kg. 
SKP-S2/035-M10  M10 8,5 12,0 23,0 10,5 19,0 12,0 12,0 43,0 100 ~2,5 kg. 800 ~20,0 kg. 
SKP-S2/035-M12 M12 8,5 12,0 23,0 13,0 21,0 13,0 13,0 44,0 100 ~2,5 kg. 800 ~20,0 kg. 
SKP-S2/035-M16 M16 8,5 12,0 23,0 17,0 26,0 16,0 16,0 48,0 100 ~2,6 kg. 800 ~20,8 kg. 
SKP-S2/050-M06

50

M6 10,0 14,0 25,0 6,5 20,0 10,0 10,0 43,0 60 ~2,1 kg. 480 ~16,8 kg. 
SKP-S2/050-M08  M8 10,0 14,0 25,0 8,5 20,0 10,0 10,0 43,0 60 ~2,0 kg. 480 ~16,0 kg. 
SKP-S2/050-M10/SD M10 10,0 14,0 25,0 10,5 20,0 12,0 12,0 45,0 60 ~2,1 kg. 480 ~16,8 kg. 
SKP-S2/050-M12 M12 10,0 14,0 25,0 13,0 23,0 13,0 13,0 49,0 60 ~2,3 kg. 480 ~18,4 kg. 
SKP-S2/050-M16 M16 10,0 14,0 25,0 17,0 28,0 16,0 16,0 52,0 60 ~2,3 kg. 480 ~18,4 kg. 
SKP-S2/050-M20 M20 10,0 14,0 25,0 21,0 30,0 19,0 19,0 54,0 60 ~2,3 kg. 480 ~18,4 kg. 
SKP-S2/070-M06

70

M6 12,0 16,5 29,0 6,5 23,0 10,0 10,0 51,0 50 ~2,7 kg. 400 ~21,6 kg. 
SKP-S2/070-M08 M8 12,0 16,5 29,0 8,5 23,0 10,0 10,0 51,0 50 ~2,6 kg. 400 ~20,8 kg. 
SKP-S2/070-M10/SD M10 12,0 16,5 29,0 10,5 23,0 12,0 12,0 52,0 50 ~2,7 kg. 400 ~21,6 kg. 
SKP-S2/070-M12 M12 12,0 16,5 29,0 13,0 23,0 13,0 13,0 54,0 50 ~2,7 kg. 400 ~21,6 kg. 
SKP-S2/070-M16 M16 12,0 16,5 29,0 17,0 28,0 16,0 16,0 58,0 50 ~2,9 kg. 400 ~23,2 kg. 
SKP-S2/070-M20 M20 12,0 16,5 29,0 21,0 30,0 19,0 19,0 61,0 50 ~3,0 kg. 400 ~24,0 kg. 
SKP-S2/095-M08

95

M8 13,5 18,0 33,0 8,5 26,0 12,0 12,0 56,0 40 ~2,6 kg. 320 ~20,8 kg.
SKP-S2/095-M10 M10 13,5 18,0 33,0 10,5 26,0 12,0 12,0 56,0 40 ~2,6 kg. 320 ~20,8 kg.
SKP-S2/095-M12/SD M12 13,5 18,0 33,0 13,0 26,0 13,0 13,0 57,0 40 ~2,6 kg. 320 ~20,8 kg.
SKP-S2/095-M16 M16 13,5 18,0 33,0 17,0 28,0 16,0 16,0 62,0 40 ~2,7 kg. 320 ~21,6 kg.
SKP-S2/095-M20 M20 13,5 18,0 33,0 21,0 36,0 22,0 22,0 68,0 40 ~3,1 kg. 320 ~24,8 kg.
SKP-S2/120-M08

120

M8 15,0 19,5 36,0 8,5 28,0 14,0 14,0 61,0 30 ~2,4 kg. 240 ~19,2 kg.
SKP-S2/120-M10 M10 15,0 19,5 36,0 10,5 28,0 14,0 14,0 61,0 30 ~2,3 kg. 240 ~18,4 kg.
SKP-S2/120-M12/SD M12 15,0 19,5 36,0 13,0 28,0 14,0 14,0 61,0 30 ~2,3 kg. 240 ~18,4 kg.
SKP-S2/120-M16 M16 15,0 19,5 36,0 17,0 30,0 16,0 16,0 64,0 30 ~2,3 kg. 240 ~18,4 kg.
SKP-S2/120-M20 M20 15,0 19,5 36,0 21,0 36,0 22,0 22,0 73,0 30 ~2,7 kg. 240 ~21,6 kg.

LONG BARREL TUBULAR CABLE LUGS

All rights reserved.
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ORDER CODE
CABLE 

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX 

WEIGHT
PARCEL 

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L

SKP-S2/150-M08

150

M8 16,5 21,0 40,0 8,5 31,0 14,0 14,0 66,0 25 ~2,3 kg. 200 ~18,4 kg.
SKP-S2/150-M10 M10 16,5 21,0 40,0 10,5 31,0 14,0 14,0 66,0 25 ~2,3 kg. 200 ~18,4 kg.
SKP-S2/150-M12/SD M12 16,5 21,0 40,0 13,0 31,0 15,0 15,0 67,0 25 ~2,3 kg. 200 ~18,4 kg.
SKP-S2/150-M16 M16 16,5 21,0 40,0 17,0 31,0 16,0 16,0 68,0 25 ~2,2 kg. 200 ~17,6 kg.
SKP-S2/150-M20 M20 16,5 21,0 40,0 21,0 36,0 22,0 22,0 76,0 25 ~2,6 kg. 200 ~20,8 kg.
SKP-S2/185-M10  

185

M10 19,0 24,0 42,0 10,5 35,0 16,0 16,0 72,5 20 ~2,6 kg. 160 ~20,8 kg.
SKP-S2/185-M12/SD M12 19,0 24,0 42,0 13,0 35,0 16,0 16,0 72,5 20 ~2,6 kg. 160 ~20,8 kg.
SKP-S2/185-M16   M16 19,0 24,0 42,0 17,0 35,0 16,0 16,0 72,5 20 ~2,7 kg. 160 ~21,6 kg.
SKP-S2/185-M20 M20 19,0 24,0 42,0 21,0 39,0 21,5 19,0 76,5 20 ~2,8 kg. 160 ~22,4 kg.
SKP-S2/240-M10

240

M10 21,0 26,0 45,0 10,5 39,0 16,5 16,5 79,0 15 ~2,5 kg. 120 ~20,0 kg.
SKP-S2/240-M12/SD M12 21,0 26,0 45,0 13,0 39,0 16,5 16,5 79,0 15 ~2,3 kg. 120 ~18,4 kg.
SKP-S2/240-M16   M16 21,0 26,0 45,0 17,0 39,0 16,5 16,5 79,0 15 ~2,4 kg. 120 ~19,2 kg.
SKP-S2/240-M20 M20 21,0 26,0 45,0 21,0 39,0 21,5 19,0 82,0 15 ~2,4 kg. 120 ~19,2 kg.
SKP-S2/300-M12

300
M12 23,5 29,5 56,0 13,0 43,0 24,0 24,0 99,0 8 ~2,2 kg. 64 ~17,6 kg.

SKP-S2/300-M16 M16 23,5 29,5 56,0 17,0 43,0 24,0 24,0 99,0 8 ~2,1 kg. 64 ~16,8 kg.
SKP-S2/300-M20/SD M20 23,5 29,5 56,0 21,0 43,0 24,0 24,0 99,0 8 ~2,1 kg. 64 ~16,8 kg.
SKP-S2/400-M12 

400
M12 27,0 34,0 60,0 13,0 49,0 24,0 24,0 106,0 6 ~2,3 kg. 48 18,4 kg.

SKP-S2/400-M16 M16 27,0 34,0 60,0 17,0 49,0 24,0 24,0 106,0 6 ~2,3 kg. 48 18,4 kg.
SKP-S2/400-M20/SD M20 27,0 34,0 60,0 21,0 49,0 24,0 24,0 106,0 6 ~2,2 kg. 48 17,6 kg.

THE CABLE LUGS WHICH ARE INDICATED IN BOLD FONT, ARE STANDART PRODUCTS OF Simpa®

SKP-S2 SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS VERY THICK
CABLE ENTRY LONG
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L

SKP-S3/025-M05

25

M5 7,0 10,0 40,0 5,5 14,0 7,5 7,5 55,0  125    ~2,7 kg. 750 ~16,2 kg. 
SKP-S3/025-M06 M6 7,0 10,0 40,0 6,5 14,0 7,5 7,5 55,0  125    ~2,6 kg. 750 ~15,6 kg. 
SKP-S3/025-M08/SD M8 7,0 10,0 40,0 8,4 16,0 10,0 10,0 57,0  125    ~2,8 kg. 750 ~16,8 kg. 
SKP-S3/025-M10 M10 7,0 10,0 40,0 10,5 18,0 12,0 12,0 59,0  125    ~2,9 kg. 750 ~17,4 kg. 
SKP-S3/025-M12  M12 7,0 10,0 40,0 13,0 19,0 13,0 13,0 60,0  125    ~2,9 kg. 750 ~17,4 kg. 
SKP-S3/025-M14  M14 7,0 10,0 40,0 15,0 21,0 14,5 14,5 63,0  125    ~3,0 kg. 750 ~18,0 kg. 
SKP-S3/035-M06

35

M6 8,5 12,0 40,0 6,5 17,0 7,5 7,5 55,0  80    ~2,4 kg. 480 ~14,4 kg. 
SKP-S3/035-M08/SD M8 8,5 12,0 40,0 8,4 17,0 10,0 10,0 57,0  80    ~2,4 kg. 480 ~14,4 kg. 
SKP-S3/035-M10 M10 8,5 12,0 40,0 10,5 19,0 12,0 12,0 60,0  80    ~2,7 kg. 480 ~16,2 kg. 
SKP-S3/035-M12 M12 8,5 12,0 40,0 13,0 21,0 13,0 13,0 61,0  80    ~2,7 kg. 480 ~16,2 kg. 
SKP-S3/035-M14   M14 8,5 12,0 40,0 15,0 21,0 14,5 14,5 63,0  80    ~2,7 kg. 480 ~16,2 kg. 
SKP-S3/035-M16 M16 8,5 12,0 40,0 17,0 26,0 16,0 16,0 65,0  80    ~2,8 kg. 480 ~16,8 kg. 
SKP-S3/050-M06

50

M6 10,0 14,0 50,0 6,5 20,0 10,0 10,0 68,0  50    ~2,6 kg. 300 ~15,6 kg. 
SKP-S3/050-M08 M8 10,0 14,0 50,0 8,5 20,0 10,0 10,0 68,0  50    ~2,5 kg. 300 ~15,0 kg. 
SKP-S3/050-M10/SD M10 10,0 14,0 50,0 10,5 20,0 12,0 12,0 70,0  50    ~2,6 kg. 300 ~15,6 kg. 
SKP-S3/050-M12  M12 10,0 14,0 50,0 13,0 23,0 13,0 13,0 74,0  50    ~2,7 kg. 300 ~16,2 kg. 
SKP-S3/050-M14   M14 10,0 14,0 50,0 15,0 23,0 14,5 14,5 76,0  50    ~2,7 kg. 300 ~16,2 kg. 
SKP-S3/050-M16 M16 10,0 14,0 50,0 17,0 28,0 16,0 16,0 77,0  50    ~2,8 kg. 300 ~16,8 kg. 
SKP-S3/050-M20 M20 10,0 14,0 50,0 21,0 30,0 19,0 19,0 79,0  50    ~2,8 kg. 300 ~16,8 kg. 
SKP-S3/070-M06

70

M6 12,0 16,5 50,0 6,5 23,0 10,0 10,0 72,0  40    ~2,9 kg. 240 ~17,4 kg. 
SKP-S3/070-M08 M8 12,0 16,5 50,0 8,5 23,0 10,0 10,0 72,0  40    ~2,9 kg. 240 ~17,4 kg. 
SKP-S3/070-M10/SD M10 12,0 16,5 50,0 10,5 23,0 12,0 12,0 73,0  40    ~2,9 kg. 240 ~17,4 kg. 
SKP-S3/070-M12  M12 12,0 16,5 50,0 13,0 23,0 13,0 13,0 75,0  40    ~3,0 kg. 240 ~18,0 kg. 
SKP-S3/070-M14 M14 12,0 16,5 50,0 15,0 23,0 14,5 14,5 77,0  40    ~3,0 kg. 240 ~18,0 kg. 
SKP-S3/070-M16   M16 12,0 16,5 50,0 17,0 28,0 16,0 16,0 79,0  40    ~3,1 kg. 240 ~18,6 kg. 
SKP-S3/070-M20 M20 12,0 16,5 50,0 21,0 30,0 19,0 19,0 82,0  40    ~3,1 kg. 240 ~18,6 kg. 
SKP-S3/095-M08

95

M8 13,5 18,0 50,0 8,5 26,0 12,0 12,0 73,0  30    ~2,5 kg. 180 ~15,0 kg. 
SKP-S3/095-M10   M10 13,5 18,0 50,0 10,5 26,0 12,0 12,0 73,0  30    ~2,5 kg. 180 ~15,0 kg. 
SKP-S3/095-M12/SD M12 13,5 18,0 50,0 13,0 26,0 13,0 13,0 74,0  30    ~2,5 kg. 180 ~15,0 kg. 
SKP-S3/095-M14  M14 13,5 18,0 50,0 15,0 26,0 14,5 14,5 76,0  30    ~2,6 kg. 180 ~15,6 kg. 
SKP-S3/095-M16 M16 13,5 18,0 50,0 17,0 28,0 16,0 16,0 79,0  30    ~2,7 kg. 180 ~16,2 kg. 
SKP-S3/095-M20 M20 13,5 18,0 50,0 21,0 36,0 22,0 22,0 85,0  30    ~2,8 kg. 180 ~16,8 kg. 
SKP-S3/120-M08

120

M8 15,0 19,5 60,0 8,5 28,0 14,0 14,0 85,0  25    ~2,6 kg. 150 ~15,6 kg. 
SKP-S3/120-M10 M10 15,0 19,5 60,0 10,5 28,0 14,0 14,0 85,0  25    ~2,6 kg. 150 ~15,6 kg. 
SKP-S3/120-M12/SD M12 15,0 19,5 60,0 13,0 28,0 14,0 14,0 85,0  25    ~2,6 kg. 150 ~15,6 kg. 
SKP-S3/120-M14 M14 15,0 19,5 60,0 15,0 28,0 15,0 15,0 86,0  25    ~2,6 kg. 150 ~15,6 kg. 
SKP-S3/120-M16 M16 15,0 19,5 60,0 17,0 30,0 16,0 16,0 88,0  25    ~2,7 kg. 150 ~16,2 kg. 
SKP-S3/120-M20 M20 15,0 19,5 60,0 21,0 36,0 22,0 22,0 97,0  25    ~2,9 kg. 150 ~17,4 kg. 
SKP-S3/150-M08

150

M8 16,5 21,0 60,0 8,5 31,0 14,0 14,0 86,0  20    ~2,3 kg. 120 ~13,8 kg. 
SKP-S3/150-M10 M10 16,5 21,0 60,0 10,5 31,0 14,0 14,0 86,0  20    ~2,3 kg. 120 ~13,8 kg. 
SKP-S3/150-M12/SD M12 16,5 21,0 60,0 13,0 31,0 15,0 15,0 87,0  20    ~2,3 kg. 120 ~13,8 kg. 
SKP-S3/150-M14 M14 16,5 21,0 60,0 15,0 31,0 15,0 15,0 87,0  20    ~2,3 kg. 120 ~13,8 kg. 
SKP-S3/150-M16  M16 16,5 21,0 60,0 17,0 31,0 16,0 16,0 88,0  20    ~2,3 kg. 120 ~13,8 kg. 
SKP-S3/150-M20 M20 16,5 21,0 60,0 21,0 36,0 22,0 22,0 96,0  20    ~2,5 kg. 120 ~15,0 kg. 

LONGER BARREL TUBULAR CABLE LUGS

All rights reserved.
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ORDER CODE
CABLE 

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX 

WEIGHT
PARCEL 

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L

SKP-S3/185-M10

185

M10 19,0 24,0 60,0 10,5 35,0 16,0 16,0 92,0  12    ~2,0 kg. 72 ~12,0 kg. 
SKP-S3/185-M12/SD M12 19,0 24,0 60,0 13,0 35,0 16,0 16,0 92,0  12    ~2,0 kg. 72 ~12,0 kg. 
SKP-S3/185-M14  M14 19,0 24,0 60,0 15,0 35,0 16,0 16,0 92,0  12    ~2,0 kg. 72 ~12,0 kg. 
SKP-S3/185-M16 M16 19,0 24,0 60,0 17,0 35,0 16,0 16,0 92,0  12    ~1,9 kg. 72 ~11,4 kg. 
SKP-S3/185-M20 M20 19,0 24,0 60,0 21,0 39,0 21,5 19,0 96,0  12    ~2,0 kg. 72 ~12,0 kg. 
SKP-S3/240-M08

240

M8 21,0 26,0 60,0 8,5 39,0 16,5 16,5 94,0  12    ~2,3 kg. 72 ~13,8 kg. 
SKP-S3/240-M10 M10 21,0 26,0 60,0 10,5 39,0 16,5 16,5 94,0  12    ~2,3 kg. 72 ~13,8 kg. 
SKP-S3/240-M12/SD M12 21,0 26,0 60,0 13,0 39,0 16,5 16,5 94,0  12    ~2,2 kg. 72 ~13,2 kg. 
SKP-S3/240-M14   M14 21,0 26,0 60,0 15,0 39,0 16,5 16,5 94,0  12    ~2,1 kg. 72 ~12,6 kg. 
SKP-S3/240-M16  M16 21,0 26,0 60,0 17,0 39,0 16,5 16,5 94,0  12    ~2,1 kg. 72 ~12,6 kg. 
SKP-S3/240-M20 M20 21,0 26,0 60,0 21,0 39,0 21,5 19,0 97,0  12    ~2,2 kg. 72 ~13,2 kg. 

THE CABLE LUGS WHICH ARE INDICATED IN BOLD FONT, ARE STANDART PRODUCTS OF Simpa®

SKP-S3 SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS VERY THICK
CABLE ENTRY VERY LONG
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L

SKP-D/006-M05
6

M5 3,8 5,5 10,0 5,3 8,5 6,5 7,5 24,0 600 ~1,9 kg. 3.600 ~11,4 kg.
SKP-D/006-M06/SD M6 3,8 5,5 10,0 6,4 8,5 7,5 8,0 24,0 600 ~1,8 kg. 3.600 ~10,8 kg.
SKP-D/006-M08 M8 3,8 5,5 10,0 8,4 13,0 10,0 10,0 24,0 600 ~1,9 kg. 3.600 ~11,4 kg.
SKP-D/010-M05

10
M5 4,5 6,0 10,0 5,3 9,0 7,0 8,5 27,0 500 ~1,8 kg. 3.000 ~10,8 kg.

SKP-D/010-M06/SD M6 4,5 6,0 10,0 6,4 9,0 7,5 8,5 27,0 500 ~1,7 kg. 3.000 ~10,2 kg.
SKP-D/010-M08 M8 4,5 6,0 10,0 8,4 13,0 10,0 10,0 27,0 500 ~1,8 kg. 3.000 ~10,8 kg.
SKP-D/016-M06

16

M6 5,5 8,5 20,0 6,4 13,0 7,5 8,0 36,0 200 ~2,4 kg. 1.200 ~14,4 kg.
SKP-D/016-M08/SD M8 5,5 8,5 20,0 8,4 13,0 10,0 10,0 36,0 200 ~2,4 kg. 1.200 ~14,4 kg.
SKP-D/016-M10 M10 5,5 8,5 20,0 10,5 17,0 12,0 12,0 36,0 200 ~2,4 kg. 1.200 ~14,4 kg.
SKP-D/016-M12 M12 5,5 8,5 20,0 13,0 18,0 13,0 13,0 36,0 200 ~2,4 kg. 1.200 ~14,4 kg.
SKP-D/025-M06

25

M6 7,0 10,0 20,0 6,4 14,0 7,5 8,0 38,0 175 ~2,6 kg. 1.050 ~15,6 kg.
SKP-D/025-M08/SD M8 7,0 10,0 20,0 8,4 16,0 10,0 10,0 38,0 175 ~2,7 kg. 1.050 ~16,2 kg.
SKP-D/025-M10 M10 7,0 10,0 20,0 10,5 17,0 12,0 12,0 38,0 175 ~2,7 kg. 1.050 ~16,2 kg.
SKP-D/025-M12 M12 7,0 10,0 20,0 13,0 19,0 13,0 13,0 38,0 150 ~2,3 kg. 900 ~13,8 kg.
SKP-D/035-M06

35

M6 8,2 12,5 20,0 6,4 17,0 7,5 8,0 42,0 100 ~2,8 kg. 600 ~16,8 kg.
SKP-D/035-M08 M8 8,2 12,5 20,0 8,4 17,0 10,0 10,0 42,0 100 ~2,8 kg. 600 ~16,8 kg.
SKP-D/035-M10/SD M10 8,2 12,5 20,0 10,5 19,0 12,0 12,0 42,0 100 ~3,0 kg. 600 ~18,0 kg.
SKP-D/035-M12 M12 8,2 12,5 20,0 13,0 21,0 13,0 13,0 42,0 100 ~2,8 kg. 600 ~16,8 kg.
SKP-D/035-M14 M14 8,2 12,5 20,0 15,0 21,0 14,5 14,5 42,0 100 ~2,6 kg. 600 ~15,6 kg.
SKP-D/050-M08

50

M8 10,0 14,5 28,0 8,4 20,0 10,0 10,0 52,0 60 ~2,7 kg. 360 ~16,2 kg.
SKP-D/050-M10/SD M10 10,0 14,5 28,0 10,5 22,0 12,0 12,0 52,0 60 ~2,7 kg. 360 ~16,2 kg.
SKP-D/050-M12 M12 10,0 14,5 28,0 13,0 24,0 13,0 13,0 52,0 60 ~2,7 kg. 360 ~16,2 kg.
SKP-D/050-M14 M14 10,0 14,5 28,0 15,0 24,0 14,5 14,5 52,0 60 ~2,7 kg. 360 ~16,2 kg.
SKP-D/050-M16 M16 10,0 14,5 28,0 17,0 28,0 16,0 16,0 52,0 60 ~2,7 kg. 360 ~16,2 kg.
SKP-D/070-M08

70

M8 11,5 16,5 28,0 8,4 24,0 10,0 10,0 55,0 50 ~3,0 kg. 300 ~18,0 kg.
SKP-D/070-M10/SD M10 11,5 16,5 28,0 10,5 24,0 12,0 12,0 55,0 50 ~3,1 kg. 300 ~18,6 kg.
SKP-D/070-M12 M12 11,5 16,5 28,0 13,0 24,0 13,0 13,0 55,0 50 ~3,0 kg. 300 ~18,0 kg.
SKP-D/070-M14 M14 11,5 16,5 28,0 15,0 24,0 14,5 14,5 55,0 50 ~3,0 kg. 300 ~18,0 kg.
SKP-D/070-M16 M16 11,5 16,5 28,0 17,0 30,0 16,0 16,0 55,0 50 ~3,0 kg. 300 ~18,0 kg.
SKP-D/095-M08

95

M8 13,5 19,0 35,0 8,4 28,0 12,0 12,0 65,0 35 ~3,2 kg. 210 ~19,2 kg.
SKP-D/095-M10 M10 13,5 19,0 35,0 10,5 28,0 12,0 12,0 65,0 35 ~3,2 kg. 210 ~19,2 kg.
SKP-D/095-M12/SD M12 13,5 19,0 35,0 13,0 28,0 13,0 13,0 65,0 35 ~3,1 kg. 210 ~18,6 kg.
SKP-D/095-M14 M14 13,5 19,0 35,0 15,0 28,0 14,5 14,5 65,0 35 ~3,2 kg. 210 ~19,2 kg.
SKP-D/095-M16 M16 13,5 19,0 35,0 17,0 32,0 16,0 16,0 65,0 35 ~3,2 kg. 210 ~19,2 kg.
SKP-D/120-M10

120

M10 15,5 21,0 35,0 10,5 32,0 15,0 16,0 70,0 30 ~3,4 kg. 180 ~20,4 kg.
SKP-D/120-M12/SD M12 15,5 21,0 35,0 13,0 32,0 16,0 17,0 70,0 30 ~3,4 kg. 180 ~20,4 kg.
SKP-D/120-M14 M14 15,5 21,0 35,0 15,0 32,0 18,0 19,0 70,0 30 ~3,4 kg. 180 ~20,4 kg.
SKP-D/120-M16 M16 15,5 21,0 35,0 17,0 32,0 19,0 20,0 70,0 30 ~3,4 kg. 180 ~20,4 kg.
SKP-D/120-M20 M20 15,5 21,0 35,0 21,0 38,0 21,0 22,0 70,0 30 ~3,4 kg. 180 ~20,4 kg.
SKP-D/150-M10

150

M10 17,0 23,5 35,0 10,5 34,0 15,0 16,0 78,0 15 ~2,5 kg. 90 ~15,0 kg.
SKP-D/150-M12/SD M12 17,0 23,5 35,0 13,0 34,0 16,0 17,0 78,0 15 ~2,5 kg. 90 ~15,0 kg.
SKP-D/150-M14 M14 17,0 23,5 35,0 15,0 34,0 19,0 20,0 78,0 15 ~2,5 kg. 90 ~15,0 kg.
SKP-D/150-M16 M16 17,0 23,5 35,0 17,0 34,0 19,0 20,0 78,0 15 ~2,5 kg. 90 ~15,0 kg.
SKP-D/150-M20 M20 17,0 23,5 35,0 21,0 40,0 21,0 22,0 78,0 15 ~2,4 kg. 90 ~14,4 kg.

DIN 46235 TYPE TUBULAR CABLE LUGS

All rights reserved.
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ORDER CODE
CABLE 

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX 

WEIGHT
PARCEL 

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L

SKP-D/185-M10

185

M10 19,0 25,5 40,0 10,5 37,0 15,0 16,0 82,0 12 ~2,3 kg. 72 ~13,8 kg.
SKP-D/185-M12/SD M12 19,0 25,5 40,0 13,0 37,0 16,0 17,0 82,0 12 ~2,3 kg. 72 ~13,8 kg.
SKP-D/185-M14 M14 19,0 25,5 40,0 15,0 37,0 19,0 20,0 82,0 12 ~2,3 kg. 72 ~13,8 kg.
SKP-D/185-M16 M16 19,0 25,5 40,0 17,0 37,0 19,0 20,0 82,0 12 ~2,3 kg. 72 ~13,8 kg.
SKP-D/185-M20 M20 19,0 25,5 40,0 21,0 40,0 21,0 22,0 82,0 12 ~2,2 kg. 72 ~13,2 kg.
SKP-D/240-M12/SD

240

M12 21,5 29,0 40,0 13,0 42,0 16,0 17,0 92,0 8 ~2,2 kg. 48 ~13,2 kg.
SKP-D/240-M14 M14 21,5 29,0 40,0 15,0 42,0 19,0 20,0 92,0 8 ~2,3 kg. 48 ~13,8 kg.
SKP-D/240-M16 M16 21,5 29,0 40,0 17,0 42,0 19,0 20,0 92,0 8 ~2,2 kg. 48 ~13,2 kg.
SKP-D/240-M20 M20 21,5 29,0 40,0 21,0 45,0 21,0 22,0 92,0 8 ~2,2 kg. 48 ~13,2 kg.
SKP-D/300-M14

300
M14 24,5 32,0 50,0 15,0 48,0 19,0 22,0 100,0 8 ~2,7 kg. 48 ~16,2 kg.

SKP-D/300-M16/SD M16 24,5 32,0 50,0 17,0 48,0 19,0 22,0 100,0 8 ~2,7 kg. 48 ~16,2 kg.
SKP-D/300-M20 M20 24,5 32,0 50,0 21,0 48,0 22,0 22,0 100,0 8 ~2,7 kg. 48 ~16,2 kg.
SKP-D/400-M14

400
M14 27,5 38,5 70,0 15,0 55,0 25,0 25,0 115,0 5 ~3,4 kg. 30 ~20,4 kg.

SKP-D/400-M16/SD M16 27,5 38,5 70,0 17,0 55,0 25,0 25,0 115,0 5 ~3,3 kg. 30 ~19,8 kg.
SKP-D/400-M20 M20 27,5 38,5 70,0 21,0 55,0 25,0 25,0 115,0 5 ~3,2 kg. 30 ~19,2 kg.
SKP-D/500-M16

500
M16 31,0 42,0 70,0 17,0 60,0 25,0 25,0 125,0 4 ~3,4 kg. 24 ~20,4 kg.

SKP-D/500-M20/SD M20 31,0 42,0 70,0 21,0 60,0 25,0 25,0 125,0 4 ~3,3 kg. 24 ~19,8 kg.
SKP-D/625-M16

625
M16 34,5 44,0 80,0 17,0 60,0 25,0 25,0 135,0 3 ~2,6 kg. 18 ~15,6 kg.

SKP-D/625-M20/SD M20 34,5 44,0 80,0 21,0 60,0 25,0 25,0 135,0 3 ~2,5 kg. 18 ~15,0 kg.
SKP-D/800-M16

800
M16 40,0 52,0 100,0 17,0 75,0 30,0 30,0 165,0 4 ~6,2 kg. 8 ~12,4 kg.

SKP-D/800-M20/SD M20 40,0 52,0 100,0 21,0 75,0 30,0 30,0 165,0 4 ~6,0 kg. 8 ~12,0 kg.
SKP-D/1000-M16

1000
M16 44,0 58,0 100,0 17,0 85,0 30,0 30,0 165,0 4 ~8,0 kg. 24 ~48,0 kg.

SKP-D/1000-M20/SD M20 44,0 58,0 100,0 21,0 85,0 30,0 30,0 165,0 4 ~7,4 kg. 24 ~44,4 kg.

THE CABLE LUGS WHICH ARE INDICATED IN BOLD FONT, ARE STANDART PRODUCTS OF Simpa®

SKP-D SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
CONFORMED TO DIN 46235
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b L K

SKP-D1/001.5-M03

1,5

M3 1,6 4,0 5,0 3,2 6,0 11,0 0,8 1.000 0,6 kg. 6000 ~3,6 kg.
SKP-D1/001.5-M04 M4 1,6 4,0 5,0 4,3 8,0 12,0 0,8 1.000 0,7 kg. 6000 ~4,2 kg.
SKP-D1/001.5-M05 M5 1,6 4,0 5,0 5,3 10,0 13,0 0,8 1.000 0,8 kg. 6000 ~4,8 kg.
SKP-D1/001.5-M06 M6 1,6 4,0 5,0 6,5 11,0 15,0 0,8 1.000 0,7 kg. 6000 ~4,2 kg.
SKP-D1/001.5-M08 M8 1,6 4,0 5,0 8,4 14,0 17,0 0,8 1.000 1,3 kg. 6000 ~7,8 kg.
SKP-D1/001.5-M10 M10 1,6 4,0 5,0 10,5 18,0 19,0 0,8 1.000 1,8 kg. 6000 ~10,8 kg.
SKP-D1/002.5-M03

2,5

M3 2,3 4,5 5,0 3,2 6,0 11,0 0,8 1.000 0,7 kg. 6000 ~4,2 kg.
SKP-D1/002.5-M04 M4 2,3 4,5 5,0 4,3 8,0 12,0 0,8 1.000 0,8 kg. 6000 ~4,8 kg.
SKP-D1/002.5-M05 M5 2,3 4,5 5,0 5,3 10,0 14,0 0,8 1.000 1,0 kg. 6000 ~6,0 kg.
SKP-D1/002.5-M06 M6 2,3 4,5 5,0 6,5 11,0 16,0 0,8 1.000 1,1 kg. 6000 ~6,6 kg.
SKP-D1/002.5-M08 M8 2,3 4,5 5,0 8,4 14,0 17,0 0,8 1.000 1,3 kg. 6000 ~7,8 kg.
SKP-D1/002.5-M10 M10 2,3 4,5 5,0 10,5 17,0 19,5 0,8 1.000 1,9 kg. 6000 ~11,4 kg.
SKP-D1/002.5-M12 M12 2,3 4,5 5,0 13,0 17,0 20,0 0,8 1.000 1,7 kg. 6000 ~10,2 kg.
SKP-D1/006-M04

6

M4 3,6 6,0 6,0 4,3 8,0 14,0 1,0 1.000 1,4 kg. 6000 ~8,4 kg.
SKP-D1/006-M05 M5 3,6 6,0 6,0 5,3 10,0 15,0 1,0 1.000 1,6 kg. 6000 ~9,6 kg.
SKP-D1/006-M06 M6 3,6 6,0 6,0 6,5 11,0 16,0 1,0 1.000 1,7 kg. 6000 ~10,2 kg.
SKP-D1/006-M08 M8 3,6 6,0 6,0 8,4 14,0 19,0 1,0 500 1,1 kg. 3000 ~6,6 kg.
SKP-D1/006-M10 M10 3,6 6,0 6,0 10,5 18,0 21,0 1,0 500 1,4 kg. 3000 ~8,4 kg.
SKP-D1/006-M12 M12 3,6 6,0 6,0 13,0 18,0 21,0 1,0 500 1,4 kg. 3000 ~8,4 kg.
SKP-D1/010-M05

10

M5 4,5 8,0 8,0 5,3 10,0 16,0 1,1 500 1,2 kg. 3000 ~7,2 kg.
SKP-D1/010-M06 M6 4,5 8,0 8,0 6,5 11,0 17,0 1,1 500 1,3 kg. 3000 ~7,8 kg.
SKP-D1/010-M08 M8 4,5 8,0 8,0 8,4 14,0 20,0 1,1 500 1,5 kg. 3000 ~9,0 kg.
SKP-D1/010-M10 M10 4,5 8,0 8,0 10,5 18,0 21,0 1,1 500 1,8 kg. 3000 ~10,8 kg.
SKP-D1/010-M12 M12 4,5 8,0 8,0 13,0 22,0 23,0 1,1 250 1,1 kg. 1500 ~6,6 kg.
SKP-D1/016-M05

16

M5 5,8 10,5 10,0 5,3 11,0 20,0 1,2 500 1,9 kg. 3000 ~11,4 kg.
SKP-D1/016-M06 M6 5,8 10,5 10,0 6,5 11,0 20,0 1,2 500 2,0 kg. 3000 ~12,0 kg.
SKP-D1/016-M08 M8 5,8 10,5 10,0 8,4 14,0 22,0 1,2 250 1,1 kg. 1500 ~6,6 kg.
SKP-D1/016-M10 M10 5,8 10,5 10,0 10,5 18,0 24,0 1,2 200 1,3 kg. 1500 ~7,5 kg.
SKP-D1/016-M12 M12 5,8 10,5 10,0 13,0 22,0 26,0 1,2 200 1,2 kg. 1200 ~7,2 kg.
SKP-D1/025-M05

25

M5 7,5 12,0 11,0 5,3 12,0 25,0 1,5 200 1,4 kg. 1200 ~8,4 kg.
SKP-D1/025-M06 M6 7,5 12,0 11,0 6,5 12,0 25,0 1,5 200 1,2 kg. 1200 ~7,2 kg.
SKP-D1/025-M08 M8 7,5 12,0 11,0 8,4 16,0 25,0 1,5 200 1,6 kg. 1200 ~9,6 kg.
SKP-D1/025-M10 M10 7,5 12,0 11,0 10,5 18,0 26,0 1,5 200 1,7 kg. 1200 ~10,2 kg.
SKP-D1/025-M12 M12 7,5 12,0 11,0 13,0 22,0 31,0 1,5 100 1,0 kg. 600 ~6,0 kg.
SKP-D1/025-M14 M14 7,5 12,0 11,0 15,0 22,0 35,0 1,5 100 0,9 kg. 600 ~5,4 kg.
SKP-D1/025-M16 M16 7,5 12,0 11,0 17,0 28,0 35,0 1,5 100 0,9 kg. 600 ~5,4 kg.
SKP-D1/035-M06

35

M6 9,0 15,0 12,0 6,5 15,0 26,0 1,6 200 2,0 kg. 1200 ~12,0 kg.
SKP-D1/035-M08 M8 9,0 15,0 12,0 8,4 16,0 26,0 1,6 200 2,0 kg. 1200 ~12,0 kg.
SKP-D1/035-M10 M10 9,0 15,0 12,0 10,5 18,0 27,0 1,6 100 1,0 kg. 600 ~6,0 kg.
SKP-D1/035-M12 M12 9,0 15,0 12,0 13,0 22,0 31,0 1,6 100 1,2 kg. 600 ~7,2 kg.
SKP-D1/035-M14 M14 9,0 15,0 12,0 15,0 22,0 31,0 1,6 100 1,4 kg. 600 ~8,4 kg.
SKP-D1/035-M16 M16 9,0 15,0 12,0 17,0 28,0 36,0 1,6 100 1,5 kg. 600 ~9,0 kg.

DIN 46234 TYPE CABLE LUGS

All rights reserved.
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SKP-D1/050-M06

50

M6 11,0 17,0 16,0 6,5 18,0 34,0 1,8 100 1,8 kg. 600 ~10,8 kg.
SKP-D1/050-M08 M8 11,0 17,0 16,0 8,4 18,0 34,0 1,8 100 1,8 kg. 600 ~10,8 kg.
SKP-D1/050-M10 M10 11,0 17,0 16,0 10,5 18,0 34,0 1,8 100 1,7 kg. 600 ~10,2 kg.
SKP-D1/050-M12 M12 11,0 17,0 16,0 13,0 22,0 36,0 1,8 100 2,0 kg. 600 ~12,0 kg.
SKP-D1/050-M14 M14 11,0 17,0 16,0 15,0 22,0 36,0 1,8 100 2,0 kg. 600 ~12,0 kg.
SKP-D1/050-M16 M16 11,0 17,0 16,0 17,0 28,0 40,0 1,8 50 1,1 kg. 300 ~6,6 kg.
SKP-D1/070-M06

70

M6 13,0 21,0 18,0 6,5 22,0 38,0 2,0 50 1,4 kg. 300 ~8,4 kg.
SKP-D1/070-M08 M8 13,0 21,0 18,0 8,4 22,0 38,0 2,0 50 1,3 kg. 300 ~7,8 kg.
SKP-D1/070-M10 M10 13,0 21,0 18,0 10,5 22,0 38,0 2,0 50 1,3 kg. 300 ~7,8 kg.
SKP-D1/070-M12 M12 13,0 21,0 18,0 13,0 22,0 38,0 2,0 50 1,3 kg. 300 ~7,8 kg.
SKP-D1/070-M14 M14 13,0 21,0 18,0 15,0 22,0 38,0 2,0 50 1,3 kg. 300 ~7,8 kg.
SKP-D1/070-M16 M16 13,0 21,0 18,0 17,0 28,0 42,0 2,0 50 1,4 kg. 300 ~8,4 kg.
SKP-D1/095-M06

95

M6 15,0 23,0 20,0 6,5 24,0 42,0 2,5 50 2,1 kg. 300 ~12,6 kg.
SKP-D1/095-M08 M8 15,0 23,0 20,0 8,4 24,0 42,0 2,5 50 2,0 kg. 300 ~12,0 kg.
SKP-D1/095-M10 M10 15,0 23,0 20,0 10,5 24,0 42,0 2,5 50 2,0 kg. 300 ~12,0 kg.
SKP-D1/095-M12 M12 15,0 23,0 20,0 13,0 24,0 42,0 2,5 50 2,0 kg. 300 ~12,0 kg.
SKP-D1/095-M14 M14 15,0 23,0 20,0 15,0 24,0 42,0 2,5 50 2,0 kg. 300 ~12,0 kg.
SKP-D1/095-M16 M16 15,0 23,0 20,0 17,0 28,0 44,0 2,5 25 1,1 kg. 150 ~6,6 kg.
SKP-D1/120-M06

120

M6 16,5 24,0 22,0 6,5 24,0 44,0 3,0 25 1,4 kg. 150 ~8,4 kg.
SKP-D1/120-M08 M8 16,5 24,0 22,0 8,4 24,0 44,0 3,0 25 1,5 kg. 150 ~9,0 kg.
SKP-D1/120-M10 M10 16,5 24,0 22,0 10,5 24,0 44,0 3,0 25 1,4 kg. 150 ~8,4 kg.
SKP-D1/120-M12 M12 16,5 24,0 22,0 13,0 24,0 44,0 3,0 25 1,4 kg. 150 ~8,4 kg.
SKP-D1/120-M14 M14 16,5 24,0 22,0 15,0 24,0 44,0 3,0 25 1,5 kg. 150 ~9,0 kg.
SKP-D1/120-M16 M16 16,5 24,0 22,0 17,0 28,0 48,0 3,0 25 1,5 kg. 150 ~9,0 kg.
SKP-D1/150-M10

150

M10 19,0 28,0 24,0 10,5 30,0 50,0 3,2 20 1,7 kg. 120 ~10,2 kg.
SKP-D1/150-M12 M12 19,0 28,0 24,0 13,0 30,0 50,0 3,2 20 1,6 kg. 120 ~9,6 kg.
SKP-D1/150-M14 M14 19,0 28,0 24,0 15,0 30,0 50,0 3,2 20 1,7 kg. 120 ~10,2 kg.
SKP-D1/150-M16 M16 19,0 28,0 24,0 17,0 30,0 50,0 3,2 20 1,6 kg. 120 ~10,2 kg.
SKP-D1/185-M10

185

M10 21,0 33,0 28,0 10,5 36,0 50,0 3,5 20 2,2 kg. 120 ~13,2 kg.
SKP-D1/185-M12 M12 21,0 33,0 28,0 13,0 36,0 50,0 3,5 20 2,2 kg. 120 ~13,2 kg.
SKP-D1/185-M14 M14 21,0 33,0 28,0 15,0 36,0 50,0 3,5 20 1,8 kg. 120 ~10,8 kg.
SKP-D1/185-M16 M16 21,0 33,0 28,0 17,0 36,0 50,0 3,5 20 1,7 kg. 120 ~10,2 kg.
SKP-D1/240-M10

240

M10 23,5 36,0 32,0 10,5 38,0 56,0 4,0 10 1,6 kg. 60 ~9,6 kg.
SKP-D1/240-M12 M12 23,5 36,0 32,0 13,0 38,0 56,0 4,0 10 1,5 kg. 60 ~9,0 kg.
SKP-D1/240-M14 M14 23,5 36,0 32,0 15,0 38,0 56,0 4,0 10 1,6 kg. 60 ~9,6 kg.
SKP-D1/240-M16 M16 23,5 36,0 32,0 17,0 38,0 56,0 4,0 10 1,5 kg. 60 ~9,0 kg.

SKP-D1 SPECIFICATIONS
METERIAL E-CU COPPER
COATING TIN PLATED
JOINT CLAMP COUPLING
CONFORMED TO DIN 46234



22

ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L

SKP-DG/035-M06 35 M6 8,5 12,0 17,0 6,5 15,0 7,5 7,5 32,0 150 ~2,7 kg. 900  ~16,2 kg. 
SKP-DG/050-M06

50
M6 10,0 14,0 19,0 6,5 15,0 10,0 10,0 37,0 100 ~2,9 kg. 600  ~17,4 kg. 

SKP-DG/050-M08 M8 10,0 14,0 19,0 8,5 17,0 10,0 10,0 37,0 100 ~2,8 kg. 600  ~16,8 kg. 
SKP-DG/050-M10 M10 10,0 14,0 19,0 10,5 19,0 11,5 12,0                    39,0 100 ~3,1 kg. 600  ~18,6 kg. 
SKP-DG/070-M06

70

M6 12,0 16,5 21,0 6,5 17,0 10,0 10,0 43,0 80 ~3,4 kg. 480  ~20,4 kg. 
SKP-DG/070-M08 M8 12,0 16,5 21,0 8,5 17,0 10,0 10,0 43,0 80 ~3,3 kg. 480  ~19,8 kg. 
SKP-DG/070-M10 M10 12,0 16,5 21,0 10,5 19,0 11,5 12,0 44,0 80 ~3,6 kg. 480  ~21,6 kg. 
SKP-DG/070-M12 M12 12,0 16,5 21,0 13,0 19,0 13,0 13,0 46,0 80 ~3,4 kg. 480  ~20,4 kg. 
SKP-DG/095-M06

95

M6 13,5 18,0 25,0 6,5 19,0 11,5 12,0 48,0 60 ~3,3 kg. 360  ~19,8 kg. 
SKP-DG/095-M08 M8 13,5 18,0 25,0 8,5 19,0 11,5 12,0 48,0 60 ~3,3 kg. 360  ~19,8 kg. 
SKP-DG/095-M10 M10 13,5 18,0 25,0 10,5 19,0 11,5 12,0 48,0 60 ~3,1 kg. 360  ~18,6 kg. 
SKP-DG/095-M12 M12 13,5 18,0 25,0 13,0 19,0 13,0 13,0 49,0 60 ~3,1 kg. 360  ~18,6 kg. 
SKP-DG/120-M06

120

M6 15,0 19,5 26,0 6,5 19,0 11,5 14,0 51,0 50 ~3,1 kg. 300  ~18,6 kg. 
SKP-DG/120-M08 M8 15,0 19,5 26,0 8,5 19,0 11,5 14,0 51,0 50 ~3,0 kg. 300  ~18,0 kg. 
SKP-DG/120-M10 M10 15,0 19,5 26,0 10,5 19,0 11,5 14,0 51,0 50 ~2,9 kg. 300  ~17,4 kg. 
SKP-DG/120-M12 M12 15,0 19,5 26,0 13,0 19,0 14,0 14,0 51,0 50 ~3,0 kg. 300  ~18,0 kg. 
SKP-DG/150-M06

150

M6 16,5 21,0 30,0 6,5 19,0 11,5 14,0 56,0 40 ~2,7 kg. 240  ~16,2 kg. 
SKP-DG/150-M08 M8 16,5 21,0 30,0 8,5 19,0 11,5 14,0 56,0 40 ~2,7 kg. 240  ~16,2 kg. 
SKP-DG/150-M10 M10 16,5 21,0 30,0 10,5 19,0 11,5 14,0 56,0 40 ~2,7 kg. 240  ~16,2 kg. 
SKP-DG/150-M12 M12 16,5 21,0 30,0 13,0 19,0 15,0 15,0 57,0 40 ~2,9 kg. 240  ~17,4 kg. 
SKP-DG/185-M10

185
M10 19,0 24,0 30,0 10,5 24,5 11,5 18,0 65,0 25 ~2,7 kg. 150  ~16,2 kg. 

SKP-DG/185-M12 M12 19,0 24,0 30,0 13,0 31,0 18,0 18,0 65,0 25 ~2,8 kg. 150  ~16,8 kg. 
SKP-DG/185-M16 M16 19,0 24,0 30,0 17,0 31,0 18,0 18,0 65,0 25 ~2,4 kg. 150  ~14,4 kg. 
SKP-DG/240-M10

240
M10 21,0 26,0 35,0 10,5 31,0 11,5 19,0 72,0 20 ~2,5 kg. 120  ~15,0 kg. 

SKP-DG/240-M12 M12 21,0 26,0 35,0 13,0 31,0 21,5 19,0 72,0 20 ~2,8 kg. 120  ~16,8 kg. 
SKP-DG/240-M16 M16 21,0 26,0 35,0 17,0 31,0 21,5 19,0 72,0 20 ~2,7 kg. 120  ~16,2 kg. 
SKP-DG/300-M10

300
M10 23,5 29,5 44,0 10,5 31,0 11,5 24,0 87,0 10 ~2,0 kg. 60  ~12,0 kg. 

SKP-DG/300-M12 M12 23,5 29,5 44,0 13,0 31,0 24,0 24,0 87,0 10 ~2,3 kg. 60  ~13,8 kg. 
SKP-DG/300-M16 M16 23,5 29,5 44,0 17,0 31,0 24,0 24,0 87,0 10 ~2,3 kg. 60  ~13,8 kg. 

TUBULAR CABLE LUGS 
FOR SWITCH GEAR CONNECTORS

SKP-DG SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING / FOR REDUCED CONNECTING
THICKNESS VERY THICK
CABLE ENTRY VERY LONG

UPON REQUEST, IT IS AVAILABLE IN 45 & 90 DEGREES.

All rights reserved.
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ORDER CODE CABLE SECTION
(mm) BOLT

DIMENSIONS BOX
PCS.

BOX
WEIGHT

d1 d4 a d2 b c1 L3

SKP-L90-S/010-M05 10 M5 4,5 6,5 11,5 5,5 12,0 5,5 7,0 400 ~1,9 kg.

SKP-L90-S/016-M06 16 M6 5,5 7,5 13,0 6,5 12,0 5,5 6,5 300 ~2,3 kg.

SKP-L90-S/025-M08 25 M8 7,0 9,5 17,5 8,5 13,5 6,8 9,2 200 ~2,6 kg.

SKP-L90-S/035-M08 35 M8 8,5 11,0 20,0 8,5 16,0 8,3 9,7 150 ~1,8 kg.

SKP-L90-S/050-M10 50 M10 10,0 13,0 22,5 10,5 19,0 10,0 12,0 100 ~2,1 kg.

SKP-L90-S/070-M10 70 M10 11,5 14,5 24,0 10,5 21,5 10,0 12,0 80 ~1,9 kg.

SKP-L90-S/095-M12 95 M12 13,5 16,5 27,0 13,0 25,0 10,0 12,0 40 ~1,9 kg.

SKP-L90-S/120-M12 120 M12 14,5 18,0 30,0 13,0 29,0 13,0 14,5 30 ~1,9 kg.

SKP-L90-S/150-M12 150 M12 16,5 21,0 30,0 13,0 31,0 14,0 17,0 25 ~2,2 kg.

SKP-L90-S/185-M12 185 M12 18,5 23,0 34,5 13,0 37,0 17,0 18,0 20 ~2,6 kg.

SKP-L90-S/240-M12 240 M12 21,0 26,0 35,0 13,0 41,0 17,0 18,0 15 ~2,4 kg.

ORDER CODE CABLE SECTION
(mm) BOLT

DIMENSIONS BOX
PCS.

BOX
WEIGHT

d1 d4 a d2 b c1 L3

SKP-L45-S/010-M05 10 M5 4,5 6,5 11,5 5,5 12,0 5,5 7,0 700 ~1,9 kg.

SKP-L45-S/016-M06 16 M6 5,5 7,5 13,0 6,5 12,0 5,5 6,5 500 ~2,1 kg.

SKP-L45-S/025-M08 25 M8 7,0 9,5 17,5 8,5 13,5 6,8 9,2 200 ~2,5 kg.

SKP-L45-S/035-M08 35 M8 8,5 11,0 20,0 8,5 16,0 8,3 9,7 125 ~2,1 kg.

SKP-L45-S/050-M10 50 M10 10,0 13,0 22,5 10,5 19,0 10,0 12,0 80 ~2,2 kg.

SKP-L45-S/070-M10 70 M10 11,5 14,5 24,0 10,5 21,5 10,0 12,0 60 ~2,1 kg.

SKP-L45-S/095-M12 95 M12 13,5 16,5 27,0 13,0 25,0 10,0 12,0 40 ~1,9 kg.

SKP-L45-S/120-M12 120 M12 14,5 18,0 30,0 13,0 29,0 13,0 14,5 30 ~1,9 kg.

SKP-L45-S/150-M12 150 M12 16,5 21,0 30,0 13,0 31,0 14,0 17,0 25 ~2,4 kg.

SKP-L45-S/185-M12 185 M12 18,5 23,0 34,5 13,0 37,0 17,0 18,0 20 ~2,4 kg.

SKP-L45-S/240-M12 240 M12 21,0 26,0 35,0 13,0 41,0 17,0 18,0 15 ~2,5 kg.

STANDARD TYPE 90° TUBULAR CABLE LUGS

STANDARD TYPE 45° TUBULAR CABLE LUGS

All rights reserved.

All rights reserved.
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EUROPE TYPE (S1) 90° ANGULAR CABLE LUGS

ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 L3

SKP-L90-S1/006-M05

6
M5 3,5 6,5 13,0 5,5 10,0 7,5 9,0 500 ~3,2 kg. 3.000  ~19,2 kg 

SKP-L90-S1/006-M06 M6 3,5 6,5 13,0 6,5 12,0 7,5 10,0 500 ~3,3 kg. 3.000  ~19,8 kg 
SKP-L90-S1/006-M08 M8 3,5 6,5 13,0 8,5 14,0 10,0 13,0 500 ~3,3 kg. 3.000  ~19,8 kg 
SKP-L90-S1/010-M05

10
M5 4,5 7,5 14,0 5,5 12,0 6,5 10,0 400 ~2,4 kg. 2.400  ~14,4 kg 

SKP-L90-S1/010-M06 M6 4,5 7,5 14,0 6,5 12,0 6,5 10,0 400 ~2,3 kg. 2.400  ~13,8 kg 
SKP-L90-S1/010-M08 M8 4,5 7,5 14,0 8,5 15,0 10,0 13,0 300 ~2,0 kg. 1.800  ~12,0 kg 
SKP-L90-S1/016-M05

16

M5 5,5 8,5 17,0 5,5 12,0 7,5 10,0 300 ~3,3 kg. 1.800  ~19,8 kg 
SKP-L90-S1/016-M06 M6 5,5 8,5 17,0 6,5 12,0 7,5 11,0 300 ~3,4 kg. 1.800  ~20,4 kg 
SKP-L90-S1/016-M08 M8 5,5 8,5 17,0 8,5 15,0 10,0 13,0 250 ~3,0 kg. 1.500  ~18,0 kg 
SKP-L90-S1/016-M10 M10 5,5 8,5 17,0 10,5 17,0 12,0 15,0 250 ~2,9 kg. 1.500  ~17,4 kg 
SKP-L90-S1/025-M05

25

M5 7,0 10,0 19,0 5,5 14,0 7,5 11,0 200 ~3,3 kg. 1.200  ~19,8 kg 
SKP-L90-S1/025-M06 M6 7,0 10,0 19,0 6,5 14,0 7,5 11,0 200 ~3,3 kg. 1.200  ~19,8 kg 
SKP-L90-S1/025-M08 M8 7,0 10,0 19,0 8,5 16,0 10,0 13,0 200 ~3,2 kg. 1.200  ~19,2 kg 
SKP-L90-S1/025-M10 M10 7,0 10,0 19,0 10,5 18,0 12,0 15,0 150 ~2,6 kg. 900  ~15,6 kg 
SKP-L90-S1/025-M12 M12 7,0 10,0 19,0 13,0 19,0 13,0 18,0 150 ~2,3 kg. 900  ~13,8 kg 
SKP-L90-S1/035-M06

35

M6 8,5 12,0 23,0 6,5 17,0 7,5 11,0 125 ~3,0 kg. 750  ~18,0 kg 
SKP-L90-S1/035-M08 M8 8,5 12,0 23,0 8,5 17,0 10,0 13,0 100 ~2,5 kg. 600  ~15,0 kg 
SKP-L90-S1/035-M10 M10 8,5 12,0 23,0 10,5 19,0 12,0 15,0 100 ~2,7 kg. 600  ~16,2 kg 
SKP-L90-S1/035-M12 M12 8,5 12,0 23,0 13,0 21,0 13,0 18,0 100 ~2,7 kg. 600  ~16,2 kg 
SKP-L90-S1/050-M06

50

M6 10,0 14,0 25,0 6,5 20,0 10,0 13,0 80 ~3,0 kg. 480  ~18,0 kg 
SKP-L90-S1/050-M08 M8 10,0 14,0 25,0 8,5 20,0 10,0 13,0 80 ~3,0 kg. 480  ~18,0 kg 
SKP-L90-S1/050-M10 M10 10,0 14,0 25,0 10,5 20,0 12,0 16,0 70 ~2,8 kg. 420  ~16,8 kg 
SKP-L90-S1/050-M12 M12 10,0 14,0 25,0 13,0 23,0 13,0 18,0 70 ~2,8 kg. 420  ~16,8 kg 
SKP-L90-S1/070-M06

70

M6 12,0 16,5 29,0 6,5 23,0 10,0 13,0 60 ~3,2 kg. 360  ~19,2 kg 
SKP-L90-S1/070-M08 M8 12,0 16,5 29,0 8,5 23,0 10,0 14,0 60 ~3,1 kg. 360  ~18,6 kg 
SKP-L90-S1/070-M10 M10 12,0 16,5 29,0 10,5 23,0 12,0 16,0 50 ~2,9 kg. 300  ~17,4 kg 
SKP-L90-S1/070-M12 M12 12,0 16,5 29,0 13,0 23,0 13,0 18,0 50 ~2,7 kg. 300  ~16,2 kg 
SKP-L90-S1/095-M08

95

M8 13,5 18,0 33,0 8,5 26,0 12,0 14,0 40 ~2,7 kg. 240  ~16,2 kg 
SKP-L90-S1/095-M10 M10 13,5 18,0 33,0 10,5 26,0 12,0 17,0 40 ~2,8 kg. 240  ~16,8 kg 
SKP-L90-S1/095-M12 M12 13,5 18,0 33,0 13,0 26,0 13,0 18,0 40 ~2,8 kg. 240  ~16,8 kg 
SKP-L90-S1/095-M16 M16 13,5 18,0 33,0 17,0 28,0 16,0 22,0 35 ~2,5 kg. 210  ~15,0 kg 
SKP-L90-S1/120-M08

120

M8 15,0 19,5 36,0 8,5 28,0 14,0 16,0 30 ~2,4 kg. 180  ~14,4 kg 
SKP-L90-S1/120-M10 M10 15,0 19,5 36,0 10,5 28,0 14,0 17,0 30 ~2,4 kg. 180  ~14,4 kg 
SKP-L90-S1/120-M12 M12 15,0 19,5 36,0 13,0 28,0 14,0 18,0 30 ~2,4 kg. 180  ~14,4 kg 
SKP-L90-S1/120-M16 M16 15,0 19,5 36,0 17,0 30,0 16,0 22,0 25 ~1,8 kg. 150  ~10,8 kg 
SKP-L90-S1/150-M08

150

M8 16,5 21,0 40,0 8,5 31,0 14,0 16,0 25 ~2,2 kg. 150  ~13,2 kg 
SKP-L90-S1/150-M10 M10 16,5 21,0 40,0 10,5 31,0 14,0 17,0 25 ~2,2 kg. 150  ~13,2 kg 
SKP-L90-S1/150-M12 M12 16,5 21,0 40,0 13,0 31,0 15,0 18,0 25 ~2,2 kg. 150  ~13,2 kg 
SKP-L90-S1/150-M16 M16 16,5 21,0 40,0 17,0 31,0 16,0 22,0 20 ~1,8 kg. 120  ~10,8 kg 
SKP-L90-S1/150-M20 M20 16,5 21,0 40,0 21,0 36,0 22,0 24,0 20 ~1,8 kg. 120  ~10,8 kg 

All rights reserved.
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 L3

SKP-L90-S1/185-M10

185

M10 19,0 24,0 42,0 10,5 35,0 18,0 22,0 20 ~3,0 kg. 120 ~18,0 kg. 
SKP-L90-S1/185-M12 M12 19,0 24,0 42,0 13,0 35,0 18,0 22,0 20 ~2,9 kg. 120 ~17,4 kg. 
SKP-L90-S1/185-M16 M16 19,0 24,0 42,0 17,0 35,0 18,0 22,0 15 ~2,8 kg. 90 ~16,8 kg. 
SKP-L90-S1/185-M20 M20 19,0 24,0 42,0 21,0 39,0 22,0 24,0 15 ~2,8 kg. 90 ~16,8 kg. 
SKP-L90-S1/240-M10

240

M10 21,0 26,0 45,0 10,5 39,0 21,5 22,0 15 ~2,4 kg. 90 ~14,4 kg. 
SKP-L90-S1/240-M12 M12 21,0 26,0 45,0 13,0 39,0 21,5 22,0 15 ~2,4 kg. 90 ~14,4 kg. 
SKP-L90-S1/240-M16 M16 21,0 26,0 45,0 17,0 39,0 21,5 22,0 10 ~1,6 kg. 60 ~9,6 kg. 
SKP-L90-S1/240-M20 M20 21,0 26,0 45,0 21,0 39,0 21,5 24,0 10 ~1,6 kg. 60 ~9,6 kg. 
SKP-L90-S1/300-M12

300
M12 23,5 29,5 56,0 13,0 43,0 24,0 24,0 8 ~1,9 kg. 48 ~11,4 kg. 

SKP-L90-S1/300-M16 M16 23,5 29,5 56,0 17,0 43,0 24,0 24,0 8 ~1,8 kg. 48 ~10,8 kg. 
SKP-L90-S1/300-M20 M20 23,5 29,5 56,0 21,0 43,0 24,0 24,0 8 ~1,8 kg. 48 ~10,8 kg. 
SKP-L90-S1/400-M12

400
M12 27,0 34,0 60,0 13,0 49,0 24,0 24,0 6 ~2,0 kg. 36 ~12,0 kg. 

SKP-L90-S1/400-M16 M16 27,0 34,0 60,0 17,0 49,0 24,0 24,0 6 ~1,9 kg. 36 ~11,4 kg. 
SKP-L90-S1/400-M20 M20 27,0 34,0 60,0 21,0 49,0 24,0 24,0 6 ~1,9 kg. 36 ~11,4 kg. 
SKP-L90-S1/500-M12

500
M12 30,0 38,0 47,0 13,0 56,0 24,0 24,0 6 ~2,7 kg. 36 ~16,2 kg. 

SKP-L90-S1/500-M16 M16 30,0 38,0 47,0 17,0 56,0 24,0 24,0 6 ~2,7 kg. 36 ~16,2 kg. 
SKP-L90-S1/500-M20 M20 30,0 38,0 47,0 21,0 56,0 24,0 24,0 6 ~2,7 kg. 36 ~16,2 kg. 

SKP-L90-S1 SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS VERY THICK
CABLE ENTRY LONG
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EUROPE TYPE (S1) 45° ANGULAR CABLE LUGS

ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 L3

SKP-L45-S1/006-M05

6
M5 3,5 6,5 9,0 5,5 10,0 7,5 9,0 600 ~3,6 kg. 3.600 ~21,6 kg. 

SKP-L45-S1/006-M06 M6 3,5 6,5 9,0 6,5 12,0 7,5 10,0 600 ~3,7 kg. 3.600 ~22,2 kg. 
SKP-L45-S1/006-M08 M8 3,5 6,5 9,0 8,5 14,0 10,0 13,0 600 ~3,8 kg. 3.600 ~22,8 kg. 
SKP-L45-S1/010-M05

10
M5 4,5 7,5 10,0 5,5 12,0 6,5 10,0 500 ~2,4 kg. 3.000 ~14,4 kg. 

SKP-L45-S1/010-M06 M6 4,5 7,5 10,0 6,5 12,0 6,5 10,0 500 ~2,8 kg. 3.000 ~16,8 kg. 
SKP-L45-S1/010-M08 M8 4,5 7,5 10,0 8,5 15,0 10,0 13,0 400 ~3,6 kg. 2.400 ~21,6 kg. 
SKP-L45-S1/016-M05

16

M5 5,5 8,5 13,0 5,5 12,0 7,5 10,0 300 ~3,1 kg. 1.800 ~18,6 kg. 
SKP-L45-S1/016-M06 M6 5,5 8,5 13,0 6,5 12,0 7,5 11,0 300 ~3,1 kg. 1.800 ~18,6 kg. 
SKP-L45-S1/016-M08 M8 5,5 8,5 13,0 8,5 15,0 10,0 13,0 250 ~2,9 kg. 1.500 ~17,4 kg. 
SKP-L45-S1/016-M10 M10 5,5 8,5 13,0 10,5 17,0 12,0 15,0 200 ~3,2 kg. 1.200 ~19,2 kg. 
SKP-L45-S1/025-M05

25

M5 7,0 10,0 15,0 5,5 14,0 7,5 11,0 200 ~3,9 kg. 1.200 ~23,4 kg. 
SKP-L45-S1/025-M06 M6 7,0 10,0 15,0 6,5 14,0 7,5 11,0 200 ~2,8 kg. 1.200 ~16,8 kg. 
SKP-L45-S1/025-M08 M8 7,0 10,0 15,0 8,5 16,0 10,0 13,0 200 ~3,0 kg. 1.200 ~18,0 kg. 
SKP-L45-S1/025-M10 M10 7,0 10,0 15,0 10,5 18,0 12,0 15,0 150 ~2,5 kg. 900 ~15,0 kg. 
SKP-L45-S1/025-M12 M12 7,0 10,0 15,0 13,0 19,0 13,0 18,0 150 ~2,5 kg. 900 ~15,0 kg. 
SKP-L45-S1/035-M06

35

M6 8,5 12,0 17,0 6,5 17,0 7,5 11,0 125 ~3,0 kg. 750 ~18,0 kg. 
SKP-L45-S1/035-M08 M8 8,5 12,0 17,0 8,5 17,0 10,0 13,0 125 ~3,0 kg. 750 ~18,0 kg. 
SKP-L45-S1/035-M10 M10 8,5 12,0 17,0 10,5 19,0 12,0 15,0 100 ~2,5 kg. 600 ~15,0 kg. 
SKP-L45-S1/035-M12 M12 8,5 12,0 17,0 13,0 21,0 13,0 18,0 80 ~2,4 kg. 480 ~14,4 kg. 
SKP-L45-S1/050-M06

50

M6 10,0 14,0 19,0 6,5 20,0 10,0 13,0 80 ~2,9 kg. 480 ~17,4 kg. 
SKP-L45-S1/050-M08 M8 10,0 14,0 19,0 8,5 20,0 10,0 13,0 80 ~2,9 kg. 480 ~17,4 kg. 
SKP-L45-S1/050-M10 M10 10,0 14,0 19,0 10,5 20,0 12,0 16,0 80 ~3,0 kg. 480 ~18,0 kg. 
SKP-L45-S1/050-M12 M12 10,0 14,0 19,0 13,0 23,0 13,0 18,0 70 ~3,0 kg. 420 ~18,0 kg. 
SKP-L45-S1/070-M06

70

M6 12,0 16,5 21,0 6,5 23,0 10,0 13,0 60 ~3,2 kg. 360 ~19,2 kg. 
SKP-L45-S1/070-M08 M8 12,0 16,5 21,0 8,5 23,0 10,0 14,0 60 ~3,0 kg. 360 ~18,0 kg. 
SKP-L45-S1/070-M10 M10 12,0 16,5 21,0 10,5 23,0 12,0 16,0 60 ~3,2 kg. 360 ~19,2 kg. 
SKP-L45-S1/070-M12 M12 12,0 16,5 21,0 13,0 23,0 13,0 18,0 50 ~2,7 kg. 300 ~16,2 kg. 
SKP-L45-S1/095-M08

95

M8 13,5 18,0 25,0 8,5 26,0 12,0 14,0 40 ~2,5 kg. 240 ~15,0 kg. 
SKP-L45-S1/095-M10 M10 13,5 18,0 25,0 10,5 26,0 12,0 17,0 40 ~2,6 kg. 240 ~15,6 kg. 
SKP-L45-S1/095-M12 M12 13,5 18,0 25,0 13,0 26,0 13,0 18,0 40 ~2,8 kg. 240 ~16,8 kg. 
SKP-L45-S1/095-M16 M16 13,5 18,0 25,0 17,0 28,0 16,0 22,0 40 ~2,8 kg. 240 ~16,8 kg. 
SKP-L45-S1/120-M08

120

M8 15,0 19,5 26,0 8,5 28,0 14,0 16,0 30 ~2,3 kg. 180 ~13,8 kg. 
SKP-L45-S1/120-M10 M10 15,0 19,5 26,0 10,5 28,0 14,0 17,0 30 ~2,3 kg. 180 ~13,8 kg. 
SKP-L45-S1/120-M12 M12 15,0 19,5 26,0 13,0 28,0 14,0 18,0 30 ~2,3 kg. 180 ~13,8 kg. 
SKP-L45-S1/120-M16 M16 15,0 19,5 26,0 17,0 30,0 16,0 22,0 30 ~2,2 kg. 180 ~13,2 kg. 
SKP-L45-S1/150-M08

150

M8 16,5 21,0 30,0 8,5 31,0 14,0 16,0  25    ~2,4 kg. 150 ~14,4 kg. 
SKP-L45-S1/150-M10 M10 16,5 21,0 30,0 10,5 31,0 14,0 17,0  25    ~2,2 kg. 150 ~13,2 kg. 
SKP-L45-S1/150-M12 M12 16,5 21,0 30,0 13,0 31,0 15,0 18,0  25    ~2,4 kg. 150 ~14,4 kg. 
SKP-L45-S1/150-M16 M16 16,5 21,0 30,0 17,0 31,0 16,0 22,0  25    ~2,3 kg. 150 ~13,8 kg. 
SKP-L45-S1/150-M20 M20 16,5 21,0 30,0 21,0 36,0 22,0 24,0  25    ~2,2 kg. 150 ~13,2 kg. 

All rights reserved.
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 L3

SKP-L45-S1/185-M10

185

M10 19,0 24,0 30,0 10,5 35,0 18,0 22,0  20    ~2,7 kg. 120 ~16,2 kg. 
SKP-L45-S1/185-M12 M12 19,0 24,0 30,0 13,0 35,0 18,0 22,0  20    ~2,7 kg. 120 ~16,2 kg. 
SKP-L45-S1/185-M16 M16 19,0 24,0 30,0 17,0 35,0 18,0 22,0  20    ~2,4 kg. 120 ~14,4 kg. 
SKP-L45-S1/185-M20 M20 19,0 24,0 30,0 21,0 39,0 22,0 24,0  20    ~2,4 kg. 120 ~14,4 kg. 
SKP-L45-S1/240-M10

240

M10 21,0 26,0 35,0 10,5 39,0 21,5 22,0  15    ~2,4 kg. 90 ~14,4 kg. 
SKP-L45-S1/240-M12 M12 21,0 26,0 35,0 13,0 39,0 21,5 22,0  15    ~2,5 kg. 90 ~15,0 kg. 
SKP-L45-S1/240-M16 M16 21,0 26,0 35,0 17,0 39,0 21,5 22,0  15    ~2,4 kg. 90 ~14,4 kg. 
SKP-L45-S1/240-M20 M20 21,0 26,0 35,0 21,0 39,0 21,5 24,0  15    ~2,3 kg. 90 ~13,8 kg. 
SKP-L45-S1/300-M12

300
M12 23,5 29,5 44,0 13,0 43,0 24,0 24,0  8    ~2,1 kg. 48 ~12,6 kg. 

SKP-L45-S1/300-M16 M16 23,5 29,5 44,0 17,0 43,0 24,0 24,0  8    ~2,1 kg. 48 ~12,6 kg. 
SKP-L45-S1/300-M20 M20 23,5 29,5 44,0 21,0 43,0 24,0 24,0  8    ~2,1 kg. 48 ~12,6 kg. 
SKP-L45-S1/400-M12

400
M12 27,0 34,0 44,0 13,0 49,0 24,0 24,0  6    ~2,1 kg. 36 ~12,6 kg. 

SKP-L45-S1/400-M16 M16 27,0 34,0 44,0 17,0 49,0 24,0 24,0  6    ~2,1 kg. 36 ~12,6 kg. 
SKP-L45-S1/400-M20 M20 27,0 34,0 44,0 21,0 49,0 24,0 24,0  6    ~2,0 kg. 36 ~12,0 kg. 

SKP-L45-S1 SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS VERY THICK
CABLE ENTRY LONG
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
PARCEL
WEIGHT

d1 d4 a d2 b c1 L3

SKP-L90-D/006-M05
6

M5 3,8  5,5  10,0 5.3 8.5 6.5 9,0 500 ~1,4 kg. 3000 ~8,4 kg.
SKP-L90-D/006-M06 M6 3,8  5,5  10,0 6.4 8.5 7.5 10,0 500 ~1,6 kg. 3000 ~9,6 kg.
SKP-L90-D/010-M05

10
M5 4,5  6,0  10,0 5.3 9.0 7.0 10,0 300 ~1,0 kg. 1800 ~6,0 kg.

SKP-L90-D/010-M06 M6 4,5  6,0  10,0 6.4 9.0 7.5 10,0 300 ~1,1 kg. 1800 ~6,6 kg.
SKP-L90-D/010-M08 M8 4,5  6,0  10,0 .0 13.0 10.0 13,0 300 ~1,1 kg. 1800 ~6,6 kg.
SKP-L90-D/016-M06

16

M6 5,5  8,5  20,0 6.4 13.0 7.5 11,0 125 ~1,5 kg. 750 ~9,0 kg.
SKP-L90-D/016-M08 M8 5,5  8,5  20,0 8.4 13.0 10.0 13,0 125 ~1,6 kg. 750 ~9,6 kg.
SKP-L90-D/016-M10 M10 5,5  8,5  20,0 10.5 17.0 12.0 15,0 125 ~1,8 kg. 750 ~10,8 kg.
SKP-L90-D/016-M12 M12 5,5  8,5  20,0 13.0 18.0 13.0 18,0 125 ~1,7 kg. 750 ~10,2 kg.
SKP-L90-D/025-M06

25

M6 7,0  10,0  20,0 6.4 14.0 7.5 11,0 100 ~1,5 kg. 600 ~9,0 kg.
SKP-L90-D/025-M08 M8 7,0  10,0  20,0 8.4 16.0 10.0 13,0 100 ~1,6 kg. 600 ~9,6 kg.
SKP-L90-D/025-M10 M10 7,0  10,0  20,0 10.5 17.0 12.0 15,0 100 ~1,6 kg. 600 ~9,6 kg.
SKP-L90-D/025-M12 M12 7,0  10,0  20,0 13.0 19.0 13.0 18,0 100 ~1,7 kg. 600 ~10,2 kg.
SKP-L90-D/035-M06

35

M6 8,2  12,5  20,0 8.4 17.0 10.0 13,0 80 ~2,2 kg. 480 ~13,2 kg.
SKP-L90-D/035-M08 M8 8,2  12,5  20,0 10.5 19.0 12.0 15,0 80 ~2,2 kg. 480 ~13,2 kg.
SKP-L90-D/035-M10 M10 8,2  12,5  20,0 13.0 21.0 13.0 18,0 80 ~2,3 kg. 480 ~13,8 kg.
SKP-L90-D/035-M12 M12 8,2  12,5  20,0 15.0 21.0 14.5 20,0 80 ~2,3 kg. 480 ~13,8 kg.
SKP-L90-D/050-M08

50

M8 10,0  14,5  28,0 8.4 20.0 10.0 16,0 60 ~2,6 kg. 360 ~15,6 kg.
SKP-L90-D/050-M10 M10 10,0  14,5  28,0 10.5 22.0 12.0 16,0 60 ~2,7 kg. 360 ~16,2 kg.
SKP-L90-D/050-M12 M12 10,0  14,5  28,0 13.0 24.0 13.0 18,0 60 ~2,7 kg. 360 ~16,2 kg.
SKP-L90-D/050-M14 M14 10,0  14,5  28,0 15.0 24.0 14.5 20,0 60 ~2,8 kg. 360 ~16,8 kg.
SKP-L90-D/050-M16 M16 10,0  14,5  28,0 17.0 28.0 16.0 22,0 60 ~2,8 kg. 360 ~16,8 kg.
SKP-L90-D/070-M08

70

M8 11,5  16,5  28,0 8.4 24.0 10.0 14,0 50 ~3,0 kg. 300 ~18,0 kg.
SKP-L90-D/070-M10 M10 11,5  16,5  28,0 10.5 24.0 12.0 16,0 50 ~3,2 kg. 300 ~19,2 kg.
SKP-L90-D/070-M12 M12 11,5  16,5  28,0 13.0 24.0 13.0 18,0 50 ~3,2 kg. 300 ~19,2 kg.
SKP-L90-D/070-M14 M14 11,5  16,5  28,0 15.0 24.0 14.5 20,0 50 ~3,3 kg. 300 ~19,8 kg.
SKP-L90-D/070-M16 M16 11,5  16,5  28,0 17.0 30.0 16.0 22,0 50 ~3,3 kg. 300 ~19,8 kg.
SKP-L90-D/095-M10

95

M10 13,5  19,0  35,0 10.5 28.0 12.0 17,0 25 ~2,3 kg. 150 ~13,8 kg.
SKP-L90-D/095-M12 M12 13,5  19,0  35,0 13.0 28.0 13.0 18,0 25 ~2,3 kg. 150 ~13,8 kg.
SKP-L90-D/095-M14 M14 13,5  19,0  35,0 15.0 28.0 14.5 20,0 25 ~2,3 kg. 150 ~13,8 kg.
SKP-L90-D/095-M16 M16 13,5  19,0  35,0 17.0 32.0 16.0 22,0 25 ~2,3 kg. 150 ~13,8 kg.
SKP-L90-D/120-M10

120

M10 15,5  21,0  35,0 10.5 32.0 15.0 17,0 25 ~2,6 kg. 150 ~15,6 kg.
SKP-L90-D/120-M12 M12 15,5  21,0  35,0 13.0 32.0 16.0 18,0 25 ~2,7 kg. 150 ~16,2 kg.
SKP-L90-D/120-M14 M14 15,5  21,0  35,0 15.0 32.0 18.0 20,0 25 ~2,7 kg. 150 ~16,2 kg.
SKP-L90-D/120-M16 M16 15,5  21,0  35,0 17.0 32.0 19.0 22,0 25 ~2,7 kg. 150 ~16,2 kg.
SKP-L90-D/120-M20 M20 15,5  21,0  35,0 21.0 38.0 21.0 24,0 25 ~2,8 kg. 150 ~16,8 kg.
SKP-L90-D/150-M10

150

M10 17,0  23,5  35,0 10.5 34,0 15,0 17,0 15 ~2,1 kg. 90 ~12,6 kg.
SKP-L90-D/150-M12 M12 17,0  23,5  35,0 13.0 34,0 16,0 18,0 15 ~2,1 kg. 90 ~12,6 kg.
SKP-L90-D/150-M14 M14 17,0  23,5  35,0 15.0 34,0 19,0 20,0 15 ~2,3 kg. 90 ~13,8 kg.
SKP-L90-D/150-M16 M16 17,0  23,5  35,0 17.0 34,0 19,0 22,0 15 ~2,3 kg. 90 ~13,8 kg.
SKP-L90-D/150-M20 M20 17,0  23,5  35,0 21.0 40,0 21,0 24,0 15 ~2,4 kg. 90 ~14,4 kg.

All rights reserved.

DIN 46235 TYPE (D) 90° ANGULAR CABLE LUGS

b
d2

d4

c1 L3

d1

a



29

ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
PARCEL
WEIGHT

d1 d4 a d2 b c1 L3

SKP-L90-D/185-M10

185

M10 19.0 25.5 40,0 10.5 37,0 15,0 22,0 15 ~2,8 kg. 90 ~16,8 kg.
SKP-L90-D/185-M12 M12 19.0 25.5 40,0 13.0 37,0 16,0 22,0 15 ~2,8 kg. 90 ~16,8 kg.
SKP-L90-D/185-M14 M14 19.0 25.5 40,0 15.0 37,0 19,0 22,0 15 ~2,9 kg. 90 ~17,4 kg.
SKP-L90-D/185-M16 M16 19.0 25.5 40,0 17.0 37,0 19,0 22,0 15 ~2,9 kg. 90 ~17,4 kg.
SKP-L90-D/185-M20 M20 19.0 25.5 40,0 21.0 40,0 21,0 24,0 15 ~2,8 kg. 90 ~16,8 kg.
SKP-L90-D/240-M12

240

M12 21.5 29.0 40,0 13.0 42,0 16,0 22,0 8 ~2,0 kg. 48 ~12,0 kg.
SKP-L90-D/240-M14 M14 21.5 29.0 40,0 15.0 42,0 19,0 22,0 8 ~2,1 kg. 48 ~12,6 kg.
SKP-L90-D/240-M16 M16 21.5 29.0 40,0 17.0 42,0 19,0 22,0 8 ~2,0 kg. 48 ~12,0 kg.
SKP-L90-D/240-M20 M20 21.5 29.0 40,0 21.0 45,0 21,0 24,0 8 ~2,0 kg. 48 ~12,0 kg.

SKP-L90-D SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS VERY THICK
CABLE ENTRY LONG
TUBE DIMENSIONS ACCORDING TO DIN 46235
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DIN 46235 TYPE (D) 45° ANGULAR CABLE LUGS

b
d2

d4

c1 L3

a

d1

ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
PARCEL
WEIGHT

d1 d4 a d2 b c1 L3

SKP-L45-D/006-M05
6

M5 3.8 5.5 10,0 5.5 8.5 6.5 9,0 500 ~1,6 kg. 3000 ~9,6 kg.
SKP-L45-D/006-M06 M6 3.8 5.5 10,0 6.5 8.5 7.5 10,0 500 ~1,7 kg. 3000 ~10,2 kg.
SKP-L45-D/010-M05

10
M5 4.5 6.0 10,0 5.5 9.0 7.0 10,0 300 ~1,1 kg. 1800 ~6,6 kg.

SKP-L45-D/010-M06 M6 4.5 6.0 10,0 6.5 9.0 7.5 10,0 300 ~1,1 kg. 1800 ~6,6 kg.
SKP-L45-D/010-M08 M8 4.5 6.0 10,0 8.5 13.0 10.0 13,0 300 ~1,2 kg. 1800 ~7,2 kg.
SKP-L45-D/016-M06

16

M6 5.5 8.5 20,0 6.5 13.0 7.5 11,0 125 ~1,5 kg. 750 ~9,0 kg.
SKP-L45-D/016-M08 M8 5.5 8.5 20,0 8.5 13.0 10.0 13,0 125 ~1,6 kg. 750 ~9,6 kg.
SKP-L45-D/016-M10 M10 5.5 8.5 20,0 10.5 17.0 12.0 15,0 125 ~1,7 kg. 750 ~10,2 kg.
SKP-L45-D/016-M12 M12 5.5 8.5 20,0 13.0 18.0 13.0 18,0 125 ~1,7 kg. 750 ~10,2 kg.
SKP-L45-D/025-M06

25

M6 7.0 10.0 20,0 6.5 14.0 7.5 11,0 100 ~1,5 kg. 600 ~9,0 kg.
SKP-L45-D/025-M08 M8 7.0 10.0 20,0 8.5 16.0 10.0 13,0 100 ~1,6 kg. 600 ~9,6 kg.
SKP-L45-D/025-M10 M10 7.0 10.0 20,0 10.5 17.0 12.0 15,0 100 ~1,6 kg. 600 ~9,6 kg.
SKP-L45-D/025-M12 M12 7.0 10.0 20,0 13.0 19.0 13.0 18,0 100 ~1,7 kg. 600 ~10,2 kg.
SKP-L45-D/035-M06

35

M6 8.2 12.5 20,0 8.5 17.0 10.0 13,0 80 ~2,2 kg. 480 ~13,2 kg.
SKP-L45-D/035-M08 M8 8.2 12.5 20,0 10.5 19.0 12.0 15,0 80 ~2,3 kg. 480 ~13,8 kg.
SKP-L45-D/035-M10 M10 8.2 12.5 20,0 13.0 21.0 13.0 18,0 80 ~2,4 kg. 480 ~14,4 kg.
SKP-L45-D/035-M12 M12 8.2 12.5 20,0 15.0 21.0 14.5 20,0 80 ~2,4 kg. 480 ~14,4 kg.
SKP-L45-D/050-M08

50

M8 10.0 14.5 28,0 8.5 20.0 10.0 13,0 60 ~2,8 kg. 360 ~16,8 kg.
SKP-L45-D/050-M10 M10 10.0 14.5 28,0 10.5 22.0 12.0 16,0 60 ~2,9 kg. 360 ~17,4 kg.
SKP-L45-D/050-M12 M12 10.0 14.5 28,0 13.0 24.0 13.0 18,0 60 ~3,0 kg. 360 ~18,0 kg.
SKP-L45-D/050-M14 M14 10.0 14.5 28,0 15.0 24.0 14.5 20,0 60 ~3,0 kg. 360 ~18,0 kg.
SKP-L45-D/050-M16 M16 10.0 14.5 28,0 17.0 28.0 16.0 22,0 60 ~3,0 kg. 360 ~18,0 kg.
SKP-L45-D/070-M08

70

M8 11.5 16.5 28,0 8.5 24.0 10.0 14,0 50 ~3,2 kg. 300 ~19,2 kg.
SKP-L45-D/070-M10 M10 11.5 16.5 28,0 10.5 24.0 12.0 16,0 50 ~3,4 kg. 300 ~20,4 kg.
SKP-L45-D/070-M12 M12 11.5 16.5 28,0 13.0 24.0 13.0 18,0 50 ~3,5 kg. 300 ~21,0 kg.
SKP-L45-D/070-M14 M14 11.5 16.5 28,0 15.0 24.0 14.5 20,0 50 ~3,4 kg. 300 ~20,4 kg.
SKP-L45-D/070-M16 M16 11.5 16.5 28,0 17.0 30.0 16.0 22,0 50 ~3,5 kg. 300 ~21,0 kg.
SKP-L45-D/095-M10

95

M10 13.5 19.0 35,0 10.5 28.0 12.0 17,0 25 ~2,4 kg. 150 ~14,4 kg.
SKP-L45-D/095-M12 M12 13.5 19.0 35,0 13.0 28.0 13.0 18,0 25 ~2,3 kg. 150 ~13,8 kg.
SKP-L45-D/095-M14 M14 13.5 19.0 35,0 15.0 28.0 14.5 20,0 25 ~2,4 kg. 150 ~14,4 kg.
SKP-L45-D/095-M16 M16 13.5 19.0 35,0 17.0 32.0 16.0 22,0 25 ~2,4 kg. 150 ~14,4 kg.
SKP-L45-D/120-M10

120

M10 15.5 21.0 35,0 10.5 32.0 15.0 17,0 25 ~2,8 kg. 150 ~16,8 kg.
SKP-L45-D/120-M12 M12 15.5 21.0 35,0 13.0 32.0 16.0 18,0 25 ~2,9 kg. 150 ~17,4 kg.
SKP-L45-D/120-M14 M14 15.5 21.0 35,0 15.0 32.0 18.0 20,0 25 ~2,9 kg. 150 ~17,4 kg.
SKP-L45-D/120-M16 M16 15.5 21.0 35,0 17.0 32.0 19.0 22,0 25 ~2,9 kg. 150 ~17,4 kg.
SKP-L45-D/120-M20 M20 15.5 21.0 35,0 21.0 38.0 21.0 24,0 25 ~2,9 kg. 150 ~17,4 kg.
SKP-L45-D/150-M10

150

M10 17.0 23.5 35,0 10.5 34,0 15,0 17,0 15 ~2,4 kg. 90 ~14,4 kg.
SKP-L45-D/150-M12 M12 17.0 23.5 35,0 13.0 34,0 16,0 18,0 15 ~2,4 kg. 90 ~14,4 kg.
SKP-L45-D/150-M14 M14 17.0 23.5 35,0 15.0 34,0 19,0 20,0 15 ~2,5 kg. 90 ~15,0 kg.
SKP-L45-D/150-M16 M16 17.0 23.5 35,0 17.0 34,0 19,0 22,0 15 ~2,5 kg. 90 ~15,0 kg.
SKP-L45-D/150-M20 M20 17.0 23.5 35,0 21.0 40,0 21,0 24,0 15 ~2,5 kg. 90 ~15,0 kg.



31

ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
PARCEL
WEIGHT

d1 d4 a d2 b c1 L3

SKP-L45-D/185-M10

185

M10 19.0 25.5 40,0 10.5 37,0 15,0 22,0 15 ~3,0 kg. 90 ~18,0 kg.
SKP-L45-D/185-M12 M12 19.0 25.5 40,0 13.0 37,0 16,0 22,0 15 ~2,9 kg. 90 ~17,4 kg.
SKP-L45-D/185-M14 M14 19.0 25.5 40,0 15.0 37,0 19,0 22,0 15 ~3,0 kg. 90 ~18,0 kg.
SKP-L45-D/185-M16 M16 19.0 25.5 40,0 17.0 37,0 19,0 22,0 15 ~3,0 kg. 90 ~18,0 kg.
SKP-L45-D/185-M20 M20 19.0 25.5 40,0 21.0 40,0 21,0 24,0 15 ~3,0 kg. 90 ~18,0 kg.
SKP-L45-D/240-M12

240

M12 21.5 29.0 40,0 13.0 42,0 16,0 22,0 8 ~2,1 kg. 48 ~12,6 kg.
SKP-L45-D/240-M14 M14 21.5 29.0 40,0 15.0 42,0 19,0 22,0 8 ~2,2 kg. 48 ~13,2 kg.
SKP-L45-D/240-M16 M16 21.5 29.0 40,0 17.0 42,0 19,0 22,0 8 ~2,2 kg. 48 ~13,2 kg.
SKP-L45-D/240-M20 M20 21.5 29.0 40,0 21.0 45,0 21,0 24,0 8 ~2,2 kg. 48 ~13,2 kg.

SKP-L45-D SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS VERY THICK
CABLE ENTRY LONG
TUBE DIMENSIONS ACCORDING TO DIN 46235
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TUBULAR CABLE LUGS
WITH TWO CONNECTION HOLES

ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
d1 d4 a d2 b C1 X L

SKP-C/016-M06/X16 16 M6 5,5 8,5 20,0 6,4 12,0 10,0 16,0 53,0  150    
~2,3 kg. 

SKP-C/016-M06/X25 M6 5,5 8,5 20,0 7,0 12,0 10,0 25,0 62,0  150    
SKP-C/025-M06/X16 

25

M6 7,0 10,0 20,0 6,4 14,0 10,0 16,0 54,0  100    
~2,1 kg. 

 
SKP-C/025-M06/X25 M6 7,0 10,0 20,0 7,0 14,0 10,0 25,0 63,0  100    
SKP-C/025-M08/X16 M8 7,0 10,0 20,0 8,5 14,0 10,0 16,0 54,0  100    
SKP-C/025-M08/X25 M8 7,0 10,0 20,0 8,5 14,0 10,0 25,0 63,0  100    
SKP-C/035-M08/X16

35

M8 8,5 12,0 20,0 8,5 18,0 10,0 16,0 62,0  80    

~2,9 kg. 
SKP-C/035-M08/X25 M8 8,5 12,0 20,0 8,5 18,0 10,0 25,0 71,0  80    
SKP-C/035-M08/X40 M8 8,5 12,0 20,0 8,5 18,0 10,0 40,0 86,0  70    
SKP-C/035-M10/X25 M10 8,5 12,0 20,0 10,5 18,0 10,0 25,0 71,0  80    
SKP-C/035-M10/X40 M10 8,5 12,0 20,0 10,5 18,0 10,0 40,0 86,0  70    
SKP-C/050-M06/X25 

50

M6 10,0 14,0 28,0 6,5 21,0 10,0 25,0 69,0  50    

~2,8 kg. 

SKP-C/050-M06/X40 M6 10,0 14,0 28,0 6,5 21,0 10,0 40,0 84,0  50    
SKP-C/050-M08/X25 M8 10,0 14,0 28,0 8,5 21,0 10,0 25,0 69,0  50    
SKP-C/050-M08/X40 M8 10,0 14,0 28,0 8,5 21,0 10,0 40,0 84,0  50    
SKP-C/050-M10/X25 M10 10,0 14,0 28,0 10,5 21,0 16,0 25,0 75,0  50    
SKP-C/050-M10/X40 M10 10,0 14,0 28,0 10,5 21,0 16,0 40,0 90,0  50    
SKP-C/050-M12/X25 M12 10,0 14,0 28,0 13,0 23,0 16,0 25,0 75,0  50    
SKP-C/050-M12/X40 M12 10,0 14,0 28,0 13,0 23,0 16,0 40,0 90,0  50    
SKP-C/070-M08/X25

70

M8 12,0 16,5 28,0 8,5 23,0 10,0 25,0 76,0  40    

~3,2 kg. 

SKP-C/070-M08/X40 M8 12,0 16,5 28,0 8,5 23,0 10,0 40,0 91,0  40    
SKP-C/070-M10/X25 M10 12,0 16,5 28,0 10,5 23,0 16,0 25,0 82,0  40    
SKP-C/070-M10/X40 M10 12,0 16,5 28,0 10,5 23,0 16,0 40,0 97,0  40    
SKP-C/070-M12/X25 M12 12,0 16,5 28,0 13,0 23,0 16,0 25,0 76,0  40    
SKP-C/070-M12/X40 M12 12,0 16,5 28,0 13,0 23,0 16,0 40,0 91,0  40    
SKP-C/070-M12/X45 M12 12,0 16,5 28,0 13,0 23,0 16,0 45,0 96,0  40    
SKP-C/070-M12/X60 M12 12,0 16,5 28,0 13,0 23,0 16,0 60,0 111,0  40    
SKP-C/095-M10/X25 

95

M10 13,5 18,0 35,0 10,5 26,0 16,0 25,0 87,0  25    

~2,4 kg. 

SKP-C/095-M10/X40 M10 13,5 18,0 35,0 10,5 26,0 16,0 40,0 102,0  25    
SKP-C/095-M12/X25 M12 13,5 18,0 35,0 13,0 26,0 16,0 25,0 87,0  25    
SKP-C/095-M12/X40 M12 13,5 18,0 35,0 13,0 26,0 16,0 40,0 102,0  25    
SKP-C/095-M12/X45 M12 13,5 18,0 35,0 13,0 26,0 16,0 45,0 107,0  25    
SKP-C/095-M12/X60 M12 13,5 18,0 35,0 13,0 26,0 16,0 60,0 122,0  25    
SKP-C/120-M12/X25

120

M12 15,0 19,5 35,0 13,0 28,0 16,0 25,0 87,0  25    ~2,6 kg. 
SKP-C/120-M12/X40 M12 15,0 19,5 35,0 13,0 28,0 16,0 40,0 102,0  25    ~3,1 kg. 
SKP-C/120-M12/X45 M12 15,0 19,5 35,0 13,0 28,0 16,0 45,0 107,0  25    
SKP-C/120-M12/X60 M12 15,0 19,5 35,0 13,0 28,0 16,0 60,0 122,0  25    
SKP-C/120-M16/X40 M16 15,0 19,5 35,0 17,0 28,0 19,0 40,0 105,0  25    
SKP-C/120-M16/X50 M16 15,0 19,5 35,0 17,0 28,0 19,0 50,0 115,0  25    
SKP-C/150-M12/X25

150

M12 16,5 21,0 35,0 13,0 31,0 16,0 25,0 90,0  20    ~2,3 kg. 
SKP-C/150-M12/X40 M12 16,5 21,0 35,0 13,0 31,0 16,0 40,0 105,0  20    
SKP-C/150-M12/X45 M12 16,5 21,0 35,0 13,0 31,0 16,0 45,0 110,0  20    
SKP-C/150-M12/X50 M12 16,5 21,0 35,0 13,0 31,0 16,0 50,0 115,0  20    ~2,8 kg. 
SKP-C/150-M12/X60 M12 16,5 21,0 35,0 13,0 31,0 16,0 60,0 125,0  20    
SKP-C/150-M16/X40 M16 16,5 21,0 35,0 17,0 31,0 19,0 40,0 108,0  20    
SKP-C/150-M16/X50 M16 16,5 21,0 35,0 17,0 31,0 19,0 50,0 118,0  20    

All rights reserved.
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
d1 d4 a d2 b C1 X L

SKP-C/185-M12/X25 

185

M12 19,0 24,0 40,0 13,0 35,0 16,0 25,0 96,0  12    ~1,9 kg. 
SKP-C/185-M12/X40 M12 19,0 24,0 40,0 13,0 35,0 16,0 40,0 111,0  12    ~2,4 kg. 
SKP-C/185-M12/X45 M12 19,0 24,0 40,0 13,0 35,0 16,0 45,0 116,0  12    
SKP-C/185-M12/X50 M12 19,0 24,0 40,0 13,0 35,0 16,0 50,0 121,0  12    
SKP-C/185-M12/X60 M12 19,0 24,0 40,0 13,0 35,0 16,0 60,0 131,0  12    
SKP-C/185-M16/X40 M16 19,0 24,0 40,0 17,0 35,0 19,0 40,0 114,0  12    
SKP-C/185-M16/X50 M16 19,0 24,0 40,0 17,0 35,0 19,0 50,0 124,0  12    
SKP-C/240-M12/X25

240

M12 21,0 26,0 40,0 13,0 38,0 16,0 25,0 97,0  12    ~2,1 kg. 
SKP-C/240-M12/X40 M12 21,0 26,0 40,0 13,0 38,0 16,0 40,0 112,0  12    
SKP-C/240-M12/X45 M12 21,0 26,0 40,0 13,0 38,0 16,0 45,0 117,0  12    
SKP-C/240-M12/X50 M12 21,0 26,0 40,0 13,0 38,0 16,0 50,0 122,0  12    
SKP-C/240-M12/X60 M12 21,0 26,0 40,0 13,0 38,0 16,0 60,0 132,0  12    
SKP-C/240-M16/X40 M16 21,0 26,0 40,0 17,0 38,0 19,0 40,0 115,0  12    
SKP-C/240-M16/X50 M16 21,0 26,0 40,0 17,0 38,0 19,0 50,0 125,0  12    

SKP-C SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS VERY THICK
CABLE ENTRY LONG

UPON REQUEST, IT IS AVAILABLE IN 45 & 95 DEGREES.



34

STANDARD TYPE BUTT CONNECTORS

ORDER CODE
CABLE

SECTION 
(mm)

DIMENSIONS BOX
PCS.

BOX
WEIGHT

PARCEL
PCS.

BOX
WEIGHT

d1 d4 L D

SEM-A/001,5 1,5 1,8 3,4 20,0 10,0 1.000 ~1,1 kg. 8.000 ~8,8 kg.
SEM-A/002,5 2,5 2,4 4,0 20,0 10,0 1.000 ~1,3 kg. 8.000 ~10,4 kg.
SEM-A/004 4 3,1 4,8 20,0 10,0 800 ~1,4 kg. 6.400 ~11,2 kg.
SEM-A/006 6 4,0 5,5 25,0 12,5  800    ~2,1 kg. 6.400 ~16,8 kg. 
SEM-A/010 10 4,5 6,0 30,0 15,0  600    ~2,1 kg. 4.800 ~16,8 kg. 
SEM-A/016 16 5,5 7,5 35,0 17,5  300    ~2,0 kg. 2.400 ~16,0 kg. 
SEM-A/025 25 7,0 9,5 40,0 20,0  200    ~2,4 kg. 1.600 ~19,2 kg. 
SEM-A/035 35 8,5 11,0 45,0 22,5  150    ~2,2 kg. 1.200 ~17,6 kg. 
SEM-A/050 50 10,0 13,0 50,0 25,0  125    ~3,0 kg. 1.000 ~24,0 kg. 
SEM-A/070 70 11,5 14,5 55,0 27,5  80    ~2,4 kg. 640 ~19,2 kg. 
SEM-A/095 95 13,5 16,5 60,0 30,0  60    ~2,3 kg. 480 ~18,4 kg. 
SEM-A/120 120 14,5 18,0 65,0 32,5  40    ~2,1 kg. 320 ~16,8 kg. 
SEM-A/150 150 16,5 21,0 70,0 35,0  30    ~2,6 kg. 240 ~20,8 kg. 
SEM-A/185 185 18,5 23,0 75,0 37,5  20    ~2,0 kg. 160 ~16,0 kg. 
SEM-A/240 240 21,0 26,0 85,0 42,5  15    ~2,1 kg. 120 ~16,8 kg. 
SEM-A/300 300 23,5 28,5 100,0 50,0  10    ~1,9 kg. 80 ~15,2 kg. 
SEM-A/400 400 27,0 33,0 110,0 55,0  6    ~1,5 kg. 48 ~12,0 kg. 
SEM-A/500 500 30,0 38,0 120,0 60,0  4    ~1,7 kg. 32 ~13,6 kg. 
SEM-A/625 625 34,0 42,0 130,0 65,0  3    ~1,7 kg. 24 ~13,6 kg. 

All rights reserved.

SEM-A SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS THICK

ORDER CODE
CABLE

SECTION
(mm)

DIMENSIONS BOX
PCS.

BOX
WEIGHT

PARCEL
PCS.

PARCEL
WEIGHT

d1 d4 L
SEM-S1/002.5 2.5 2,3 4,2 25,0 700 ~1,4 kg. 4200 ~8,4 kg.
SEM-S1/004 4 3,0 5,0 25,0 600 ~1,6 kg. 3600 ~9,6 kg.
SEM-S1/006 6 3,5 6,5 25,0 600 ~3,0 kg. 3600 ~18,0 kg.
SEM-S1/010 10 4,5 7,0 30,0 400 ~2,9 kg. 2400 ~17,4 kg.
SEM-S1/016 16 5,5 8,5 35,0 300 ~3,0 kg. 1800 ~18,0 kg.
SEM-S1/025 25 7,0 10,0 40,0 200 ~2,8 kg. 1200 ~16,8 kg.
SEM-S1/035 35 8,5 12,0 45,0 125 ~2,8 kg. 750 ~16,8 kg.
SEM-S1/050 50 10,0 14,0 50,0 70 ~2,4 kg. 420 ~14,4 kg.
SEM-S1/070 70 12,0 16,5 55,0 60 ~2,9 kg. 360 ~17,4 kg.
SEM-S1/095 95 13,5 18,0 60,0 50 ~3,0 kg. 300 ~18,0 kg.
SEM-S1/120 120 15,0 19,5 65,0 40 ~2,8 kg. 240 ~16,8 kg.
SEM-S1/150 150 16,5 21,0 70,0 20 ~1,6 kg. 120 ~9,6 kg.
SEM-S1/185 185 19,0 24,0 75,0 20 ~2,0 kg. 120 ~12,0 kg.
SEM-S1/240 240 21,0 26,0 85,0 15 ~2,1 kg. 90 ~12,6 kg.
SEM-S1/300 300 23,5 29,5 100,0 10 ~2,2 kg. 60 ~13,2 kg.
SEM-S1/400 400 27,0 34,0 100,0 5 ~1,5 kg. 30 ~9,0 kg.
SEM-S1 SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
THICKNESS VERY THICK

EUROPE TYPE BUTT CONNECTORSAll rights reserved.
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DIN 46267-1 TYPE BUTT CONNECTORS

ORDER CODE CABLE
SECTION (mm)

DIMENSIONS BOX
PCS.

BOX
WEIGHT

PARCEL
PCS.

BOX
WEIGHT

d1 d4 L

SEM-D/006 6 3,8 5,5 30,0  700    ~2,4 kg. 4200 ~14,4 kg. 

SEM-D/010 10 4,5 6,0 30,0  600    ~1,9 kg. 3600 ~11,4 kg. 

SEM-D/016 16 5,5 8,5 50,0  200    ~2,9 kg. 1200 ~17,4 kg. 

SEM-D/025 25 7,0 10,0 50,0  150    ~2,7 kg. 900 ~16,2 kg. 

SEM-D/035 35 8,2 12,5 50,0  100    ~3,9 kg. 600 ~23,4 kg. 

SEM-D/050 50 10,0 14,5 56,0  80    ~3,4 kg. 480 ~20,4 kg. 

SEM-D/070 70 11,5 16,5 56,0  50    ~2,7 kg. 300 ~16,2 kg. 

SEM-D/095 95 13,5 19,0 70,0  35    ~3,1 kg. 210 ~18,6 kg. 

SEM-D/120 120 15,5 21,0 70,0  25    ~2,4 kg. 150 ~14,4 kg. 

SEM-D/150 150 17,0 23,5 80,0  20    ~2,9 kg. 120 ~17,4 kg. 

SEM-D/185 185 19,0 25,5 85,0  12    ~2,1 kg. 72 ~12,6 kg. 

SEM-D/240 240 21,5 29,0 90,0  10    ~2,4 kg. 60 ~14,4 kg. 

SEM-D/300 300 24,5 32,0 100,0  8    ~2,4 kg. 48 ~14,4 kg. 

SEM-D/400 400 27,5 38,5 150,0  4    ~3,0 kg. 24 ~18,0 kg. 

SEM-D/500 500 31,0 42,0 160,0  3   ~2,7 kg. 18 ~16,1 kg. 

SEM-D/625 625 34,5 44,0 160,0  3    ~2,4 kg. 18 ~14,2 kg. 

SEM-D/800 800 40,0 52,0 200,0  1    ~1,5 kg. 6

SEM-D/1000 1000 44,0 58,0 200,0  1    ~2,0 kg. 6

All rights reserved.

SEM-D SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
CONFORMED TO DIN 46267-1
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L

SKP-F/006-M04

6

M4 4,0 5,5 9,5 4,3 9,0 6,5 6,5 19,0 1000 ~2,3 kg. 8000 ~18,4 kg. 
SKP-F/006-M05 M5 4,0 5,5 9,5 5,3 9,0 6,5 6,5 19,0 1000 ~2,2 kg. 8000 ~18,4 kg. 
SKP-F/006-M06 M6 4,0 6,0 6,0 6,4 10,5 7,0 7,0 21,0 700 ~2,4 kg. 5600 ~19,2 kg. 
SKP-F/006-M08 M8 4,0 6,0 6,0 8,4 13,0 8,0 8,0 22,5 600 ~2,2 kg. 4800 ~17,6 kg. 
SKP-F/010-M05

10
M5 4,5 7,0 10,0 5,3 12,0 6,5 7,5 22,0 500 ~2,1 kg. 4000 ~16,8 kg. 

SKP-F/010-M06 M6 4,5 7,0 10,0 6,4 12,0 6,5 7,5 22,0 500 ~2,1 kg. 4000 ~16,8 kg. 
SKP-F/010-M08 M8 4,5 7,5 10,0 8,4 15,0 10,0 10,0 25,0 400 ~2,4 kg. 3200 ~19,2 kg. 
SKP-F/016-M05

16
M5 5,5 8,5 13,0 5,4 12,0 5,5 6,5 26,0 400 ~2,2 kg. 2400 ~13,2 kg. 

SKP-F/016-M06 M6 5,5 8,5 13,0 6,4 12,0 6,2 7,5 27,0 400 ~3,4 kg. 2400 ~20,4 kg. 
SKP-F/016-M08 M8 5,5 8,5 13,0 8,4 15,0 8,5 9,5 29,0 300 ~2,8 kg. 1800 ~16,8 kg. 

FORK TYPE CABLE LUGS

SKP-F SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER CONFORMED TO EN 13600
COATING TIN PLATED
JOINT CLAMP COUPLING
CABLE ENTRY STANDARD

All rights reserved.
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L L+c1

AKP-D/016-M08/SD
16

M8 5,8 12,0 34,0 8,5 18,0 10,0 11,5 52,0 62,0 100 ~1,3 kg. 1.000 ~13,0 kg. 
AKP-D/016-M10 M10 5,8 12,0 34,0 10,5 18,0 10,0 11,5 52,0 62,0 100 ~1,3 kg. 1.000 ~13,0 kg. 
AKP-D/025-M08/SD

25
M8 6,8 12,0 40,0 8,5 18,0 10,0 11,5 60,0 70,0 80 ~1,1 kg. 800 ~11,0 kg. 

AKP-D/025-M10 M10 6,8 12,0 40,0 10,5 19,0 12,0 12,0 60,0 72,0 80 ~1,1 kg. 800 ~11,0 kg. 
AKP-D/025-M12 M12 6,8 12,0 40,0 13,0 21,0 13,0 13,0 60,0 73,0 80 ~1,1 kg. 800 ~11,0 kg. 
AKP-D/035-M08

35

M8 8,0 14,0 43,0 8,5 21,0 11,5 14,0 67,0 78,5 60 ~1,3 kg. 600 ~13,0 kg. 
AKP-D/035-M10/SD M10 8,0 14,0 43,0 10,5 21,0 11,5 14,0 67,0 78,5 60 ~1,3 kg. 600 ~13,0 kg. 
AKP-D/035-M12 M12 8,0 14,0 43,0 13,0 21,0 11,5 14,0 67,0 78,5 60 ~1,2 kg. 600 ~12,0 kg. 
AKP-D/035-M14 M14 8,0 14,0 43,0 15,0 21,0 12,0 16,0 69,0 81,0 60 ~1,3 kg. 600 ~13,0 kg. 
AKP-D/050-M10/SD

50
M10 9,8 16,0 46,0 10,5 25,0 14,0 15,0 72,0 86,0 40 ~1,1 kg. 400 ~11,0 kg. 

AKP-D/050-M12 M12 9,8 16,0 46,0 13,0 25,0 14,0 15,0 72,0 86,0 40 ~1,1 kg. 400 ~11,0 kg. 
AKP-D/070-M10/SD

70
M10 11,2 18,5 54,0 10,5 28,0 15,0 17,5 86,0 101,0 25 ~1,4 kg. 250 ~14,0 kg. 

AKP-D/070-M12 M12 11,2 18,5 54,0 13,0 28,0 15,0 17,5 86,0 101,0 25 ~1,1 kg. 250 ~11,0 kg. 
AKP-D/095-M10

95
M10 13,2 22,0 59,0 10,5 32,0 15,5 17,5 90,0 105,5 15 ~1,0 kg. 150 ~10,0 kg. 

AKP-D/095-M12/SD M12 13,2 22,0 59,0 13,0 32,0 15,5 17,5 90,0 105,5 15 ~1,0 kg. 150 ~10,0 kg. 
AKP-D/095-M16 M16 13,2 22,0 59,0 17,0 34,0 15,5 17,5 90,0 105,5 15 ~1,0 kg. 150 ~10,0 kg. 
AKP-D/120-M12/SD

120
M12 14,7 23,0 59,0 13,0 32,0 16,0 17,5 91,0 107,0 15 ~1,0 kg. 150 ~10,0 kg. 

AKP-D/120-M16 M16 14,7 23,0 59,0 17,0 34,0 16,0 17,5 91,0 107,0 15 ~1,3 kg. 150 ~13,0 kg. 
AKP-D/150-M12/SD

150
M12 16,3 25,0 62,0 13,0 35,0 17,5 20,0 103,0 120,5 12 ~1,1 kg. 120 ~11,0 kg. 

AKP-D/150-M16 M16 16,3 25,0 62,0 17,0 35,0 17,5 20,0 103,0 120,5 12 ~1,1 kg. 120 ~11,0 kg. 
AKP-D/150-M20 M20 16,3 25,0 62,0 21,0 41,0 17,5 20,0 103,0 120,5 12 ~1,1 kg. 120 ~11,0 kg. 
AKP-D/185-M12

185
M12 18,3 28,5 63,0 13,0 40,0 19,0 20,0 106,0 125,0 8 ~1,0 kg. 80 ~10,0 kg. 

AKP-D/185-M16/SD M16 18,3 28,5 63,0 17,0 40,0 19,0 20,0 106,0 125,0 8 ~1,0 kg. 80 ~10,0 kg. 
AKP-D/185-M20 M20 18,3 28,5 63,0 21,0 40,0 19,0 20,0 106,0 125,0 8 ~1,1 kg. 80 ~11,0 kg. 
AKP-D/240-M12

240
M12 21,0 32,0 72,0 13,0 45,0 23,0 24,0 116,0 139,0 8 ~1,4 kg. 80 ~14,0 kg. 

AKP-D/240-M16/SD M16 21,0 32,0 72,0 17,0 45,0 23,0 24,0 116,0 139,0 8 ~1,4 kg. 80 ~14,0 kg. 
AKP-D/240-M20 M20 21,0 32,0 72,0 21,0 45,0 23,0 24,0 116,0 139,0 8 ~1,4 kg. 80 ~14,0 kg. 
AKP-D/300-M16/SD

300
M16 23,3 34,0 74,0 17,0 49,0 24,0 25,0 124,0 148,0 5 ~1,0 kg. 50 ~10,0 kg. 

AKP-D/300-M20 M20 23,3 34,0 74,0 21,0 49,0 24,0 25,0 124,0 148,0 5 ~1,0 kg. 50 ~10,0 kg. 
AKP-D/400-M16/SD

400
M16 26,0 38,5 105,0 17,0 58,0 30,0 32,0 166,0 196,0 10 ~3,3 kg. 20 ~33,0 kg. 

AKP-D/400-M20 M20 26,0 38,5 105,0 21,0 58,0 30,0 32,0 166,0 196,0 10 ~3,3 kg. 20 ~33,0 kg. 

DIN 46329 TYPE ALUMINIUM CABLE LUGS

THE CABLE LUGS WHICH ARE INDICATED IN BOLD FONT, ARE STANDART PRODUCTS OF Simpa®

AKP-D SPECIFICATIONS
METERIAL ELECTROLYTIC ALUMINIUM
COATING NATURAL BRIGHT
JOINT CLAMP COUPLING
CONFORMED TO DIN 46329

All rights reserved.
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L L+c1

AKP-DY/016-M08/SD
16

M8 5,8 12,0 34,0 8,5 18,0 10,0 11,5 52,0 62,0 100 ~1,3 kg. 1.000 ~13,0 kg.
AKP-DY/016-M10 M10 5,8 12,0 34,0 10,5 18,0 10,0 11,5 52,0 62,0 100 ~1,3 kg. 1.000 ~13,0 kg.
AKP-DY/025-M08/SD

25
M8 6,8 12,0 40,0 8,5 18,0 10,0 11,5 60,0 70,0 80 ~1,1 kg. 800 ~11,0 kg.

AKP-DY/025-M10 M10 6,8 12,0 40,0 10,5 19,0 12,0 12,0 60,0 72,0 80 ~1,1 kg. 800 ~11,0 kg.
AKP-DY/025-M12 M12 6,8 12,0 40,0 13,0 21,0 13,0 13,0 60,0 73,0 80 ~1,1 kg. 800 ~11,0 kg.
AKP-DY/035-M08

35
M8 8,0 14,0 43,0 8,5 21,0 11,5 14,0 67,0 78,5 60 ~1,3 kg. 600 ~13,0 kg.

AKP-DY/035-M10/SD M10 8,0 14,0 43,0 10,5 21,0 11,5 14,0 67,0 78,5 60 ~1,3 kg. 600 ~13,0 kg.
AKP-DY/035-M12  M12 8,0 14,0 43,0 13,0 21,0 11,5 14,0 67,0 78,5 60 ~1,3 kg. 600 ~13,0 kg.
AKP-DY/050-M10/SD

50
M10 9,8 16,0 46,0 10,5 25,0 14,0 15,0 72,0 86,0 40 ~1,4 kg. 400 ~14,0 kg.

AKP-DY/050-M12  M12 9,8 16,0 46,0 13,0 25,0 14,0 15,0 72,0 86,0 40 ~1,4 kg. 400 ~14,0 kg.
AKP-DY/070-M10/SD

70
M10 11,2 18,5 54,0 10,5 28,0 15,0 17,5 86,0 101,0 25 ~1,4 kg. 250 ~14,0 kg.

AKP-DY/070-M12 M12 11,2 18,5 54,0 13,0 28,0 15,0 17,5 86,0 101,0 25 ~1,4 kg. 250 ~14,0 kg.
AKP-DY/095-M10  

95
M10 13,2 22,0 59,0 10,5 32,0 15,5 17,5 90,0 105,5 15 ~1,0 kg. 150 ~10,0 kg.

AKP-DY/095-M12/SD M12 13,2 22,0 59,0 13,0 32,0 15,5 17,5 90,0 105,5 15 ~1,0 kg. 150 ~10,0 kg.
AKP-DY/095-M16 M16 13,2 22,0 59,0 17,0 34,0 15,5 17,5 90,0 105,5 15 ~1,0 kg. 150 ~10,0 kg.
AKP-DY/120-M12/SD

120
M12 14,7 23,0 59,0 13,0 32,0 16,0 17,5 91,0 107,0 15 ~0,9 kg. 150 ~9,0 kg.

AKP-DY/120-M16 M16 14,7 23,0 59,0 17,0 34,0 16,0 17,5 91,0 107,0 15 ~0,9 kg. 150 ~9,0 kg.
AKP-DY/150-M12/SD

150
M12 16,3 25,0 62,0 13,0 35,0 17,5 20,0 103,0 120,5 12 ~1,1 kg. 120 ~11,0 kg.

AKP-DY/150-M16 M16 16,3 25,0 62,0 17,0 35,0 17,5 20,0 103,0 120,5 12 ~1,1 kg. 120 ~11,0 kg.
AKP-DY/150-M20 M20 16,3 25,0 62,0 21,0 41,0 17,5 20,0 103,0 120,5 12 ~1,1 kg. 120 ~11,0 kg.
AKP-DY/185-M12  

185
M12 18,3 28,5 63,0 13,0 40,0 19,0 20,0 106,0 125,0 8 ~1,1 kg. 80 ~11,0 kg.

AKP-DY/185-M16/SD M16 18,3 28,5 63,0 17,0 40,0 19,0 20,0 106,0 125,0 8 ~1,1 kg. 80 ~11,0 kg.
AKP-DY/185-M20 M20 18,3 28,5 63,0 21,0 40,0 19,0 20,0 106,0 125,0 8 ~1,1 kg. 80 ~11,0 kg.
AKP-DY/240-M12

240
M12 21,0 32,0 72,0 13,0 45,0 23,0 24,0 116,0 139,0 8 ~1,4 kg. 80 ~14,0 kg.

AKP-DY/240-M16/SD M16 21,0 32,0 72,0 17,0 45,0 23,0 24,0 116,0 139,0 8 ~1,4 kg. 80 ~14,0 kg.
AKP-DY/240-M20 M20 21,0 32,0 72,0 21,0 45,0 23,0 24,0 116,0 139,0 8 ~1,4 kg. 80 ~14,0 kg.
AKP-DY/300-M16/SD

300
M16 23,3 34,0 74,0 17,0 49,0 24,0 25,0 124,0 148,0 5 ~1,2 kg. 50 ~12,0 kg.

AKP-DY/300-M20 M20 23,3 34,0 74,0 21,0 49,0 24,0 25,0 124,0 148,0 5 ~1,2 kg. 50 ~12,0 kg.
AKP-DY/400-M16/SD

400
M16 26,0 38,5 105,0 17,0 58,0 30,0 32,0 166,0 196,0 10 ~3,3 kg. 20 ~33,0 kg.

AKP-DY/400-M20 M20 26,0 38,5 105,0 21,0 58,0 30,0 32,0 166,0 196,0 10 ~3,3 kg. 20 ~33,0 kg.

ALUMINIUM CABLE LUGS 
WITH OXIDE PROTECTION OIL DIN 46329

THE CABLE LUGS WHICH ARE INDICATED IN BOLD FONT, ARE STANDART PRODUCTS OF Simpa®

AKP-DY SPECIFICATIONS
METERIAL ELECTROLYTIC ALUMINIUM
COATING NATURAL BRIGHT
JOINT CLAMP COUPLING
CONFORMED TO DIN 46329

All rights reserved.
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 b c1 c2 L L+c1

AKP-DK/016-M08/SD
16

M8 5,8 12,0 34,0 8,5 18,0 10,0 11,5 52,0 62,0 100 ~1,3 kg. 1.000 ~13,0 kg.
AKP-DK/016-M10 M10 5,8 12,0 34,0 10,5 18,0 10,0 11,5 52,0 62,0 100 ~1,3 kg. 1.000 ~13,0 kg.
AKP-DK/025-M08/SD

25
M8 6,8 12,0 40,0 8,5 18,0 10,0 11,5 60,0 70,0 80 ~1,1 kg. 800 ~11,0 kg.

AKP-DK/025-M10 M10 6,8 12,0 40,0 10,5 19,0 12,0 12,0 60,0 72,0 80 ~1,1 kg. 800 ~11,0 kg.
AKP-DK/025-M12 M12 6,8 12,0 40,0 13,0 21,0 13,0 13,0 60,0 73,0 80 ~1,1 kg. 800 ~11,0 kg.
AKP-DK/035-M08

35
M8 8,0 14,0 43,0 8,5 21,0 11,5 14,0 67,0 78,5 60 ~1,3 kg. 600 ~13,0 kg.

AKP-DK/035-M10/SD M10 8,0 14,0 43,0 10,5 21,0 11,5 14,0 67,0 78,5 60 ~1,3 kg. 600 ~13,0 kg.
AKP-DK/035-M12  M12 8,0 14,0 43,0 13,0 21,0 11,5 14,0 67,0 78,5 60 ~1,3 kg. 600 ~13,0 kg.
AKP-DK/050-M10/SD

50
M10 9,8 16,0 46,0 10,5 25,0 14,0 15,0 72,0 86,0 40 ~1,4 kg. 400 ~14,0 kg.

AKP-DK/050-M12  M12 9,8 16,0 46,0 13,0 25,0 14,0 15,0 72,0 86,0 40 ~1,4 kg. 400 ~14,0 kg.
AKP-DK/070-M10/SD

70
M10 11,2 18,5 54,0 10,5 28,0 15,0 17,5 86,0 101,0 25 ~1,4 kg. 250 ~14,0 kg.

AKP-DK/070-M12 M12 11,2 18,5 54,0 13,0 28,0 15,0 17,5 86,0 101,0 25 ~1,4 kg. 250 ~14,0 kg.
AKP-DK/095-M10  

95
M10 13,2 22,0 59,0 10,5 32,0 15,5 17,5 90,0 105,5 15 ~1,0 kg. 150 ~10,0 kg.

AKP-DK/095-M12/SD M12 13,2 22,0 59,0 13,0 32,0 15,5 17,5 90,0 105,5 15 ~1,0 kg. 150 ~10,0 kg.
AKP-DK/095-M16 M16 13,2 22,0 59,0 17,0 34,0 15,5 17,5 90,0 105,5 15 ~1,0 kg. 150 ~10,0 kg.
AKP-DK/120-M12/SD

120
M12 14,7 23,0 59,0 13,0 32,0 16,0 17,5 91,0 107,0 15 ~0,9 kg. 150 ~9,0 kg.

AKP-DK/120-M16 M16 14,7 23,0 59,0 17,0 34,0 16,0 17,5 91,0 107,0 15 ~0,9 kg. 150 ~9,0 kg.
AKP-DK/150-M12/SD

150
M12 16,3 25,0 62,0 13,0 35,0 17,5 20,0 103,0 120,5 12 ~1,1 kg. 120 ~11,0 kg.

AKP-DK/150-M16 M16 16,3 25,0 62,0 17,0 35,0 17,5 20,0 103,0 120,5 12 ~1,1 kg. 120 ~11,0 kg.
AKP-DK/150-M20 M20 16,3 25,0 62,0 21,0 41,0 17,5 20,0 103,0 120,5 12 ~1,1 kg. 120 ~11,0 kg.
AKP-DK/185-M12  

185
M12 18,3 28,5 63,0 13,0 40,0 19,0 20,0 106,0 125,0 8 ~1,1 kg. 80 ~11,0 kg.

AKP-DK/185-M16/SD M16 18,3 28,5 63,0 17,0 40,0 19,0 20,0 106,0 125,0 8 ~1,1 kg. 80 ~11,0 kg.
AKP-DK/185-M20 M20 18,3 28,5 63,0 21,0 40,0 19,0 20,0 106,0 125,0 8 ~1,1 kg. 80 ~11,0 kg.
AKP-DK/240-M12

240
M12 21,0 32,0 72,0 13,0 45,0 23,0 24,0 116,0 139,0 8 ~1,4 kg. 80 ~14,0 kg.

AKP-DK/240-M16/SD M16 21,0 32,0 72,0 17,0 45,0 23,0 24,0 116,0 139,0 8 ~1,4 kg. 80 ~14,0 kg.
AKP-DK/240-M20 M20 21,0 32,0 72,0 21,0 45,0 23,0 24,0 116,0 139,0 8 ~1,4 kg. 80 ~14,0 kg.
AKP-DK/300-M16/SD

300
M16 23,3 34,0 74,0 17,0 49,0 24,0 25,0 124,0 148,0 5 ~1,2 kg. 50 ~12,0 kg.

AKP-DK/300-M20 M20 23,3 34,0 74,0 21,0 49,0 24,0 25,0 124,0 148,0 5 ~1,2 kg. 50 ~12,0 kg.
AKP-DK/400-M16/SD

400
M16 26,0 38,5 105,0 17,0 58,0 30,0 32,0 166,0 196,0 10 ~3,3 kg. 20 ~33,0 kg.

AKP-DK/400-M20 M20 26,0 38,5 105,0 21,0 58,0 30,0 32,0 166,0 196,0 10 ~3,3 kg. 20 ~33,0 kg.

ALUMINIUM CABLE LUGS TIN PLATED 
WITH OXIDE PROTECTION OIL DIN 46329

THE CABLE LUGS WHICH ARE INDICATED IN BOLD FONT, ARE STANDART PRODUCTS OF  Simpa®

AKP-DK SPECIFICATIONS
METERIAL ELECTROLYTIC ALUMINIUM
COATING TIN PLATED
JOINT CLAMP COUPLING
CONFORMED TO DIN 46329

All rights reserved.
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DIN 46267-2 TYPE 
ALUMINIUM BUTT CONNECTORS

ORDER CODE
CABLE

SECTION 
(mm)

DIMENSIONS BOX
PCS.

BOX
WEIGHT

PARCEL
PCS.

BOX
WEIGHT

d1 d4 L

AEM-D/010 10  5,0  10,0  55,0  150 ~1,5 kg. 1.500 ~15,0 kg.
AEM-D/016 16  5,8     12,0     55,0  110    ~1,5 kg. 1.100  ~15,0 kg. 
AEM-D/025 25  6,8     12,0     70,0     100    ~1,5 kg. 1.000  ~15,0 kg. 
AEM-D/035 35  8,0     14,0     85,0     60    ~1,4 kg. 600  ~14,0 kg. 
AEM-D/050 50  9,8     16,0     85,0     45    ~1,3 kg. 450  ~13,0 kg. 
AEM-D/070 70  11,2     18,5     105,0     20    ~1,0 kg. 200  ~10,0 kg. 
AEM-D/095 95  13,2     22,0     105,0     12    ~0,9 kg. 120  ~9,0 kg. 
AEM-D/120 120  14,7     23,0     105,0     12    ~0,9 kg. 120  ~9,0 kg. 
AEM-D/150 150  16,3     25,0     125,0     10    ~1,0 kg. 100  ~10,0 kg. 
AEM-D/185 185  18,3     28,5     125,0     8    ~1,1 kg. 80  ~11,0 kg. 
AEM-D/240 240  21,0     32,0     145,0     6    ~1,1 kg. 60  ~11,0 kg. 
AEM-D/300 300  23,3     34,0     145,0     6    ~1,2 kg. 60  ~12,0 kg. 
AEM-D/400 400  26,0     38,5     210,0     10    ~3,5 kg. 20  ~35,0 kg. 

AEM-D SPECIFICATIONS
METERIAL ELECTROLYTIC ALUMINIUM
COATING NATURAL BRIGHT
JOINT CLAMP COUPLING
CONFORMED TO DIN 46267-2

All rights reserved.
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ORDER CODE
CABLE

SECTION
(mm)

BOLT
DIMENSIONS BOX

PCS.
BOX

WEIGHT
PARCEL

PCS.
BOX

WEIGHT
d1 d4 a d2 L

BKP-D/016-M08
16

M08 6,0 16,0 42,0 8,5 90,0 40 ~2,1 kg. 400  ~21,0 kg. 
BKP-D/016-M10 M10 6,0 16,0 42,0 10,5 90,0 40 ~2,1 kg. 400  ~21,0 kg.
BKP-D/016-M12/SD M12 6,0 16,0 42,0 13,0 90,0 40 ~2,1 kg. 400  ~21,0 kg.
BKP-D/025-M08

25
M08 7,0 16,0 42,0 8,5 90,0 40 ~2,0 kg. 400  ~20,0 kg. 

BKP-D/025-M10 M10 7,0 16,0 42,0 10,5 90,0 40 ~2,0 kg. 400  ~20,0 kg. 
BKP-D/025-M12/SD M12 7,0 16,0 42,0 13,0 90,0 40 ~2,0 kg. 400  ~20,0 kg. 
BKP-D/035-M08

35
M08 8,5 16,0 42,0 8,5 90,0 40 ~2,0 kg. 400  ~20,0 kg. 

BKP-D/035-M10 M10 8,5 16,0 42,0 10,5 90,0 40 ~2,0 kg. 400  ~20,0 kg. 
BKP-D/035-M12/SD M12 8,5 16,0 42,0 13,0 90,0 40 ~2,0 kg. 400  ~20,0 kg. 
BKP-D/050-M08

50
M08 9,6 20,0 43,0 8,5 90,0 30 ~2,0 kg. 300  ~20,0 kg. 

BKP-D/050-M10 M10 9,6 20,0 43,0 10,5 90,0 30 ~2,0 kg. 300  ~20,0 kg. 
BKP-D/050-M12/SD M12 9,6 20,0 43,0 13,0 90,0 30 ~2,0 kg. 300  ~20,0 kg. 
BKP-D/070-M08

70
M08 11,5 20,0 43,0 8,5 90,0 30 ~2,0 kg. 300  ~20,0 kg. 

BKP-D/070-M10 M10 11,5 20,0 43,0 10,5 90,0 30 ~2,0 kg. 300  ~20,0 kg. 
BKP-D/070-M12/SD M12 11,5 20,0 43,0 13,0 90,0 30 ~2,0 kg. 300  ~20,0 kg. 
BKP-D/095-M08

95
M08 13,5 20,0 43,0 8,5 90,0 30 ~1,8 kg. 300  ~18,0 kg. 

BKP-D/095-M10 M10 13,5 20,0 43,0 10,5 90,0 30 ~1,8 kg. 300  ~18,0 kg. 
BKP-D/095-M12/SD M12 13,5 20,0 43,0 13,0 90,0 30 ~1,8 kg. 300  ~18,0 kg. 
BKP-D/120-M08

120
M08 15,0 25,0 60,0 8,5 115,0 15 ~1,9 kg. 150  ~19,0 kg. 

BKP-D/120-M10 M10 15,0 25,0 60,0 10,5 115,0 15 ~1,9 kg. 150  ~19,0 kg. 
BKP-D/120-M12/SD M12 15,0 25,0 60,0 13,0 115,0 15 ~1,9 kg. 150  ~19,0 kg. 
BKP-D/150-M08

150
M08 16,6 25,0 60,0 8,5 115,0 15 ~1,8 kg. 150  ~18,0 kg. 

BKP-D/150-M10 M10 16,6 25,0 60,0 10,5 115,0 15 ~1,8 kg. 150  ~18,0 kg. 
BKP-D/150-M12/SD M12 16,6 25,0 60,0 13,0 115,0 15 ~1,8 kg. 150  ~18,0 kg. 
BKP-D/185-M08

185
M08 18,5 32,0 60,0 8,5 122,0 8 ~1,8 kg. 80  ~18,0 kg. 

BKP-D/185-M10 M10 18,5 32,0 60,0 10,5 122,0 8 ~1,8 kg. 80  ~18,0 kg. 
BKP-D/185-M12/SD M12 18,5 32,0 60,0 13,0 122,0 8 ~1,8 kg. 80  ~18,0 kg. 
BKP-D/240-M08

240
M08 21,0 32,0 60,0 8,5 122,0 8 ~1,7 kg. 80  ~17,0 kg. 

BKP-D/240-M10 M10 21,0 32,0 60,0 10,5 122,0 8 ~1,7 kg. 80  ~17,0 kg. 
BKP-D/240-M12/SD M12 21,0 32,0 60,0 13,0 122,0 8 ~1,7 kg. 80  ~17,0 kg. 
BKP-D/300-M08

300
M08 23,0 34,0 62,0 8,5 125,0 8 ~1,8 kg. 80  ~18,0 kg. 

BKP-D/300-M10 M10 23,0 34,0 62,0 10,5 125,0 8 ~1,8 kg. 80  ~18,0 kg. 
BKP-D/300-M12/SD M12 23,0 34,0 62,0 13,0 125,0 8 ~1,8 kg. 80  ~18,0 kg. 
BKP-D/400-M12/SD 400 M12 26,0 38,0 70,0 13,0 159,0 5 ~1,9 kg. 50  ~19,0 kg. 
BKP-D/500-M18/SD 500 M18 29,0 47,0 75,0 19,0 167,0 3 ~1,8 kg. 30  ~18,0 kg. 
BKP-D/625-M20/SD 625 M20 34,0 54,0 80,0 21,0 200,0 8 ~6,8 kg. 16  ~13,8 kg. 

BIMETALLIC CABLE LUGS (AL-CU)

BKP-D SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER / ALUMINIUM 
COATING NATURAL BRIGHT
JOINT CLAMP COUPLING
CONFORMED TO DIN 48201 ALUMINIUM CABLE
CONFORMED TO DIN 46329 TUBE DIMENSIONS

All rights reserved.
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BIMETALLIC BUTT CONNECTORS (AL-CU)

ORDER CODE
CABLE

SECTION 
(mm)

DIMENSIONS BOX
PCS.

BOX
WEIGHT

PARCEL
PCS.

BOX
WEIGHT

D1 D4 d1 d4 L1 L2 L

BEM-D/010-006 10 / 6 5,5 10,0 5,0 9,0 32,0 25,0 70,0 140 ~2,6 kg. 1.400  ~26,0 kg. 

BEM-D/016-010 16 / 10 5,5 10,0 5,5 9,0 35,0 28,0 75,0 140 ~2,5 kg. 1.400  ~25,0 kg. 

BEM-D/025-016 25 / 16 7,0 12,0 6,0 10,0 37,0 30,0 80,0 100 ~2,6 kg. 1.000  ~26,0 kg. 

BEM-D/035-016 35 / 16 8,5 14,0 6,0 10,0 44,0 30,0 88,0 70 ~2,2 kg. 700  ~22,0 kg. 

BEM-D/035-025 35 / 25 8,5 14,0 7,0 11,0 44,0 32,0 90,0 70 ~2,3 kg. 700  ~23,0 kg. 

BEM-D/035-035 35 / 35 8,5 14,0 8,5 12,0 44,0 32,0 90,0 60 ~2,4 kg. 600  ~24,0 kg. 

BEM-D/050-025 50 / 25 9,5 16,0 7,0 11,0 45,0 32,0 90,0 50 ~2,5 kg. 700  ~25,0 kg.

BEM-D/050-035 50 / 35 9,5 16,0 8,5 12,0 45,0 34,0 95,0 50 ~2,6 kg. 500  ~26,0 kg. 

BEM-D/050-050 50 / 50 9,5 16,0 9,5 14,0 45,0 35,0 95,0 40 ~2,8 kg. 400  ~28,0 kg.

BEM-D/070-035 70 / 35 12,0 18,0 8,5 12,0 46,0 34,0 100,0 35 ~2,0 kg. 350  ~20,0 kg.

BEM-D/070-050 70 / 50 12,0 18,0 9,5 14,0 46,0 35,0 100,0 35 ~2,1 kg. 350  ~21,0 kg. 

BEM-D/095-035 95 / 35 13,0 21,0 8,5 12,0 51,0 34,0 100,0 25 ~1,3 kg. 250  ~13,0 kg.

BEM-D/095-050 95 / 50 13,0 21,0 9,5 14,0 51,0 35,0 105,0 20 ~1,3 kg. 200  ~13,0 kg.

BEM-D/095-070 95 / 70 13,0 21,0 12,0 16,0 51,0 41,0 110,0 20 ~1,4 kg. 200  ~14,0 kg. 

BEM-D/120-095 120 / 95 15,0 23,0 13,0 18,0 52,0 43,0 112,0 15 ~1,5 kg. 150  ~15,0 kg. 

BEM-D/150-120 150 / 120 16,0 25,0 15,0 20,0 54,0 44,0 118,0 12 ~2,0 kg. 120  ~20,0 kg. 

BEM-D/185-150 185 / 150 18,0 27,0 16,0 22,0 58,0 47,0 125,0 12 ~1,9 kg. 120  ~19,0 kg. 

BEM-D/240-150 240 / 150 20,0 30,0 16,0 22,0 60,0 47,0 125,0 10 ~1,7 kg. 100  ~17,0 kg.

BEM-D/240-185 240 / 185 20,0 30,0 18,0 25,0 60,0 48,0 130,0 10 ~1,8 kg. 100  ~18,0 kg. 

BEM-D/300-240 300 / 240 23,0 34,0 20,0 27,0 65,0 55,0 140,0 6 ~2,3 kg. 60  ~23,0 kg. 

BEM-D/400-240 400 / 240 26,0 38,0 20,0 27,0 70,0 55,0 145,0 6 ~1,8 kg. 60  ~18,0 kg.

BEM-D/400-300 400 / 300 26,0 38,0 24,0 30,0 70,0 60,0 150,0 6 ~1,9 kg. 60  ~19,0 kg. 

BEM-D/500-400 500 / 400 29,0 42,0 26,0 34,0 75,0 65,0 160,0 4 ~1,8 kg. 40  ~18,0 kg. 

BEM-D/625-500 625 / 500 34,0 54,0 30,0 38,0 80,0 70,0 170,0 1 ~0,7 kg. 10  ~7,0 kg. 

D4

L1 L2

d1 d4

L

D1

All rights reserved.

BEM-D SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER / ALUMINIUM 
COATING NATURAL BRIGHT
JOINT CLAMP COUPLING
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BIMETALLIC PIN TYPE CONNECTORS (AL-CU)

ORDER CODE
CABLE

SECTION 
(mm)

DIMENSIONS BOX
PCS.

BOX
WEIGHT

PARCEL
PCS.

BOX
WEIGHT

D1 D4 L1 L2 d4

BPK-D/010 10 5,5 16,0 42,0 25,0 7,0 60 ~2,1 kg. 600 ~21,0 kg.

BPK-D/016 16 6,0 16,0 42,0 25,0 7,0 60 ~2,2 kg. 600 ~22,0 kg.

BPK-D/025 25 7,0 16,0 42,0 25,0 7,0 60 ~2,2 kg. 600 ~22,0 kg.

BPK-D/035 35 8,5 16,0 42,0 25,0 7,0 60 ~2,3 kg. 600 ~23,0 kg.

BPK-D/050 50 9,6 20,0 50,0 35,0 12,0 30 ~2,4 kg. 300 ~24,0 kg.

BPK-D/070 70 11,5 20,0 50,0 35,0 12,0 30 ~2,4 kg. 300 ~24,0 kg.

BPK-D/095 95 13,5 20,0 50,0 35,0 12,0 30 ~2,5 kg. 300 ~25,0 kg.

BPK-D/120 120 15,0 25,0 60,0 38,0 14,0 15 ~2,0 kg. 150 ~20,0 kg.

BPK-D/150 150 16,6 25,0 60,0 38,0 14,0 15 ~2,0 kg. 150 ~20,0 kg.

D4

L1 L2

d4

L

D1

BPK-D SPECIFICATIONS
METERIAL ELECTROLYTIC COPPER / ALUMINIUM 
COATING NATURAL BRIGHT
JOINT CLAMP COUPLING

All rights reserved.
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1 PHASE INSULATED COMB BUSBARS PIN TYPE

2 PHASE INSULATED COMB BUSBARS PIN TYPE

ORDER CODE MODULE COPPER 
THICKNESS

MAXIMUM 
CURRENT 

VALUE
OPERATING

VOLTAGE
BOX
PCS.

BOX 
WEIGHT

PARCEL 
PCS.

BOX 
WEIGHT

1TBE-30/1,0 For 30 Modules of MCB  1,0 mm.  80 A 230-400 V  30    ~3,0 kg. 150 ~15,0 kg 

1TBE-MT/1,0 For 56 Modules of MCB  1,0 mm.  80 A 230-400 V  30    ~5,9 kg. 90 ~17,7 kg 

1TBE-12/1,5 For 12 Modules of MCB  1,5 mm.  100 A 230-400 V  60    ~3,0 kg. 300 ~15,0 kg 

1TBE-18/1,5 For 18 Modules of MCB  1,5 mm.  100 A 230-400 V  30    ~2,3 kg. 150 ~11,5 kg 

1TBE-24/1,5 For 24 Modules of MCB  1,5 mm.  100 A 230-400 V  30    ~3,1 kg. 150 ~15,5 kg 

1TBE-30/1,5 For 30 Modules of MCB  1,5 mm.  100 A 230-400 V  30    ~3,7 kg. 150 ~18,5 kg 

1TBE-MT/1,5 For 56 Modules of MCB  1,5 mm.  100 A 230-400 V  30    ~7,1 kg. 90 ~21,3 kg 

ORDER CODE MODULE COPPER 
THICKNESS

MAXIMUM 
CURRENT 

VALUE
OPERATING

VOLTAGE
BOX
PCS.

BOX 
WEIGHT

PARCEL 
PCS.

BOX 
WEIGHT

2TBE-06/1,0 For 6 Modules of MCB  1,0 mm.  80 A 230-400 V  24    ~2,2 kg. 120 ~11,0 kg 

2TBE-09/1,0 For 9 Modules of MCB  1,0 mm.  80 A 230-400 V  12    ~1,7 kg. 60 ~8,5 kg

2TBE-12/1,0 For 12 Modules of MCB  1,0 mm.  80 A 230-400 V  12    ~2,2 kg. 60 ~11,0 kg 

2TBE-15/1,0 For 15 Modules of MCB  1,0 mm.  80 A 230-400 V  12    ~2,7 kg. 60 ~13,5 kg 

2TBE-MT/1,0 For 28 Modules of MCB  1,0 mm.  80 A 230-400 V  10    ~4,3 kg. 30 ~12,9 kg 

2TBE-06/1,5 For 6 Modules of MCB  1,5 mm.  100 A 230-400 V  24    ~1,4 kg. 120 ~7,0 kg

2TBE-09/1,5 For 9 Modules of MCB  1,5 mm.  100 A 230-400 V  12    ~2,1 kg. 60 ~10,5 kg 

2TBE-12/1,5 For 12 Modules of MCB  1,5 mm.  100 A 230-400 V  12    ~2,7 kg. 60 ~13,5 kg 

2TBE-15/1,5 For 15 Modules of MCB  1,5 mm.  100 A 230-400 V  12    ~3,4 kg. 60 ~17,0 kg 

2TBE-MT/1,5 For 28 Modules of MCB  1,5 mm.  100 A 230-400 V  10    ~5,5 kg. 30 ~16,5 kg 

All rights reserved.
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3 PHASE INSULATED COMB BUSBARS PIN TYPE

ORDER CODE MODULE COPPER 
THICKNESS

MAXIMUM 
CURRENT 

VALUE
OPERATING

VOLTAGE
BOX
PCS.

BOX 
WEIGHT

PARCEL 
PCS.

BOX 
WEIGHT

3TBE-10/0,8 For 10 Modules of MCB  0,8 mm.  63 A  230 - 400 V  24    ~2,2 kg. 120 ~11,0 kg 

3TBE-MT/0,8 For 19 Modules of MCB  0,8 mm.  63 A  230 - 400 V  10    ~1,8 kg. 60 ~9,0 kg 

3TBE-04/1,0 For 4 Modules of MCB  1,0 mm.  80 A  230 - 400 V  24    ~2,5 kg. 120 ~12,5 kg 

3TBE-06/1,0 For 6 Modules of MCB  1,0 mm.  80 A  230 - 400 V  12    ~2,0 kg. 60 ~10,0 kg 

3TBE-08/1,0 For 8 Modules of MCB  1,0 mm.  80 A  230 - 400 V  12    ~2,6 kg. 60 ~13,0 kg 

3TBE-10/1,0 For 10 Modules of MCB  1,0 mm.  80 A  230 - 400 V  12    ~3,2 kg. 60 ~16,0 kg 

3TBE-MT/1,0 For 19 Modules of MCB  1,0 mm.  80 A  230 - 400 V  10    ~5,3 kg. 30 ~15,9 kg 

3TBE-04/1,5 For 4 Modules of MCB  1,5 mm.  100 A  230 - 400 V  24    ~3,2 kg. 120 ~16,0 kg 

3TBE-06/1,5 For 6 Modules of MCB  1,5 mm.  100 A  230 - 400 V  12    ~2,6 kg. 60 ~13,0 kg 

3TBE-08/1,5 For 8 Modules of MCB  1,5 mm.  100 A  230 - 400 V  12    ~3,3 kg. 60 ~16,5 kg 

3TBE-10/1,5 For 10 Modules of MCB  1,5 mm.  100 A  230 - 400 V  12    ~4,2 kg. 60 ~21,0 kg 

3TBE-MT/1,5 For 19 Modules of MCB  1,5 mm.  100 A  230 - 400 V  10    ~6,8 kg. 30 ~20,4 kg 

All rights reserved.
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THREE PHASE + NEUTRAL 
INSULATED COMB BUSBARS PIN TYPE

3 PHASE INSULATED COMB BUSBARS 
FORK TYPE

ORDER CODE MODULE COPPER 
THICKNESS

MAXIMUM 
CURRENT 

VALUE
OPERATING

VOLTAGE
BOX
PCS.

BOX 
WEIGHT

PARCEL 
PCS.

BOX 
WEIGHT

4TBE-04/1,5 For 4 Modules of MCB  1,5 mm.  100 A 230-400 V  8    ~2,0 kg. 40 ~10,0 kg 

4TBE-05/1,5 For 5 Modules of MCB  1,5 mm.  100 A 230-400 V  8    ~2,8 kg. 40 ~14,0 kg 

4TBE-06/1,5 For 6 Modules of MCB  1,5 mm.  100 A 230-400 V  8    ~3,0 kg. 40 ~15,0 kg 

4TBE-07/1,5 For 7 Modules of MCB  1,5 mm.  100 A 230-400 V  8    ~3,5 kg. 40 ~17,5 kg 

4TBE-08/1,5 For 8 Modules of MCB  1,5 mm.  100 A 230-400 V  8    ~3,9 kg. 40 ~19,5 kg 

4TBE-MT/1,5 For 14 Modules of MCB  1,5 mm.  100 A 230-400 V  8    ~6,8 kg. 24 ~20,4 kg 

ORDER CODE MODULE COPPER 
THICKNESS

MAXIMUM 
CURRENT 

VALUE
OPERATING

VOLTAGE
BOX
PCS.

BOX 
WEIGHT

3TBD-04/1,0 For 4 Modules of MCB  1,0 mm.  80 A  230 - 400 V  24    ~2,3 kg. 
3TBD-10/1,0 For 10 Modules of MCB  1,0 mm.  80 A  230 - 400 V  12    ~3,4 kg. 
3TBD-04/1,5 For 4 Modules of MCB  1,5 mm.  100 A  230 - 400 V  24    ~3,6 kg. 
3TBD-10/1,5 For 10 Modules of MCB  1,5 mm.  100 A  230 - 400 V  12    ~4,5 kg. 

ORDER CODE PACKAGE PCS. PACKAGE WEIGHT

MONOPHASE PROTECTIVE BUSBAR CAPS 150 ~0,1 kg. 

2 & 3 PHASE PROTECTIVE BUSBAR CAPS 125 ~0,1 kg.

3+ N PHASE PROTECTIVE BUSBAR CAPS 75 ~0,1 kg.

All rights reserved.

All rights reserved.

All rights reserved.
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1 PHASE NON-INSULATED COMB BUSBARS 
PIN TYPE

1 PHASE NON-INSULATED COMB BUSBARS 
FORK TYPE

EARTHING BARS

ORDER CODE BE USED COPPER 
THICKNESS BOX PCS. BOX 

WEIGHT
PARCEL

PCS.
BOX 

WEIGHT

1BOB-E/1,5 Monophase N type MCB  1,5 mm.  20    ~3,3 kg. 
1BOB-E/2,0 Monophase N type MCB  2,0 mm.  20    

ORDER CODE BE USED COPPER 
THICKNESS BOX PCS. BOX 

WEIGHT
PARCEL

PCS.
BOX 

WEIGHT

1BOB-D/1,5 Monophase W type MCB  1,5 mm.  20    
1BOB-D/2,0 Monophase W type MCB  2,0 mm.  20    ~4,6 kg. 

ORDER CODE DISTRIBUTION COPPER 
THICKNESS BOX PCS. BOX 

WEIGHT
PARCEL

PCS.
BOX 

WEIGHT

KUB-1,5/31 31 SCREW  1,5X15,0  10    ~3,3 kg. 40  ~13,2 kg. 
KUB-1,5/61 61 SCREW  1,5X15,0  10    ~4,6 kg. 40  ~18,4 kg. 
KUB-2,0/31 31 SCREW  2,0X15,0  10    ~3,9 kg. 40  ~15,6 kg. 
KUB-2,0/61 61 SCREW  2,0X15,0  10    ~5,2 kg. 40  ~20,8 kg. 
KUB-3,0/31 31 SCREW  3,0X15,0  10    ~5,0 kg. 40  ~20,0 kg. 
KUB-3,0/61  61 SCREW  3,0X15,0  10    ~6,3 kg. 40  ~25,2 kg. 

All rights reserved.

All rights reserved.

All rights reserved.
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NON-INSULATED SLEEVES

ORDER CODE
CABLE 

SECTION 
(mm)

DIMENSIONS BOX
PCS.

BOX
WEIGHT

L W D C

SP-KY/0,50-10 0,50 10 1,7 1,3 1,0 1.000 ~0,1 kg.
SP-KY/0,75-10 0,75 10 1,9 1,5 1,2 1.000 ~0,1 kg.
SP-KY/1,0-10 1 10 2,2 1,8 1,4 1.000 ~0,1 kg.
SP-KY/1,5-10 1,5 10 2,5 2,0 1,7 1.000 ~0,1 kg.
SP-KY/2,5-12 2,5 12 3,3 2,6 2,2 1.000 ~0,1 kg.
SP-KY/4-12 4 12 3,9 3,2 2,8 500 ~0,1 kg.
SP-KY/6-12 6 12 4,8 3,9 3,5 250 ~0,1 kg.
SP-KY/10-12 10 12 5,8 4,9 4,5 250 ~0,1 kg.
SP-KY/16-12 16 12 7,2 6,2 5,8 100 ~0,1 kg.
SP-KY/25-15 25 16 9,1 7,9 7,5 100 ~0,1 kg.
SP-KY/35-15 35 16 10,2 8,7 8,3 50 ~0,1 kg.
SP-KY/50-20 50 20 12,4 10,9 10,3 40 ~0,1 kg.
SP-KY/70-25 70 25 15,8 14,3 13,5 20 ~0,2 kg.
SP-KY/95-25 95 25 19,3 15,6 14,6 20 ~0,2 kg.
SP-KY/120-32 120 32 20,2 17,7 16,7 15 ~0,2 kg.
SP-KY/150-32 150 32 23,0 20,6 19,6 10 ~0,2 kg.

FOR THE INSULATED CONNECTORS, THE FIRST PART OF THE PRODUCT CODE INDICATES THE DIAMETER AND 
THE SECOND PART INDICATES LENGTH OF THE PRODUCT.

SK-KY SPECIFICATIONS
 METERIAL COPPER

COATING TIN PLATED

All rights reserved.
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INSULATED CABLE END-SLEEVES

ORDER CODE CABLE 
SECTION

DIMENSIONS
COLOR BOX 

PCS.
BOX

WEIGHT
c a L W d4 d1

SP-IKY/0,50-8 0,5 6,0 8,0 14,0 2,6 1,3 1,0 Orange 1.000 ~0,2 kg.

SP-IKY/0,75-8 0,75 6,0 8,0 14,0 2,8 1,5 1,2 White 1.000 ~0,3 kg.

SP-IKY/1,0-8 1 6,0 8,0 14,0 3 1,7 1,4 Yellow 1.000 ~0,1 kg.

SP-IKY/1,5-8

1,5
6,0 8,0 14,0 3,5 2,0 1,7 Red 700 ~0,1 kg.

SP-IKY/1,5-10 6,0 10,0 16,0 3,5 2,0 1,7 Red 600 ~0,2 kg.

SP-IKY/1,5-18 6,0 18,0 24,0 3,5 2,0 1,7 Red 400 ~0,2 kg.

SP-IKY/2,5-8

2,5
7,0 8,0 15,0 4 2,6 2,3 Blue 500 ~0,3 kg.

SP-IKY/2,5-12 7,0 10,0 17,0 4 2,6 2,3 Blue 400 ~0,2 kg.

SP-IKY/2,5-18 7,0 18,0 25,0 4 2,6 2,3 Blue 300 ~0,2 kg.

SP-IKY/4-10
4

7,0 9,0 16,0 4,4 3,2 2,8 Grey 250 ~0,1 kg.

SP-IKY/4-12 8,0 12,0 20,0 4,4 3,2 2,8 Grey 250 ~0,2 kg.

SP-IKY/6-12 6 8,0 12,0 20,0 6,3 3,9 3,5 Black 200 ~0,2 kg.

SP-IKY/10-12 10 9,0 12,0 21,0 7,6 4,9 4,5 Ivory 100 ~0,1 kg.

SP-IKY/16-12
16

10,0 12,0 22,0 8,8 6,2 5,8 Green 50 ~0,1 kg.

SP-IKY/16-18 10,0 18,0 28,0 8,8 6,2 5,8 Green 50 ~0,1 kg.

SP-IKY/25-16 25 13,0 16,0 29,0 11,2 7,9 7,5 Brown 40 ~0,1 kg.

SP-IKY/35-16 35 14,0 16,0 30,0 12,7 8,7 8,3 Beige 20 ~0,1 kg.

SP-IKY/50-20 50 16,0 20,0 36,0 15,3 10,9 10,3 Ol.Green 20 ~0,1 kg.

SP-IKY/70-20 70 16,0 20,0 36,0 16,0 14,3 13,5 Yellow 15 ~0,1 kg.

SP-IKY/95-25 95 18,5 24,5 43,0 18,0 15,6 14,6 Red 8 ~0,1 kg.

SP-IKY/120-27 120 20,0 27,0 47,0 20,0 17,7 16,7 Blue 5 ~0,1 kg.

SK-IKY SPECIFICATIONS
METERIAL COPPER

COATING TIN PLATED

INSULATION NYLON

CONFORMED TO DIN 46228

FOR THE INSULATED CABLE END-SLEEVES, THE FIRST PART OF THE PRODUCT CODE INDICATES THE DIAMETER AND 
THE SECOND PART INDICATES LENGTH OF THE PRODUCT.

CONFORMED TO GERMAN COLOR STANDARD.

All rights reserved.
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INSULATED TWIN CABLE END-SLEEVES

ORDER CODE
CABLE 

SECTION 
(mm)

DIMENSIONS
COLOR BOX 

PCS.
BOX

WEIGHT
 c a L W d4 d1

SP-IKY/2x0,5-8 2x0,5 7,0 8,0 15,0 5,0 1,8 1,5 White 500 ~0,1 kg.

SP-IKY/2x0,75-8 2x0,75 7,0 8,0 15,0 5,5 2,1 1,8 Blue 500 ~0,1 kg.

SP-IKY/2x1,0-8 2x1 7,0 8,0 15,0 5,5 2,3 2,0 Red 500 ~0,1 kg.

SP-IKY/2x1,5-8
2x1,5

8,0 8,0 16,0 6,4 2,6 2,3 Black 250 ~0,1 kg.

SP-IKY/2x1,5-12 8,0 12,0 20,0 6,4 2,6 2,3 Black 250 ~0,1 kg.

SP-IKY/2x2,5-10 2x2,5 9,0 10,0 19,0 8,0 3,3 2,9 Grey 200 ~0,1 kg.

SP-IKY/2x4-12 2x4 11,0 12,0 23,0 8,8 4,2 3,8 Orange 100 ~0,1 kg.

SP-IKY/2x6-14 2x6 12,0 14,0 26,0 9,5 5,3 4,9 Green 75 ~0,1 kg.

SP-IKY/2x10-14 2x10 13,0 14,0 27,0 13,6 6,9 6,5 Brown 50 ~0,1 kg.

SP-IKY/2x16-14 2x16 17,0 14,0 31,0 19,0 8,7 8,3 Beige 25 ~0,1 kg.

FOR THE INSULATED CABLE END-SLEEVES, THE FIRST PART OF THE PRODUCT CODE INDICATES THE DIAMETER AND 
THE SECOND PART INDICATES LENGTH OF THE PRODUCT.

CONFORMED TO GERMAN COLOR STANDARD.

SP-IKY/2 SPECIFICATIONS
METERIAL COPPER

COATING TIN PLATED

INSULATION NYLON

All rights reserved.
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INSULATED RING TYPE TERMİNALS

ORDER CODE
CABLE 

SECTION 
(mm)

BOLT
DIMENSIONS

COLOR BOX 
PCS.

BOX 
WEIGHT

d1 d4 a d2 b L k

SP-YK/301

0,5-1,5 

M3 1,6 4,3 10,0 3,2 5,7 17,6 0,7 Red 200 ~0,2 kg.

SP-YK/401 M4 1,6 4,3 10,0 4,3 8,0 20,8 0,7 Red 200 ~0,2 kg.

SP-YK/501 M5 1,6 4,3 10,0 5,3 9,8 23,0 0,7 Red 200 ~0,2 kg.

SP-YK/601 M6 1,6 4,3 10,0 6,4 11,6 26,8 0,7 Red 200 ~0,2 kg.

SP-YK/801 M8 2,3 4,3 10,0 8,4 11,6 26,8 0,7 Red 200 ~0,2 kg.

SP-YK/302

1,5-2,5

M3 2,3 4,9 10,0 3,2 6,6 17,5 0,8 Blue 200 ~0,2 kg.

SP-YK/402 M4 2,3 4,9 10,0 4,3 8,5 22,0 0,8 Blue 200 ~0,2 kg.

SP-YK/402-S M4 2,3 4,8 10,0 4,3 6,5 21,0 0,8 Blue 200 ~0,1 kg.

SP-YK/502 M5 2,3 4,9 10,0 5,3 9,5 22,0 0,8 Blue 200 ~0,2 kg.

SP-YK/502-S M5 2,3 4,8 10,0 5,3 8,5 22,5 0,8 Blue 200 ~0,1 kg.

SP-YK/602 M6 2,3 4,9 10,0 6,4 12,0 27,0 0,8 Blue 100 ~0,2 kg.

SP-YK/802 M8 2,3 4,9 10,0 8,4 12,0 27,0 0,8 Blue 100 ~0,1 kg.

SP-YK/1002 M10 2,3 4,9 10,0 10,5 13,6 30,7 0,8 Blue 100 ~0,2 kg.

SP-YK/1202 M12 2,3 4,9 10,0 13,0 19,2 36,2 0,8 Blue 100 ~0,2 kg.

SP-YK/406

4-6

M4 3,6 6,7 13,0 4,3 9,5 25,8 1,0 Yellow 100 ~0,2 kg.

SP-YK/506 M5 3,6 6,7 13,0 5,3 9,5 25,8 1,0 Yellow 100 ~0,2 kg.

SP-YK/606 M6 3,6 6,7 13,0 6,4 12,0 31,8 1,0 Yellow 100 ~0,2 kg.

SP-YK/806 M8 3,6 6,7 13,0 8,4 15,0 34,0 1,0 Yellow 75 ~0,2 kg.

SP-YK/1006 M10 3,6 6,7 13,0 10,5 15,0 34,0 1,0 Yellow 75 ~0,2 kg.

SP-YK/1206 M12 3,6 6,7 13,0 13,0 19,2 38,4 1,0 Yellow 50 ~0,2 kg.

SP-YK SPECIFICATIONS
METERIAL COPPER

COATING TIN PLATED

INSULATION NYLON

All rights reserved.
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INSULATED FORK TYPE TERMINALS

ORDER CODE
CABLE 

SECTION 
(mm)

BOLT
DIMENSIONS

COLOR BOX 
PCS.

BOX 
WEIGHT

d1 d4 a d2 b L k

SP-CK/301

0,5-1,5

M3 1,6 4,3 10,0 3,2 5,7 21,2 0,7 Red 200 ~0,2 kg.

SP-CK/401 M4 1,6 4,3 10,0 4,3 8,1 21,2 0,7 Red 200 ~0,2 kg.

SP-CK/501 M5 1,6 4,3 10,0 5,3 9,5 21,2 0,7 Red 200 ~0,2 kg.

SP-CK/601 M6 1,6 4,3 10,0 6,4 12 27,2 0,7 Red 200 ~0,2 kg.

SP-CK/302

1,5-2,5 

M3 2,3 4,9 10,0 3,2 5,7 21,2 0,8 Blue 200 ~0,2 kg.

SP-CK/402 M4 2,3 4,9 10,0 4,3 8,1 21,2 0,8 Blue 200 ~0,2 kg.

SP-CK/402-S M4 2,3 4,8 10,0 4,3 6,4 22,0 0,8 Blue 200 ~0,2 kg.

SP-CK/502 M5 2,3 4,9 10,0 5,3 9,5 21,2 0,8 Blue 200 ~0,2 kg.

SP-CK/602 M6 2,3 4,9 10,0 6,4 12 27,2 0,8 Blue 100 ~0,2 kg.

SP-CK/406

4-6

M4 3,6 6,7 13,0 4,3 8,3 26,0 1,0 Yellow 100 ~0,2 kg.

SP-CK/506 M5 3,6 6,7 13,0 5,3 9,0 26,0 1,0 Yellow 100 ~0,2 kg.

SP-CK/606 M6 3,6 6,7 13,0 6,4 12,0 32,0 1,0 Yellow 100 ~0,2 kg.

SP-CK/806 M8 3,6 6,7 13,0 8,4 14,0 37,0 1,0 Yellow 75 ~0,2 kg.

SP-CK SPECIFICATIONS
METERIAL COPPER

COATING TIN PLATED

INSULATION NYLON

All rights reserved.
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INSULATED RECEPTACLES

ORDER CODE
CABLE 

SECTION 
(mm)

TAB SIZE
DIMENSIONS

COLOR BOX 
PCS.

BOX 
WEIGHT

d1 d4 a C b L

SP-FD/1288-5

0,5-1,5

0,5x2,8 1,7 3,8 10,0 6,6 3,8 19,0 Red 200 ~0,1 kg.
SP-FD/1288 0,8x2,8 1,7 3,8 10,0 6,6 3,8 19,0 Red 200 ~0,1 kg.
SP-FD/1488-5 0,5x4,75 1,7 3,8 10,0 6,4 5,6 19,0 Red 200 ~0,1 kg.
SP-FD/1488 0,8x4,75 1,7 3,8 10,0 6,4 5,6 19,0 Red 200 ~0,1 kg.
SP-FD/1638 0,8x6,35 1,7 3,8 10,0 7,5 7,4 21,0 Red 100 ~0,1 kg.
SP-FD/2288

1,5-2,5

0,8x2,8 2,3 4,3 10,0 6,5 3,8 19,0 Blue 200 ~0,1 kg.
SP-FD/2488 0,8x4,75 2,3 4,3 10,0 6,4 5,6 19,0 Blue 200 ~0,1 kg.
SP-FD/2638 0,8x6,35 2,3 4,3 10,0 7,5 7,4 21,0 Blue 100 ~0,1 kg.
SP-FD/2778 0,8x8 2,3 4,3 10,0 10 9,0 23,0 Blue 100 ~0,1 kg.
SP-FD/5638

4-6
0,8x6,35 3,4 5,7 13,0 7,5 7,4 25,0 Yellow 100 ~0,1 kg.

SP-FD/5956 1,2x9,4 3,4 5,7 13,0 12 10,9 29,6 Yellow 50 ~0,1 kg.

INSULATED TABS

ÜRÜN KODU
ORDER CODE

KABLO 
KESİTİ 
CABLE 

SECTION 
(mm)

SOKET
GENİŞLİĞİ 

TAB SIZE

BOYUTLAR
DIMENSIONS RENK

COLOR

KUTU 
ADEDİ

BOX 
PCS.

KUTU
AĞIRLIĞI      

BOX 
WEIGHTd1 d4 a c b L

SP-FE/1288

0,5-1,5    
0,8x2,8 1,7 4,3 10,0 6,5 2,8 17,7 Red 250 ~0,1 kg.

SP-FE/1488 0,8x4,75 1,7 4,3 10,0 6,7 4,75 20,0 Red 250 ~0,2 kg.

SP-FE/1638 0,8x6,35 1,7 4,3 10,0 7,7 6,35 21,0 Red 150 ~0,1 kg.

SP-FE/2488
1,5-2,5    

0,8x4,75 2,3 4,3 10,0 6,7 4,75 20,0 Blue 250 ~0,2 kg.

SP-FE/2638 0,8x6,35 2,3 4,3 10,0 7,7 6,35 21,0 Blue 150 ~0,1 kg.

SP-FE/5638 4-6 0,8x6,35 3,4 5,7 13,0 7,7 6,35 25,0 Yellow 100 ~0,1 kg.

SP-FD SPECIFICATIONS
METERIAL BRASS

COATING TIN PLATED 

INSULATION PVC

SP-FE SPECIFICATIONS
METERIAL BRASS

COATING TIN PLATED 

INSULATION PVC

All rights reserved.

All rights reserved.
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INSULATED RECEPTACLES, MULTIPLE TYPE

ORDER CODE
CABLE 

SECTION 
(mm)

TAB SIZE
DIMENSIONS

COLOR BOX 
PCS.

BOX 
WEIGHT

d1 d4 a c c1 b b1 L

SP-FEG/1638 0,5-1,5  0,8X6,35 1,7 3,8 10,0 8,0 8,2 7,4 6,35 21,5 Red 100 ~0,1 kg.

SP-FEG/2638 0,5-2,5  0,8X6,35 2,3 4,3 10,0 8,0 8,2 7,4 6,35 21,5 Blue 100 ~0,2 kg.

SP-FEG/5638 4-6 0,8X6,35 3,4 5,7 13,0 8,0 8,2 7,4 6,35 25,0 Yellow 100 ~0,2 kg.

SP-FEG SPECIFICATIONS
METERIAL BRASS

COATING TIN PLATED 

INSULATION PVC

INSULATED RECEPTACLES

ORDER CODE
CABLE 

SECTION 
(mm)

TAB SIZE
DIMENSIONS

COLOR BOX 
PCS.

BOX 
WEIGHT

d1 d4 a c b L

SP-IFD/1488-5

0,5-1,5 
0,5X4,75 1,7 3,8 10,5 6,4 5,6 20,0 Red 100 ~0,1 kg.

SP-IFD/1488 0,8X4,75 1,7 3,8 10,5 6,4 5,6 20,0 Red 100 ~0,1 kg.

SP-IFD/1638 0,8X6,35 1,7 3,8 10,5 7,5 7,4 21,5 Red 100 ~0,2 kg.

SP-IFD/2488
1,5-2,5    

0,8X4,75 2,3 4,7 10,5 6,4 5,6 20,0 Blue 100 ~0,1 kg.

SP-IFD/2638 0,8X6,35 2,3 4,7 10,5 7,5 7,4 21,5 Blue 100 ~0,2 kg.

SP-IFD/5638 4-6 0,8X6,35 3,4 6,2 12,5 7,5 7,4 25,5 Yellow 75 ~0,1 kg.

SP-IFD SPECIFICATIONS
METERIAL BRASS

COATING TIN PLATED 

INSULATION PVC

All rights reserved.

All rights reserved.
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INSULATED PIN TYPE CONNECTORS

ORDER CODE
CABLE 

SECTION 
(mm)

DIMENSIONS
COLOR BOX 

PCS.
BOX 

WEIGHT
d1 d4 a c b L k

SP-IK/0,5-1,5 0,5-1,5 1,7 4,3 10,0 10,0 1,9 20,0 0,75 Red 200 ~0,2 kg.
SP-IK/1,5-2,5 1,5-2,5 2,3 4,9 10,0 12,0 1,9 22,0 0,8 Blue 200 ~0,2 kg.
SP-IK/4-6 4-6 3,4 6,7 13,0 12,5 2,8 25,5 1,0 Yellow 100 ~0,2 kg.

INSULATED BLADE TYPE TERMINALS

ORDER CODE CABLE 
SECTION (mm)

DIMENSIONS
COLOR BOX 

PCS.
BOX 

WEIGHT
d1 d4 a c b L k

SP-IBU/101-14 0,5-1,5 1,7 3,8 10,0 14,0 3 24,0 0,75 Red 200 ~0,2 kg.

SP-IBU/102-18 1,5-2,5 2,3 4,9 10,0 18,0 2,2 28,0 0,75 Blue 200 ~0,2 kg.

INSULATED BUTT CONNECTORS

ORDER CODE CABLE 
SECTION (mm)

DIMENSIONS
COLOR BOX 

PCS.
BOX 

WEIGHTd1 d4 a

SP-IEM/251 0,5-1,5 1,7 4,0 25,0 Red 150 ~0,1 kg.

SP-IEM/252 1,5-2,5 2,3 4,9 16,0 Blue 150 ~0,3 kg.

SP-IEM/256 4-6 3,6 6,7 20,5 Yellow 100 ~0,2 kg.

SP-IK SPECIFICATIONS
METERIAL BRASS

COATING TIN PLATED 

INSULATION PVC

SP-IBU SPECIFICATIONS
METERIAL BRASS

COATING TIN PLATED 

INSULATION PVC

SP-IEM SPECIFICATIONS
METERIAL BRASS

COATING TIN PLATED 

INSULATION PVC

All rights reserved.

All rights reserved.
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INSULATED MALE BULLET CONNECTORS

ORDER CODE CABLE 
SECTION (mm)

DIMENSIONS
COLOR BOX 

PCS.
BOX 

WEIGHT
d1 d4 a c b L

SP-ET/1040 0,5-1,5 1,7 3,8 10,0 11,0 4,0 21,0 Red 200 ~0,2 kg.
SP-ET/2040

1,5-2,5
2,3 4,7 10,0 11,0 4,0 21,0 Blue 200 ~0,2 kg.

SP-ET/2050 2,3 4,7 10,0 11,0 5,0 21,0 Blue 200 ~0,2 kg.
SP-ET/5050 4-6 3,4 6,2 13,0 12,0 5,0 25,0 Yellow 100 ~0,1 kg.

SP-ET SPECIFICATIONS
METERIAL BRASS

COATING TIN PLATED 

INSULATION PVC

INSULATED FEMALE BULLET CONNECTORS

ORDER CODE CABLE 
SECTION (mm)

DIMENSIONS
COLOR BOX 

PCS.
BOX 

WEIGHT
d1 d4 a c b L

SP-DT/1040 0,5-1,5  1,7 3,8 10,5 7,0 4,0 24,5 Red 100 ~0,2 kg.

SP-DT/2040
1,5-2,5  

2,3 4,7 10,5 7,0 4,0 24,5 Blue 100 ~0,2 kg.

SP-DT/2050 2,3 4,7 10,5 7,0 5,0 25,5 Blue 100 ~0,2 kg.

SP-DT/5050 4-6  3,4 6,2 10,5 7,0 5,0 29,5 Yellow 100 ~0,2 kg.

SP-DT SPECIFICATIONS
METERIAL BRASS

COATING TIN PLATED 

INSULATION PVC

All rights reserved.

All rights reserved.
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TECHNICAL DATA

We Recommend the Following Number of Compression for Individual Cable Sections

Assembly Instructions for Cable Lugs and Connectors

1.	 Strip conductor according to insertion depth (+10% because of length changing of crimped sleeve)
2.	 Conductor ends must be cleaned with a cloth or brush or before assembly.
3.	 Insert conductor fully into cable lug or connector.
4.	 Paying attention crimping direction, crimp the cable lug or connector using the appropriate tools. The crimping direction for cable lugs and 

connectors is indicated in the illustration below. 
5.	 After crimping, wipe away excess compound forced out from aluminium cable lugs and connectors.

Cable Section (mm²) Tubular Cable Lugs 5mm 
Crimping die Wide Crimping dies DIN Cable Lugs 5mm 

Crimping die
Wide Crimping 

dies
Aluminium Cable Lugs 7mm 

Crimping die Wide Crimping dies

6 1 2
10 1 2
16 1 1 2 1 4 2
25 2 1 2 1 4 2
35 2 1 2 1 5 2
50 2 1 3 1 5 2
70 2 1 3 1 6 3
95 2 1 4 2 6 3

120 2 1 4 2 6 3
150 2 1 4 2 6 3
185 1 1 4 2 6 3
240 4 2 5 2 8 3
300 4 2 5 2 8 3
400 4 2 3 4
500 3 4
625 3
800 3
1000 4 2



59

NOTES




